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Letter of Transmission 


Dr. W. R. JILLSON, 
State Geologist, 
The Kentucky Geological Survey, 
Frankfort, Ky. 
DEAR Sir: 

I beg to transmit herewith my report on the Clay de- 
posits of Kentucky, which is based on field work carried on 
during the summer of 1921 and laboratory work in the 
autumn following. 

While neither time nor funds were available to make 
either the field or laboratory work as complete as desira- 
ble, still it is felt that the results given will serve to give 
a fairly clear conception of the clay resources of the state, 
and also indicate in what regions further search should 
be made. To the data collected I have added such other 
previously published information as it seemed desirable 
to incorporate. The arrangement of the report has been 
made in accordance with your suggestions. 

Throughout the field and laboratory work I have been 
most efficiently and conscientiously assisted by Mr. Floyd 
Hodson, whose services deserve special acknowledgment. 
Mr. C. E. Bales also rendered considerable assistance dur- 
ing a portion of the field season. It is likewise proper at 
this time to acknowledge the many courtesies that we re- 
ceived from the clay working firms and their representa- 
tives in all parts of the state, and to Prof. A. M. Miller of 
the University of Kentucky. 

Respectfully submitted, 
H. Rigs, 
Cornell University, 
, Dept. of Geology, 
ihdea, NUEaYs 
Noy. 19, 1921. 
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CHAPTER. I. 
CLAY BEARING FORMATIONS IN KENTUCKY . 


Before taking up the clay and shale deposits in the dif- 
ferent parts of the state it may be well to note briefly which of 
the geological formations found in Kentucky are likely to con- 
tain materials of value to the manufacturer of clay products. 
Additional data on their general distribution can be obtained by 
reference to the geological map of Kentucky and a number of the 
special or regional reports issued by the Kentucky Geological 
Survey which are listed in the appended bibliography. 

From what follows it will be noted that there area number 
of clay or shale-bearing formations but that all do not occur in 
sufficient thickness to be workable, nor are all of them of the 
proper character. However, even without these there remain a 
number of deposits of commercial value, which can be used to 
produce a variety of clay products. 

The formations noted below are referred to in the order of 
ascending geological age. 

Eden Shale. The Eden formation of the Ordovician (Ref. 
22) was named from Eden Park in Cincinnati, Ohio, and there 
consists largely of shale with some interbedded limestone lay- 
ers. On account of the nature of the shale it is sometimes called 
‘blue elay’’ and ‘‘soapstone.’’ 

Because of the predominance of shaly beds at Cincinnati 
the Eden shale formation has been used there for brick manu- 
facture, but as it extends southward into Kentucky the lime- 
stone layers increase and the shale layers decrease so that while 
it underlies a considerable area within the state, it is of no value 
to the clay worker in its fresh condition. It forms a belt of 
hilly country from 5 to 15 miles wide which has to be traversed 
in passing from the outer margin of the Bluegrass region to the 
inner part of that district.  - 

Plum Creek Shale. This lies near the base of the Silurian 
system of rocks, and is named from its occurrence on a creek 
in Madison County. It might do for the manufacture of clay 
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products if it were thicker, but it is nowhere over 5 feet. (Ref. 
99 

Osgood. Shale. This formation is a subdivision of the Nia- 
gara series of the Silurian system of rocks, which includes several 
shale formations that are prominent on the east side of the Cin- 
cinnati arch but which do not appear to have been subdivided 
on the west side. 

The subdivisions on the east side of the Bluegrass region 
inelude the Estill and Lulbegrud shales mentioned below. 

In Jefferson County (Ref. 2, p. 78) the Osgood formation 
contains a shale 15 to 20 feet thick which lies between limestones. 
It is mostly a coarse, lumpy, gray shale running high in lime 
and magnesium carbonates. It weathers to a clay which forms 
white banks beneath the limestone beds. 

It is probably of little commercial value as better shales oc- 
eur in abundance in the general area in which it is found. 

Lulbegrud Shale. This shale is named from Lulbegrud 
Creek, on the boundary of Clark and Powell counties. (Ref. 11.) 

It rests on the Oldham limestone, and underlies the Estill 
shale, being sometimes separated from it by the Waco limestone, 
which is of great aid in distinguishing the two shales in the field 
as they resemble each other very closely. 

The Lulbegrud which outcrops around the Bluegrass region 
is a light, smooth, bluish-gray shale which weathers somewhat 
readily to a very plastic clay. The chief impurities in it seem 
to be scattered crystals and rosettes of gypsum that can be seen 
lying on the weathered surface. 

It is a good material for the manufacture of brick and tile, 
but does not form a deep deposit, being rarely over 15 feet thick. 
Tlowever, on account of its close association with the Estill 
shale it could often be worked in connection with it. 

The Lulbegrud shale can be seen at a number of different 
points. There are excellent exposures along the tributaries of 
Lulbegrud Creek in Clark and Powell counties. Other outcrops 
are found south of Bardstown, Nelson County; in the lower part 
of the barren hills known as Knob Licks north of Olympia, Bath 
County; in the territory between Irvine, Clay City, Indiana 
Fields and Brassfield, in Estill and Powell counties, where it 
is 13 feet thick; at Abner’s Mill, Powell county; near Vienna 
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on the Red River, Powell County; 1 mile east of College Hill, 
Madison County; just north of Waco, Madison County; east 
of Panola, Madison County, between the wagon road and rail- 
road; southeast of Brassfield, Madison County; 3 miles slightly 
north of east of Bobtown, Madison County; 114 miles south of 
east of Bobtown, Madison; and 2 miles northeast of Berea, Madi- 
son County. 

The Waco limestone which lies above the Lulbegrud oceas- 
sionally contains shale layers, but they cannot be commercially 
separated from the limestone. 

Estill Shale. This is a light, bluish gray, smooth shale, 
which may be gpysiferous, but not so much so as the Lulbegrud. 
It may reach a maximum thickness of 100 or more feet and is 
well worthy of consideration by the manufacturer of brick and 
tile. While it is overlain stratigraphically by the Onondaga 
limestone, it is not difficult to find exposures of it where the 
overburden is limited. The material weathers easily to a very 
plastic clay. 

It works up to a very plastic mass and fires to a red body 
which should prove of value for the manufacture of brick, tile, 
and hollow blocks. (See Chapter V.) 

Excellent exposures of this shale may be seen on the Irvine- 
Winchester Branch of the Louisville and Nashville Railway east 
of Howard Creek, the type exposures being around Irvine. (Ref 
11.) Other good ones can be seen just north of Crab Orchard, 
where along the pike to Lancaster, a continuous section of shale 
65 feet thick is exposed on the west side of the road. Further 
north in Lewis and Fleming counties even thicker sections of the 
bluish-white clay are seen. 

Waldron Shale. This is also of Silurian age, and forms de- 
posits up to 15 feet in thickness. It is not found on the east 
side of Bluegrass region. The material is high in lime and 
magnesium carbonates. It weathers easily to a greenish clay. 
In Jefferson County, for example, where it occurs, (Ref. 2, p. 84) 
other and better shales can be found. 

Ohio, New Albany and Sunbury Shales. These are black 
shales which are quite extensively developed in certain parts of 
Kentucky and easily recognizable. The first two are of Devonian 
age, while the third is of Waverly age or higher up geologically. 
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Roughly speaking they oceur chiefly in a curved belt of 
territory, lying inside of that outlined for the New Providence 
shale. (Fig? 1.) So far as the clay worker is concerned there 
is not much use of separating them as they are all gritty and 
black fissile shales, which weather first to flaky particles, that 
lack plasticity when ground and mixed with water. On complete 
weathering they loose their carbonaceous matter and change to 
a sandy reddish clay which can be used in the manufacture of 
bricks. 

In their unweathered condition it is better not to use them 
and in place to select the New Providence, or Estill shales. 

Bedford Shale. This is an important formation to the clay 
worker in Ohio, because in the central and northern portion of 
that state it contains a considerable quantity of good shale. (Ref. 
11.) When the formation extends southwest into Kentucky it 
may contain considerable sandstone, and the shale beds become 
more gritty. Geologically the Bedford shale underlies the Berea 
sandstone formation which in Kentucky shows a splendid de- 
velopment of ripple marks, so that it ean be easily identified. 
However as the Berea is traced southward in Kentucky it also 
changes into shale. 

In Lewis County the Bedford shale is 95 feet thick. <Ac- 
cording to Foerste at Petersville, Lewis County, the combined 
Berea and Bedford formations consist of sandy shale 
with limestone layers. In the hills, a half mile to the east of 
Olympia springs, there is 1214 feet of soft bluish shale, changing 
to sandy shale in places. In the Caney Switch area of Bath 
County there are 1914 feet of Bedford-Berea shales. These rep- 
resent the most promising localities for these shales in central 
Kentucky. 

New Providence Shale. This is a very important, widely 
distributed shale formation, of Mississippian age, whose excel- 
lent character has already received recognition by the clay work- 
er, and which is being worked at several localities in Kentucky. 

It occupies a curved area, practically coextensive with the 
Waverly formations, extending in a great curve from Jefferson 
County on the west southward and eastward through Taylor and 
Lincoln County and then northeastward to Fire Brick in Green- 
up County. 
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OLAYS OF KENTUCKY 

This formation has also been referred to as the Linietta, 
and Raccoon. It corresponds to part of what is known as the 
Cuyahoga shale in Ohio, and is used for clay products in that 
state, 

The New Providence shale is a soft, usually greenish shale, 
which weathers rather easily to a plastic clay. But even the 
fresh shale grinds up without difficulty, and forms a plastic 
mass with water. 

In Jefferson County, where outcrops of it are well located 
for working, it has a thickness of 150 feet, though the entire sec- 
tion is not always exposed. Deposits of considerable size are said 
to occur near Chicago, Marion County. Just west of Junction 
City, Boyle County, the exposures in Blue Knob show a thick- 
ness of about 80 feet, and here where it rests on the black Ohio 
shale it shows near its base numerous concretions of phosphate. 
South of Central Kentucky the shale becomes more calcareous, 
and in Southern Kentucky passes into a limestone. 

East of the Bluegrass region it lies within the belt of hills 
called the Knobs, and is less favorably loeated for working. 

At Firebrick on the Ohio River a thickness of at least 75 
feet occurs in the hills and is also easily accessible. 

In Jefferson County the upper half of the formation at 
times contains rather abundant iron carbonate coneretions which 
may be coated with gypsum, and similar coneretions have been 
noted at other points. These concretions may range from the 
size of a marble up to a foot in diameter. 

A chemical analysis of this shale from Coral Ridge, Jef- 
ferson County. (Ref. 2), gave: 


SHC Ne Geter Rt er ce RCA Re MER ere ap rae 60.40 
PWh beck bce: We MMe eh cen Me SMe gt SR eee Rae Aes 19.73 
PPGRTIG ORIG 6 sea cee ce 4.72 
1TH BAe oe are cid ra teh ako Ses wie nace oahce -78 
MARNOSIE "ce keen rch ene 2.10 
BS Ea appre et i soe Pe 96 
POLST picid eaten oak ake cen ae 4.87 
Mace Fogg ef .:| Wer <Aee Oe een eee eee ee 83 
Is ani. 0} Peres ne mnY Mee ee eee AS eS 5.96 
IDO IR COTO P tea eet koe era ee ee ee 60 
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The New Providence is the most widely utilized shale in Ken 
tueky. 

It is quarried at Coral Ridge south of Louisville, Jefferson 
County, for making building brick; hollow blocks, and common 
red earthenware. It is also worked at Firebrick, Lewis County, 
for making paving brick. 

Some years ago brick were made from it about six miles 
southwest of Louisville, but the plant has gone out of existence 
and the shale was worked up at a factory erected for making 
potash. This, too, is no longer in operation, but at the locality 
there is a shale bank fully 75 feet high, well located for easy 
working and only a few hundred feet from the Illinois Central 
Railway. 

Rosewood Shale. This formation overlies the New Provi- 
dence stratigraphically, although between the two there is a 
sandstone and conglomerate. 

Butts, (Ref. 2, p. 150), states that it forms the main body 
of the knobs south of Louisville. where it forms most of the slopes 
of these hills. Southward in Bullitt County it slopes downward 
until at West Point its top is almost at the level of the railroad. 

The entire formation is exposed in the road west from 
Brooks, Jefferson County, which is 214 miles southeast of Coral 
Ridge. It can also be seen along the road descending from Jef- 
ferson Hill to Bear Camp Run, where it is about 190 feet thick. 
There are also said to be limitless quantities of it along the Louis- 
ville, Henderson and St. Louis Railroad between Kathryn Station 
and the north side of Moremens Hill. 

Parts of it at least contain a considerable quantity of iron 
carbonate concretions. 

It is not quite as good as the New Providence shale, but 
has good plasticity and fires to a red color. It could be used 
for bricks and hollow blocks. (See Chap. V.) 

Chester Series. The Chester series of the Mississippian is 
made up of sandstones, shale and limestones which in western 
Kentucky have an aggregate thickness of 600-800 feet. 

In western Kentucky these rocks surround the coal field 
in a belt 5 to 10 miles wide, (Fig. 2), the area of outcrop lying 
between the Mammoth Cave limestone belt on the south and 
east, and the coal measures rocks of the Pennsylvanian. 
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Since the last named are the youngest of the three series 
mentioned the Chester rocks at all points dip inward towards 
the center of the western coalfield. The Chester belt of out- 
crop is marked by poor agricultural land, which is in strong 
contrast to that underlain by the good soil of the Mammoth 
Cave limestone belt. A line connecting Russellville, Elkton, 
Hopkinsville and Princeton lies approximately along the south- 
ern border of the Chester formations. The Chester sections on 
the eastern and western sides of the western coalfield are not 
identical, in fact that on the eastern side is appreciably thinner 
than that on the western but it contains the following deposits 
of shale that are well worthy of investigation. 


Ridenhower Shale. This is a soft bluish gray shale, which _ 
weathers to a bluish or greenish clay, that may contain some 
layers of calcareous sandstone or sandy limestone. (Ref. 3, 
p. 74.) 

Stratigraphically it lies between two sandstones known as 
the Bethel and Cypress or Big Clifty, and its full thickness is 
50 feet. As it weathers rather easily fresh sections are difficult 
to find, however. Butts notes one on the road to Siloam school 
at a point 3 miles west-southwest of Marion, Crittenden County. 
Here the full thickness of 50 feet or so is exposed in the ditch 
with the sandstones above and below. Butts says that while 
exposures of the fresh shale are rare its presence is almost every- 
where indicated in the topography by a shallow depression of 
the land surface between the two sandstones that lie respectively 
above and below it. 


On the eastern side of the coalfield in Hart and Hardin 
counties there are some clays underlying the Big Clifty sand- 
stone which may represent the Ridenhower shale. 


Buffalo Wallow Shales. On the eastern side of the western 
coalfield, from Breckenridge to Warren counties the subdivisions 
of the upper part of Chester formation from the Tar Springs 
sandstone upward are not as clearly divisible, and these are re- 
ferred to collectively as the Buffalo Wallow formation, the name 
being derived from Buffalo Wallow, a cirque-like depression in 
these shales which is located on the highway 2 miles west of 
Cloverport, Kentucky. 
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The Buffalo Wallow formation is made up chiefly of beds of 
soft bluish shale, but includes also red shale, together with some 
sandstone and limestone. It is a formation that should be pro- 
spected by clay workers for it seems capable of yielding a supply 
of red-burning clays of excellent character. 

At present it is worked only at Cloverport, Breckinridge 
County, where a beautiful red floor tile and roofing tile are 
manufaetured from it. 

The Buffalo Wallow formation is overlain unconformably 
by the Pottsville conglomerate, but before this was deposited 
there was an interval during which the land surface was con- 
siderably eroded so that the Pottsville does not everywhere rest 
on the same division of the Buffalo Wallow formation, indeed 
to the south the Pottsville rests almost directly on the Mammoth 
Cave limestones which are below the Buffalo Wallow. 


Of considerable scientific interest, but of no probable com- 
mercial importance, is the so-called kaolin, which is found in the 
Buffalo Wallow formation just below the Pottsville in Hart, 
Hardin, Taylor and other counties, 

This material when pure and fresh consists of pockety 
masses of white clay, sometimes soft and powdery, at other times 
fairly hard, dense and resembling unglazed porcelain. It is 
identical with the Indianaite found immediately under the Potts- 
ville in Lawrence anl other counties of Indiana. In the latter 
state however the material occurs in much larger quantities than 
it does in Kentucky. At one place in the latter state bauxite 
and Wayellite have been found in small quantities associated 
with it, and this is the only locality in Kentucky where any 
bauxite has been noted, 

Chester Shales of Eastern Kentucky. The Chester occurs 
along the western border of the eastern coalfield, (Fig. 2), but is 
much thinner, probably not over 100 feet thick. It consists of 
both sandstones and shales. The outerops are in a hilly region 
rather remote usually from lines of transportation and little is 
known regarding them. 


Pennsylvanian, The Pottsville, Allegheny, Conemaugh and 


Monongahela series of the Pennsylvanian are all recognized in 
Kentucky. 
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The Pottsville or lower division of the Pennsylvanian con- 
sists chiefly of conglomerate or pebbly sandstone. It is found 
around the western coal field, and there is divisible into two 
parts, (Ref. 23, p. 154), with about 100 feet of shales separating 
them. Detailed information is not available regarding these 
shales, but those worked at Hawesville and Lampkin, Hanceock 
County, are probably of this age. 

In the eastern coal field the Pottsville carries one important 
deposit of fire clays in Boyd, Carter, Rowan and Elliott counties, 
and this is being worked at a number of points. Above this fire 
clay there is an impure clay known as the huckleberry clay which 
may be available for pottery purposes. 

The formations of the Allegheny series are found in the 
eastern and western coalfields of Kentucky, and consist of shales, 
clays, sandstones, coals and some limestones. 

The shales may vary in their character, some being hard 
and gritty, others moderately soft and argillaceous. Not a few 
are too carbonaceous to be utilized in the manufacture of clay 
products, 

The best types are those which are argillaceous and relative- 
ly free from carbonaceous matter, 

Western Coalfield. Little use has been made of the Al- 
legheny shales in this area, except at Madisonville where the 
soft and somewhat weathered shale is used in the manufacture 
of brick and tile. Tests made on other samples from this vicinity 
indicate that they can be used in addition for hollow blocks and 
probably stoneware. Some of the coals as shown in Chapter IV 
are underlain by shales of plastic and red-burning character, 
but thus far practically no refractory clays have been found 
in the western coalfield. 


Eastern Coalfield. The most important clay or shale de- 
posit in the Allegheny series of the eastern coalfield is a bed 
of plastic fire clay, which occurs at the horizon of the Ferriferous 
or Vanport limestone, in parts of Carter and Boyd counties. It 
is not as refractory as the flint and semihard clay found in the 
Pottsville, but is entirely satisfactory for use in fire brick mix- 
tures. It at times contains lenses of flint clay. One objection 
to the material is that it apparently does not always show refrac- 
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tory qualities over large areas. In other words the fire clay may 
grade into nonrefractory material. 

This clay is worked at Hitchins and Denton, Carter County, 
and at Ashland, Boyd County. Mines have been opened at 
other localities but they are idle at the present time. 

A widely distributed flint clay is found associated with what 
is known as the Upper Mercer, No. 4, or Fire clay coal. It 
forms a most persistent parting in this coal bed, but is never over 
a few inches in thickness, and hence where found is of no com- 
mercial value. 

The Allegheny series may also carry shales, some of which as 
those tested from between Olive Hill and Grayson in Carter 
County or from Torchlight in Lawrence County make an excel: 
lent buff brick. 

Miller states that in the eastern coalfield the Conemaugh 
division of the Pennsylvanian forms the surface formation in 
parts of eastern Lawrence and Boyd counties, and there con- 
tains a prevalence of red and purple shales, some of which might 
be suited for the manufacture of clay products. 

Tertiary. Clays of undoubted Tertiary age are found in 
the Purchase region of Kentucky. Most of these occur as lenses 
in the Lagrange formation and are actively worked to supply 
ball, and sagger clays for use in the manufacture of white pot- 
tery ware, electrical porcelain, wall and floor tile, glass refrac- 
iories, ete. Some are worked near Pottertown, in Calloway 
County, and Bell City, Graves County, for stoneware manu- 
facture. The Porters Creek formation of the Tertiary is worked 
at Briensburg, Marshall County, to supply stoneware clays. 

The most important developments are the clay pits at 
Pryorsburg, south of Mayfield, Graves County, worked since 
1891, and a number of smaller operations clustered to the west 
of Hickory and Viola, in the district north of Mayfield. These 
two groups of pits supply clays of the ball and sagger type. 

Several other pits are operated at Wickliffe, Ballard 
County. 

In addition to the Purchase clays there are a number of 
isolated deposits of stoneware clay belonging to the Irvine for- 
mation which is also regarded as Tertiary in age. These are 
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worked around Waco and Bybee in Madison County, and used 
for stoneware and blue art pottery. 

Pleistocene. In addition to the surface loams of the Colum- 
bian formation which are abundant in the Purchase region this 
includes a number of clay deposits of alluvial character found 
underlying terraces along the rivers. The most extensive are 
those along the Ohio River, but additional ones occur along the 
Licking, T'radewater, Green, and other streams. They represent 
a widely used source of material for many brick and tile plants. 
Among them are to be included those at Paducah, Maysville, 
Sturgis, West Point, Ashbyburg, Henderson, ete. 

Residual Clays. Geologically these are of very recent age, 
although they may have been formed by the weathering of rock 
formations of different ages. Such clays are derived from the 
decay of either shales of limestones, the sandstones not yielding 
this material unless they are very clayey or feldspathic. 

Clays of the residual type are to be found in practically 
all parts of the state. They are all ferruginous and hence burn to 
a red color. In regions where there is nothing but limestone 
they are the only source of plastic material available to the clay 
worker. They have been utilized for brick manufacture at 
Whitner southeast of Louisville, Jefferson County; at Lexing- 
ton, Fayette County, and at Nicholasville, Jessamine County. 
All of these have been formed by the weathering of limestone. 

The product made from them is usually common brick. 


CHAPTER II. 
TESTS AND THEIR INTERPRETATION 


The investigation of a clay in the laboratory may include 
both chemical analyses and physical tests. 

If a clay is to be used in the manufacture of burned clay 
products, chemical analyses are rarely of any value because they 
show practically nothing regarding its physical characters. If 
it were known that all the substances shown by the chemical 
analysis were uniformly distributed through the clay and in- 
timately blended, then it might be safe to make some deductions 
regarding such properties as the fusibility, and color-burning 
qualities, but in the absence of evidence, interpretations are 
not always safe. 

Perhaps one of the safest deductions to make, is that re- 
garding a positive refractory character. That is to say, if a clay 
contains a low total content of fluxing impurities it may be re- 
garded as a fire clay. 

The physical properties, which are all-important in the 
use of a clay, must be determined separately. These properties 
inelude plasticity, water of plasticity, shrinkage, fineness, trans- 
verse strength, bonding strength, slaking test, vitrification, color 
after firing, and fusion. 


PLASTICITY 


This is the property by virtue of which a wet clay can be 
molded into any desired shape, which shape it retains when dry. 
There is no satisfactory means thus far known for accurately 
measuring the plasticity. With experience a person can tell 
the different degrees of plasticity, and express them by such 
terms as high, good, fair and low. Excessive plasticity may 
be as undesirable sometimes, as a deficiency of this property. 
It can be reduced by the addition of non-plastic material such 
as sand. If a clay is deficient in plasticity it may crack in the 
molding, or at times be difficult to form, especially with ma- 
chinery. Excessive plasticity is liable to cause high shrinkage, 
accompanied by warping and cracking. 
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WATER OF PLASTICITY 


In order to render a clay plastie it is necessary to add a 
certain amount of water, the quantity to be added varying with 
different clays. Clays of high plasticity in general require a 
high percentage of water, while clays of low plasticity or lean 
ones take the minimum quantity of water. It is also found that 
the amount needed is not always a fixed quantity, but for some 
clays may vary between rather wide limits, this being especially 
true of highly plastic clays. 

A simple method for determining this consists in weighing 
a lump of the clay that has been worked up with water, drying 
it thoroughly in an air bath at 110°C. and weighing again. The 
per cent of water lost is caleulated in terms of the weight of dry 
clay. This gives the water of plasticity. 


SHRINKAGE 


After a clay has been worked up with water to a plastic 
mass, and is set aside to dry the water begins to evaporate, and 
during this process the particles of the clay draw closer together 
until they are in contact. The shrinkage thus produced is called 
the air shrinkage. Even after it ceases there may still be water 
in the spaces between the clay grains and this can only be driven 
out by heating to constant weight at 110°C. This latter is the 
pore water. That lost during air shrinkage is the shrinkage 
matter. The sum of the two is the matter of plasticity. 

Clays of high plasticity, usually show a high air shrinkage, 
on account of their high water-of-plasticity content. Lean clays 
show a low air shrinkage. 

Excessive air shrinkage is undesirable as it is lkely to be 
accompaned by warping and cracking of the clay. 

The air shrinkage may be expressed in terms of length or 
volume of the test piece. If the former it is stated in percentage 
terms of the length of the test piece as molded. If the latter, it 
is expressed in percentage terms of the dry volume. Since the 
linear shrinkage when measured on different sides of a test brick, 
or in different directions, is not always exactly the same, it is 
sometimes considered best for accurate work to determine the 
volume shrinkage. 
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When the elay is fired it undergoes an additional decrease 
in size known as the fire shrinkage, and this reaches its maximum 
when the clay reaches a condition of maximum density. Beyond 
this the fire shrinkage decreases due to swelling of the clay. 

The fire shrinkage may also be expressed as linear or by 
volume, the latter in terms of the dried clay. 


FINENESS 
When making a complete test of high-grade clays the fine- 
ness of the material is sometimes determined. The larger-sized 
particles may be separated by means of sieves, but the smaller 
ones can be separated by some method of elutriation or wash- 
ing. 


The fineness may affect the different physical properties 


TRANSVERSE STRENGTH 

The transverse strength of a clay is determined by shaping 
it in bars 1 inch square and 8 inches long. These are thoroughly 
and carefully dried, and then broken by placing them on sup- 
ports 6 inches apart, and applying a load on top of the bar at 
a point midway between the supports. As the bars vary some 
in their cross section after drying, it is necessary to'express their 
strength in some unit term which is known as the modulus of rup- 
ture. 

This is calculated from the formula: 

RE Ein which 

R—modulus of rupture 

]1—distanee between supports 

w—weight required to break the bar 

b—width of bar 

h—height of bar. 

Clays of high plasticity usually show a good modulus of 
rupture. Good strength enables the clay also to stand rougher 
handling in its dried condition. 


BonpIng STRENGTH 
This is determined by making bars consisting of a mixture 
of equal parts of clay and standard sand. The transverse 
strength of these is tested as described above, and the effect of 
the addition of sand on the modulus of rupture noted. 
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The practical bearing of the test is this. The manufacturer 
of pottery, crucibles, glass pots and other wares may add 40 
or more per cent of non-plastic material to his clay in order to 
reduce the shrinkage and tendency to warp and crack. If the 
clay is of high bonding power it may stand the addition of con- 
siderable non-plastic material without having its transverse 
strength reduced too low. Some clays show an_ increased 
strength with sand added. The test is chiefly of value in the case 
of refractory bond clays. 


SLAKING TEST 


This may be made by placing thoroughly dried one inch 
cubes of the clay in water and noting the time required for 
them to slake down completely. Strong clays require a longer 
time to slake than weak or lean ones. 


VITRIFICATION 


This is carried out by firing test pieces slowly to successively 
higher temperatures. After each firing the porosity of the clay 
is determined. As the pores of the clay close up with progress- 
ing fusion the porosity decreases, and theoretically becomes zero 
when the point of maximum density is reached. Beyond this 
point the clays swells, and its porosity again increases. The 
point at which this change takes place indicates the beginning 
of overfiring. 

In some clays the temperature interval between the at- 
tainment of a condition of maximum density or vitrification, 
and the temperature of overfiring is short, and such clays are said 
to have a short firing range. Highly calcareous clays show this. 


In others the temperature interval between the two points 
mentioned is large, and the firing range is said to be long. Such 
clays are best adapted to the manufacture of vitrified wares. 


Instead of determining the porosity it is easier and often 
customary to determine the absorption. It is not quite as ac- 
curate, but often sufficiently so for commercial purposes. 


en a ee 
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Cotor AFTER FIRING 


This is always noted as it has an important bearing on the 
use to which a clay can be put. It is especially important to 
the manufacturer of whiteware who requires clays that will 
fire to a white body, 


HARDNESS 


The hardness of a clay after firing is usually determined 
by noting whether or not it can be scratched with a knife. If the 
point of a knife will not scratch it, the clay is said to be steel 
hard. 


FUSION - 


The fusion point of a clay can be made by molding the ma- 
terial into small cones of standard size, and noting the tempera- 
ture at which the clay has softened sufficiently so that it will 
bend over until the tip touches the base. Or it can be placed 
in the furnace with standard cones, and its fusion point be ex- 
pressed in terms of these. The latter method especially is gen- 
erally used for fire clays, The standard or Seger cones repre- 
sent a series of mixtures whose theoretic fusion points cover a 
considerable range of temperature. They are not to be used for 
temperature measurements, since the fusion point is affected by 
the condition of the kiln atmosphere. They are, however, con- 
sistent with each other. The theoretic fusion points differ by 
intervals of 20°C. Thus cone 010= 950°C; cone 05= 1050°C; 
cone I= 1150°C, and so on, 


THe REQUISITE QUALITIES OF CLAYS FOR DirrERENT PURPOSES 


Clays vary greatly in their physical properties, and it is 
upon this that their use for different purposes depends, More- 
over let it be understood that the clay employed for a certain 
purpose may often show an appreciable range of certain char- 
acteristics, and furthermore that two different clays might when 
used alone be of little value for making a certain type of ware, 
but if mixed together would serve admirably, because of the 
blending of their physical properties. 
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The general characters of a clay required for the more im- 
portant uses to which it ean be put are given below. 


ComMMon Brick CLAYs 


Almost any red-burning clay that is sufficiently plastie to 
mold ean be used in the manufacture of brick, provided it does 
not show excessive shrinkage which would cause it to warp and 
erack in drying and burning, and also provided it fires to a 
hard body at a moderate temperature. It should also be free 
from pebbles or concretions, especially of carbonate of lime, 
as the latter after firing tend to air slake and swell, thus splitting 
the brick (Fig. 3). Sand is sometimes added to brick clays to 


Fig. 3. Bricks split by lumps of limestone, changed to quicklime in firing. 


reduce their shrinkage. If the clay contains pebbles or other 
stony material in large amounts these are sometimes removed 
by rolls, or crushed before the clay is fed to the machine. The 
clay should also burn steel hard or nearly so at a temperature 
of about 1000°C. Large lumps of gypsum are objectionable, but 
- small piecies are not injurious. 

Cream-burning caleareous clays may also be used for com- 
mon brick if their other physical properties are satisfactory. 

An absorption of over 15% after firing is usually undesira- 
ble. 
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Drain Tink Cuays 


Drain tile are manufactured from red-burning clays of 
good plasticity. The proper plasticity is necessary as they have 
to be molded in a stiff-mud machine. They should be free from 
coarse impurities, and fire to a steel hard body at a low tempera- 
ture, as 1000° or 1050°C. without excessive shrinkage. The 
clays resemble common brick clays, but are usually smoother. 


At some plants the same clay may be used for common 
brick and drain tile, or one part of the bank may be used for 
one, and another portion of the bank for the other, as it is not 
uncommon to find that the different beds in a clay or shale bank 
may vary somewhat in their shrinkage and plasticity. 


Face Brick 


Several types of clay are used for this purpose, as follows: 


1. Red-burning clays, of proper plasticity, free both from 
coarse impurities or sufficient soluble salts to form a white scum. 
The color after firing should be a good red, and the brick should 
be steel hard. They may be fired at from 1000° to 1100°C. 
The same type of clay is also used for making rough-texture 
brick. 

2. Low-grade fire clays which burn to a buff color, and 
otherwise have the same physical properties as the preceding 
type. Both grades should possess good transverse strength, 
showing a modulus of rupture preferably of at least 150 lbs., 
although it may run much higher. 

3. Cream-burning caleareous clays. None of this type are 
used in Kentucky. 


Paving Brick 


These are commonly made of red-burning clays or shales 
possessing sufficient plasticity to mold well in a stiff-mud ma- 
chine. They should have moderate air and fire shrinkage, and 
a sufficiently long firing range to permit their being fired to 
a ware that is vitrified or nearly so. Low-grade fire clays are 
sometimes employed. 
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SEWER PIPE 


The kinds of clays and shales employed for this purpose 
are similar to those used for paving brick, but the clay is not 
always fired to a well-vitrified body, as the salt glaze which is 
applied during burning is relied on to close up the pores in the 
surface of the ware. All clays or shales will not salt glaze equal- 
ly well, and even if the material does take the glaze, an excess of 
soluble salts may prevent it; consequently the clay should be 
free from these defects. 


Fine grain, and thorough grinding are essential, as well as 
freedom from concretions of pyrite, siderite or lime carbonate. 


The clay should show a moderate shrinkage, freedom from 
warping and cracking in drying and burning, and give a steel 
hard body, 


At some works a mixture of low-grade fire clay and a red- 
burning shale are used, 


Roormne TILE 


These are commonly made from red-burning clays, of 
smooth texture, good plasticity, and capable of developing a 
steel-hard body at moderate temperature. On account of the 
flat shape of the tile and relative thinness of the body it is ex- 
ceedingly important that the clay should show no tendency to 
warp or crack during the process of manufacture, and this calls 
for moderate shrinkage. The transverse strength should also be 
good, not less than 150 lbs. per sq. in, Unglazed tile should be 
steel hard and of low absorption, but not necessarily vitrified. 
Glazed tile while usually made of red-burning clays, are not 
always fired as dense as unglazed ones, but should be steel hard. 
The glaze whether dull or bright protects them from absorption 
of moisture, 


In all cases the clay should be as free as possible from solu- 
ble salts. The clay which is used at Cloverport makes an ex- 
cellent red tile at a comparatively low temperature. 
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FLoor Tue 


Two types of clay are used for this purpose, viz.: red-burn- 
ing and white-burning clays. Red floor tile of different shapes 
and sizes, up to 6 inches square are made from a clay similar 
to that used for roofing tile. It is very essential that they fire 
to a dense hard body, not only for the purpose of resisting 
abrasion but also to prevent absorption of moisture. Porous 


tile should never be used in a floor. 


White floor tile are never made from a natural mixture. 
They are manufactured from an artificial mixture of white- 
burning clays, ground flint, and ground feldspar, so compounded 
as to fire to a hard vitrified body. Artificial coloring agents 
may be added to give tile of blue, green and other colors. These 
too should be vitrified. 


WHITE EARTHENWARE AND PORCELAIN 


These are made from artificial mixtures of kaolin, ball clay, 
ground flint and ground feldspar, so compounded that the body 
is steel hard but porous in the case of white earthenware, and 
vitrified in the case of porcelain. The body is fired first, glazed, 
and fired a second time. 


The kaolin, of which none is found in Kentucky, is white 
burning, highly refractory, of fair to good plasticity, and 
usually low to moderate transverse strength. Its bonding power 


is not high. 


The best ball clays burn to a white or faint creamy white 
body at cone 9, and have excellent plasticity. They usually 
have good transverse strength and bonding power, the former 
ranging from 187 to 387 lbs. per square inch, and the latter 
from 199 to 389 in a number of standard varieties tested. 


The water of plasticity of a number ranges from 37.6% 
to 50.8%. The linear air shrinkage from 5.5% to 7.3%. 
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The following changes in porosity are also given by Parme- 


lee*™ 
2010° F. 2100° F. 2190° F. 23800° F. 
1699° CG 111b° G) Aips* © 260" 4c. 
%o %o %o % 
OMUELIS a “OWE! cc scactosmmeennsnteoate 1.99 19 68 5) 
ene lish. aly Clay so eneeennsne eae 3.4 1.28 90 A 
Tennesseée Ball Clay .................--. 27.5 19.10 8.1 ah 
Tennessee Bal Clay .......220. 22.3 16.40 8.4 2.4 
Tennessee Ball Clay .................. 20.7 13.90 3.7 2.3 
Kentucky Ball Clay .............. = 19.0 12.70 13 1.3 


The two following tests taken from Parmelee’s report give 
the linear shrinkage of several Tennessee ball clays. 


Ts LE: Ill. IV; 

Jo Jo Jo % 
LOS 0S CS Se serene 25 2.50 Cone 2 11.4 9.75 
L265 Ce See ees 2.21 6.65 Cone 5 15.7 14.2 
2 00S) Ci ecercte te oir 2.08 9.75 Cone 9 16.3 15.3 
132.0 aCe tee eee 4.63 13.50 Cone 12 17.5 16.5 


SAGGER CLAYS 


These are plastic, refractory clays of low shrinkage, and 
rather open-burning qualities, which are used for making sag- 
gers; receptacles in white ware and other high-grade wares are 
placed during burning, in order to protect them from the kiln 
gases and dirt. They do not have to be white burning. For 


making saggers a mixture of several clays and ground up old 
saggers may be used. 


Wap Cnhays 


These are non-refractory, siliceous clays, which are used 


for filling the joints between saggers when they are set one on 
top of the other in the kiln. 


*Resources of Tennessee, Vol. IX, No. 2, 1919. 


*Total linear shrinkage. Linear air shrinkage III is 7.5 per cent, and 
of IV, 6.1 per cent. td 
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Rerracrory Bonp CuLays 


Refractory bond clay is a refractory clay which has even 
greater strength than a ball clay, and may burn dense at 1250°C. 
or even less. It is not necessary that the clay burn white. Such 
clays are used in glass refractories, graphite crucibles, abrasive 
wheels, ete. 


Bleminger* suggests two classes, viz. A. Those showing a 
modulus of rupture of 325 Ibs. per sq. in. or more, and B. Those 
whose modulus of rupture is between 225 and 325 pounds. The 
ratio of pore to shrinkage water should in no ease exceed 1.00 
for clays of the A type. For strong, heavy plastic clays, low in 
free silica, the ratio should not exceed .75, but some German 
siliceous bond clays, that have been much used, are not able to 
meet this requirement. 


In burning, the overfiring temperature and the softening 
point are the principal criteria. For very severe service the 
clay should not develop a definite vesicular structure below 
1425°C., nor a softening point below cone 31, but as Bleininger 
says, this specification may not be fair to some plastic clays, 
that are of use in the manufacture of graphite crucibles, espec- 
ially for brass melting, although even for this purpose the tem- 
perature of overfiring should not be much below 1400° and 
the softening temperature not much below that of cone 30. 
Anything below these requirements should be ruled out as a 
bond clay. Bleininger suggests the following grouping of re- 
fractory bond clays according to their uses: 


1. Clays specially suited for making graphite crucibles 
used for brass melting. They should burn dense at 1150°C. 
and show no evidence of overfiring at 1400°C. and have other re- 
quired physical properties. 

2. Clays for crucibles for melting steel. Should burn 
dense around 1275°C. and not overfire at 1400°C. or higher. 

2a. Same as 2, but not overfire before 1425°C. These are 
valuable also for glass refractories. 


*American Ceramic Society, Transactions, Vol. XIX, p. 601, 1917. 
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3. Clays especially suited for use in glass refractories. 
Those becoming dense only at 1425°C. or even higher, and not 


overfiring until 1450°C, 


Of no value are those clays becoming dense anywhere be- 
tween 1150°C. and 1300°, and showing either no range between 


these temperatures and overfiring, or only a short one. 


The following figures give the properties of two Kentucky 
clays from the Purchase region as stated by Bleininger. 


I. Described as very plastic, lacking in bonding power, as 
might be inferred also from the high ratio of pore to shrinkage 
water, viz. 1.05. The clay vitrifies to a dense structure at 
1260°C., and remains quite constant to 1425°C., when it begins 
to overfire. Its refractoriness, cone 32, is satisfactory. It could 
be used in conjunction with a stronger clay as a bonding ma- 
terial for crucibles but would hardly be suitable for this pur- 
pose alone. It might be used in glass refractories with other 
clays of somewhat different properties. The high porosity of 
the clay at 1050°C., viz. 37 per cent, is indicative of its open 
structure in the dried state and explains the ready disintegra- 
tion of the raw clay in water. 


II. This clay has excellent working qualities and good 
strength. Its shrinkage water content is very high, being 77.4 
per cent in terms of the true clay volume. Its pore-shrink- 
age water ratio is .71. It burns to complete vitrification at 
1290°C, and begins to overfire at 1400°C. but this change is a 
gradual one. Its fusion point is cone 32. The clay is conse- 
quently an excellent bond clay especially suitable for steel melt- 
ing crucibles and glass refractories, 
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CHAPTER III. 
PURCHASE REGION 


This portion of the state of Kentucky which lies west of the 
Tennessee River contains both high-grade clays used in the man- 
ufacture of whiteware, abrasives, crucibles, glasspots, stone- 
ware, ete., and the lower grades of clay of value only for the 
manufacture of common brick and drain tile. 

The Purchase region is underlain by a series of sand and 
clay formations of Tertiary age, which are known as Porters 
Creek and Lagrange and have a gentle dip to the westward, the 
clay being often in the form of lenses. Resting on top of this 
series of Tertiary beds is a deposit of ferruginous gravel known 
as the Lefayette formation which is also of Tertiary age and 
forms the overburden in most of the clay pits of Graves and Cal- 
loway counties. 

On top of the Lafayette is a loamy and gravelly deposit 
of Quaternary age often referred to as the Columbian loam. It 
is usually iron stained and of no ceramic value except for the 
manufacture of common brick and tile. 

Lastly there are flood-plain clays which are found under- 
lying terraces bordering the rivers. The best deposits of these 
are those occuring along the Ohio River at Paducah. 

The Porters Creek formation is 10-12 miles wide in Callo- 
way County, but then as it extends northward towards Paducah 
the outcrop narrows, and the formation is concealed by alluvial 
deposits of the Ohio River before it reaches the northern bound- 
ary of the state. 

In Kentucky the formation carries clay which has been 
opened up at several localities in Marshall County, and while 
the material is not of as high grade as the Lagrange clay ob- 
tained in Graves County, it can nevertheless be used in stone- 
ware manufacture and for wad clay. The pits are located near 
Benton and Briensburg. 

The Lagrange formation ‘which overlies the Porters Creek 
stratigraphically, and hence outcrops to the westward of it, 
earries higher-grade clays, many of them being white or creamy _ 
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white after firing. Indeed the Lagrange is one of the most im- 
portant clay-bearing formations of the Southern States, the 
product from the pits of Kentucky, Tennessee and Mississippi 
having an enviable reputation. 

The deposits of the Lagrange include a series of clayey 
and sandy sediments which have been deposited in estuaries 
and in shallow water off shore during Tertiary times. They 
hence change from point to point. The sands are usually cross- 
bedded and sometimes ferruginous, while the lenses of clay, 
which are often large, are white, pink. brown, black or other 
colors, and range from materials which are so smooth and fine 
as to contain scarcely any grit to others which are rather sandy. 
A deposit of clay 25 feet thick may sometimes show beds of 4 or 
5 different grades. Moreover the section seen in a given pit 
may vary from year to year as shown in the ease of the pit at 
Pryorsburg. Beds of lignite may also be present but they are 
not as a rule more than a foot thick.* 

The eastern border of the Lagrange formation in Kentucky 
passes through southwestern Calloway, northeastern Graves, 
middle McCracken and northern Ballard counties. It then 
swings westward into Pulaski County, Illinois, 

At present the high-grade clay pits in the Lagrange have 
been developed only in the vicinity of Pryorsburg and Hickory. 
It seems not improbable however that there may be many others 
which cannot be profitably worked at present because they are 
too far away from the railroad and the roads are not good enough 
for long truck hauls. 

There was not time to make a thorough investigation of 
all the unworked deposits in the Purchase region, and so exami- 
nations had to be confined to the active pits, and those deposits 
which were brought to our notice. In addition there have been 
included tests of other deposits that have been published. 


BALLARD County 


The occurrence of high-grade clays in the vicinity of Wick- 
liffe was mentioned by the Kentucky Geological Survey in 1888, 
and the deposits have been worked in a smal) way for some years. 


> *An exception to this rule is the deposit overlying the clay at Pryors- 
urg. 
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All of the openings are small and located close to the town of 
Wickliffe. 

W. T. White has opened some pits about 2/5 of a mine south 
of Wickliffe. 


The section measured in one showed: 


Ft. In. 
AS aaah vars a Veer ete etme een es en eek ee 4 
LEST ete Kem (Led ewe eee ert Sane ENC ree ao oe ee 8-10 
AP Geer a Vee ATG Vou Clay wns. ee ttre eS Bet ce 10 

The other showed: 

ies In 
MGTIO West alne GING la yi pies oe en te 2 
ASAT SLUT SRS AN Gh cal ek ea eS a OO 6 
SEER OLGA eH) | Seats eerste orci ieee ae Ae ent ae Oey EEE EPR 5 
Black: clayie. sss 2. eRe Reet ar Pe S  e 3 


These two pits are controlled by the LaClede-Christy Clay 
Company of the St. Louis. 

The American Clay Company of Muncie, Ind., has several 
openings about 1 mile northeast of Wickliffe. 

The section in one of these measured in 1918, showed: 


Ge 
GravellyeOVerDiaraent tee cse eerste ect ee See tek sat 3-7 
AV] TEE G eee ie ee ee re a Neel IS 8 Ea do 2-2, 
GO ay eg Sl TS Ea ae er Se ee nee Me Pan eet 12% 


The clays are sorted into several grades and used in glass- 
pot manufacture. Some of the clay obtained from here has a 
composition similar to the well-known Gross Almerode glasspot 
clay of Germany, but it is said to show a higher shrinkage and is 
softer when fired. 

The pits were not very active during the season of 1921. 

The following tests have been made by Easton, (Ref. 10, 
pp. 758-769), of some Ballard County clays. 

1. Gray clay, southern part of Wickliffe, forming a bed 
15 feet thick with a 2-foot layer of lignite, The amount of over- 
burden is not stated. The properties given are: Plasticity, ex- 
cellent; air shrinkage, 10% ; fire shrinkage, 16% ; cone of vitri- 
fication, 6; color fired, greenish yellow. 
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2. Wfarkless place, just north of Wickliffe. Clay dark 
gray; plasticity, high; air shrinkage, 7%; fire shrinkage, 7% ; 
cone of vitrification, 8; color fired, pale yellow. 

3. William Henderson place, 1 mile north of Wickliffe. 
Clay 7 feet thick, with 20 feet overburden. Color, light gray. 
Plasticity, high; air shrinkage, 5% ; fire shrinkage, 5% ; vitri- 
fication, above cone 11; color fired, white. 

4. Property of C. Brown and Mrs. E. Linderman, 3 miles 
east of Blandville. Air shrinkage, 4%; fire shrinkage, 9% ; 
vitrification, above cone 9; color fired, light buff. 

5. One mile northeast of Blandville. A 10-foot bed of clay 
overlain by 42 feet of gravel and loam. Air shrinkage, 7% ; 
fire shrinkage, 5%; vitrification, a little above cone 9; color 
fired, cream. 

6. Samuels farm, 4 miles south of Blandyille. Gray plastic 
clay, with 4 feet exposed, and 9 feet overburden. Air shrink- 
age, 5%; fire shrinkage, 2% ; vitrification, about cone 9; color 
fired, gray white. 


CaLLOwAY CouNTY 


The high-grade clays of this county have been but little 
developed, some of those known being at present rather remote- 
ly located with respect to the railroad. 

Ball and sagger clays are being dug just across the Ken- 
tucky-Tennessee line southwest of Crossland, Ky., but there are 
no active pits within the county itself, except those worked for 
stoneware. 

The following localities were noted in the field: 

Cherry. White and yellow clay occurs on the land of P. 
K. Stubblefield, 6 miles east of Murray and 114, miles southeast 
of Cherry P. O. It shows up as pockets outcropping along the 
branch at the head of Panther Creek, the outcrops extending for 
over a hundred yards. The overburden is from 5 to 8 feet of 
loam and gravel, and it is claimed that the clay has been tested 
to a depth of 10 feet. The clay is thinly laminated and some 
of it is quite sandy. It also contains a thin bed of lignite. An 
apparent objection is the seeming irregularity of the clay. From 
the few tests that were made of it the material seems better 
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than a stoneware elay, but is probably not a high-grade ball 
clay. The material (Lab. No. 2436) has good -plasticity and 
6% linear air shrinkage. It fires to a cream white at the lower 
temperatures and becomes gray at 1430°C, with 6% fire shrink- 
age and 1.8% absorption. 

Clay outcrops on the farm of B. D. Grogan, 3 miles south- 
east of Cherry, the gullies along the wagon road showing a light 
gray clay which appears to be fairly constant in character. Scat- 
tered through it are red specks, but these according to the pot- 
ter at Pottertown do not affect its firing qualities for stoneware. 
The general section exposed is: 


Ft. 
UOSCRER TU) "2a ceeeet ecole ase ag ee ae 4 
CSA Vi gare ee ne ee ee ae ol Ee 2 
JOLIE OSS ¢] dNahaveNe pk Se Pm eres Cae ee ee eter nee 4-7 


This is one of the most promising outcrops seen southeast 
of Murray, but at present haulage conditions are not good 
enough to permit its being worked. The following partial test 
of this clay (Lab. No. 2430) gives an indication of its character: 


NTS SSI aT TAT LS BEET ST RED VEV EW) ite eae ENS Os ee ere ae ere ee 5% 
eS EC iy gee ee ee teen eee ee ee ees Nene ne Very good 
Color after firing pinkish up to 1250° C. and gray at 1430° C. 


Fire shrinkage 


linear Absorption 
% %o 
O55 Oia Oe eee ee ee ae Og at OP Geo ee 
OO eas (Op eee ee ec or ye 2 16.6 
ESO MO eee ee eee eee 5 ol 
TA FA ses Gc are eee a ene Be ame eT 2 105) 0 


It may be useful in stoneware. saggers, sanitary ware, or 
other purposes where a similar type of clay is required. It does 
not fire white enough for a ball clay. 

Murray. Easton has described several other occurrences 
(Ref. 10, p. 771) near Murray as follows: 

1. W. K. Russell place, 6 miles east of Murray. Thick- 
ness 4-10 feet; used for stoneware; plasticity good; color after 
firing, cream white; air shrinkage, 8%; fire shrinkage, 6%; 
vitrified at cone, 9; average tensile strength, 65 lbs. per. sq. inch. 


Cror K—2 


a4 CLAYS OF KENTUCKY 


2. <A. B. Edwards place, 8 miies northwest of Murray on 
the road to Mayfield; clay exposed 5 feet thick, but amount of 
overburden not stated. Air shrinkage, 5% ; fire shrinkage, 10% ; 
color after firing, gray white; vitrifies at cone, 9. The test of 
this clay shows appreciably more shrinkage than the preceding. 

3. On Nashville, Cincinnati and St. Louis Railroad prop- 
erty, one-half mile south of Murray, clay exposed, 10 feet; air 
shrinkage, 8% ; fire shrinkage, 19% ; average tensile strength, 
69 lbs. per sq. in.; color after firing, dark red; vitrifies at cone, 
11. The clay is of no value for high-grade wares, and its fire 
shrinkage at vitrification is too high. 

The following additional occurrences were seen by Mr. 
Hodson, but they are at present too far from the railroad to 
warrant development. 

On the Lynnhart farm, 12 miles southeast of Mayfield, 
numerous pockets of clay show along the creek bottoms. The 
clay in places is very light colored and sandy, but in others it is 
very smooth. There is 4 to 5 feet of gravelly overburden. 

The best exposures of the clay are along the creek bottom 
about 1/4 mile southwest of E. C. Youngblood’s house. Un- 
fortunately the deposit is located too far from the railroad to be 
workable at present, if it should prove to be of workable quantity, 
and of satisfactory quality. The land in part surrounding the 
deposit is said to have been leased some years ago by a com- 
pany in Ohio, but they have never worked the deposits. This 
property also adjoins the clay property controlled by the United 
States Clay Company, but this firm too has not done any de- 
velopment. 


On the J. E. Chapman property which is located one mile 
northeast of Lynnhart’s, and also 12 miles from Mayfield, a 
bank has been opened showing lenses of a grayish-black pottery 
clay. Other exposures are to be seen in the surrounding gullies. 
While Mayfield is the nearest railway station to this locality, 
Murray is the more accessible. 


A sample (lab. No. 2479) from the Flower property, near 
Murray, Calloway County, was given a partial test. It shows 
good plasticity with a linear air shrinkage of 5%. At 1330°C. 
it fired to a steel hard, cream-colored body, with 3.5% fire 
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shrinkage and 6.3% absorption. It does not burn white enough 
for a good ball clay but might be used in saggers. 

A partial test of the Lynnhart Clay (Lab. No. 2485) indi- 
eates that it is a white clay of good plasticity, but not white burn- 
ing. It fires to a cream color, and at 1430°C is gray and vitri- 
fied with 10% fire shrinkage. The material is too far from 
the railroad to be utilized at present. 

Pottertown. There is one pottery in operation in Calloway 
County. This is run by Falwell and Son at Pottertown, with 
Almo as the postoffice address. The product consists of com- 
mon stoneware. 

The clay is hauled by trucks from pits located to the south of 
Pottertown, but it is not considered to be as satisfactory as that 
in the old Russell pits which are near the pottery and which 
have recently been purchased from W. D. Russell who used to 
operate the plant. 

The Russell pits which will be drawn upon in the future 
contain two grades of clay. One is very smooth and resembles 
a ball clay while the other one is more sandy and has a lower 
shrinkage as well as being easier to work. The two grades are 
mixed in about equal proportions. 

The ware which includes crocks, jugs, urns, and other stone- 
ware articles is thrown on a wheel, and fired in a small circular 
down-draft kiln. The body of the ware which is dense, steel 
hard and of light-buff color, is covered with a glaze of Albany 
slip. 

The product finds a ready market in the surrounding coun- 
try, being distributed by auto truck. 


CARLISLE COUNTY 


No clays have been developed in Carlisle County. 

The following partial tests are given by Easton (Ref. 10, 
p. 773) but nothing is known regarding the extent of the de- 
posits. 

1. One mile northeast of Laketon, on Marion Hogencamp 
place. Clay 6 feet thick. Air shrinkage, 7%; fire shrinkage, 
9%; tensile strength, lbs. per. sq. in., 1384; vitrified, cone 11; 
color when fired, pink. 
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2. Four miles northeast of Milburn, Mrs. E. J. Carrico 
property. Clay, sandy; air shrinkage, 8.3%; fire shrinkage, 
4.6% ; tensile strength, lbs. per sq. in., 164.5; vitrifies at cone 5; 
color when fired, buff. 

3. Two and one-half miles north of Laketon on Dr. T. 5. 
Terrell’s place. Clay, plastic; air shrinkage, 9%; fire shrink- 
age, 5% ; tensile strength, lbs. per sq. in, 197.5; cone of vitrifi- 
cation, 9; color when fired, buff at lower cones, gray at higher 
ones. 

4. Three miles north of Buckley on William Reynolds 
place, clay 8 feet thick and very plastic. Air shrinkage, 9% ; 
fire shrinkage, 5% ; tensile strength, lbs. per sq. in., 112.6; cone 
6, color pink, turned yellow at cone 9. 


Fuiton County 

There is no clay industry developed in this county. 

Easton (Ref. 10. p. 793) notes a elay occurring in the Mis- 
sissippi bluffs on the north side of town along the Nashville, 
Chattanooga and St. Louis Railroad, which has a maximum over- 
burden of 45 feet. The clay is very plastic, with 9% air shrink- 
age and a tensile strength of 206 lbs. per sq. in. It has no grit. 
In firing the clay becomes yellow at cone 1, but turns red at a 
higher cone. If it is so free from grit it might be worth look- 
ing into as a pencil clay. 


Graves County 

This county contains most of the ball and sagger-clay pits 
that have been opened up in the Purchase region. 

Pryorsburg. Two companies have opened up pits at this 
locality, but only one was in operation in the summer of 1921. 

Kentucky Construction and Improvement Company. This 
company whose main office is at Mayfield, has pits located on 
the east side of the Ilinois Central Railroad, and has been in 
operation since 1891. The deposits are said to underlie about 
50 acres, 

The following notes are taken chiefly from a forthcoming 
bulletin of the United States Geological Survey, prepared by 
the writer* : 


*Published by permission of Director, U. §. Geological Survey. 
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The clay lens which is evidently a large one appears to 
trend in a direction 20° east of south, and its upper surface 
within the limits of the excavation is fairly level, while the over- 
burden because of surface irregularities varies from 36 to 60 
feet. 


The first column below is a section of the deposit, measured 
in 1918, while in the second column is shown the same section 
as measured in November, 1921. The comparison is of interest 
as showing how the individual beds may change in thickness 
within a comparatively short distance: 


RG In. Ft. 
Seva liven Gla vag ee eee eR es 5 6 
CTD VA dian ore eer es en ek et Ne Pee aces taco 3% 
Oraneercolored Sand fase een ee Aken 41% 
GUE CEN I Se ca Se a sea ae Ns ee eee 2 
Oram Ses COlved) Sarde sees ce eh esters eet a 1% 
Interbedded sand and clay lenses .................. aff 
CES TVSNEREENE WE SEEN OV oS eee a ee bY 
Pliandmpanwironstoties ese errs ee ee ee 6 ; 
TM ORE YEA sR GOL EF cee ee eee ee ee ee 6 
Lignite and lignitic clay, of local occur- 
PRE TRGNS) eke Se ee ee eee ee ee 0-12 
Se OTM CLAVE ING cael oer eee ee eh Ae 3% 3% 
Dark band 1% 
ES UCL ay gi se oe ete e eom eee on ee ee es ea teeta non, 5B } No. 2 ball 3 
Dankee lary Dla Gkseb alll \ieecces ere een eae es 1 1% 
RES EVVIMN@ 1 Vans Otc gece eee oe setae roe eee 4% a 
Clay, colored some by lignite .................. on 1% 
PST or Pe vgn | BOW ads Crea Van sete es act ee one 6% 
Ball clay No. 4, chocolate colored with 
MiGs OU ss eae ere eae see ee 5 38% 
TS alee Lelia UNIO po epee ae ee ae we caer ee 41-5 3% 
UNI Oise Opell Tee CL cL Vim secean steer eee eee cen tas seeder cc aacaetoe 10 12 
Don, Ae SERA | A ete eee oro a 4 4 


This section is quite varied, and probably shows a greater 
number of beds than any other section measured in western. 
Kentucky or Tennessee. 


Immediately under the overburden of gravel and sand, at 
the north end of the pit is a lens of lignite which is 121% feet 
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thick in the center, but tapers out to nothing in both directions. 
It is mostly fine grained and contains few woody fragments. 

In addition to the data given in the section the following 
facts may be added: 

The sagger clay, which is light gray, with a dark seam in 
the center seems to be missing in the old pit nearby, that the 
company formerly worked. 


The No. 3 ball clay, corresponds to No. 4 of the old mine, 
where it lies directly below the lignite. This is used in the man- 
ufacture of crucibles, tiles and whiteware. It is also said to have 
been employed as an ingredient of steel enamels. The highly 
lignitic clay between this and the next lower ball clay is thrown 
out. In 1921 there was being shipped a black ball elay designated 
No. 4. 


Fig. 4. General view of portion of pit of Kentucky Construction and Im- 
provement Company, Pryorsburg, 


The clay No. 7 is chocolate above, lighter below, the whole 
showing somewhat bright colorings. It is of value in glass-pot 
work, 

Underlying the ball clays are several beds usually referred 
to as fire clays, and which have been opened up at a lower level. 


\ 
*Sanqsi0dig ° ‘AuBdutop quewmoA0Idwyt pues 
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They appear somewhat similar but are separated into several 
grades. The upper one known as No. 5 ball is mixed with the 
lower fire clay and is of use in the clay bond of abrasive wheels. 
No. 6 next underlying is used to some extent in glass-pot 
mixtures and also for bats in abrasive-wheel work. 
No. 7 lies next below and is not as short as No. 6. 


The pit is a large opening, but the working is being done 
chiefly at the south end. 


After removing the overburden with steam shovel, and a 
large amount of this was being done in 1921, the clay is dug 
with mattock and shovel. It is then loaded on to small cars of 
1-ton capacity which are hauled to the foot of an incline and 
drawn up to the storage bins. 


A miscroscopie examination and also a few fire tests were 
made of several of the clays from this pit with the following 
results : 


No. 3 ball clay of non-lignitie character is very plastic, 
smooth and fine grained. It contains a very little quartz, but a 
great abundance of hydromica. Kaolinite is common, but rutile 
is scarce. It burns to a light cream color at 1330°C. with 11.4 
per cent porosity. A thin section of the fired clay examined 
under the miscroscope shows an exceedingly fine-grained, felt- 
like appearing mass with low interference colors. 


Old No. 4 ball clay is also a very smooth plastie clay with 
very little quartz. At 1330°C. it fires to a cream-white color 
with 11.5 per cent porosity. 

. The No. 5 fire clay is medium to fine grained, but is very 
plastic and smooth. Under the microscope it shows little quartz, 
with hydromica common, and kaolinite much more abundant. 
Rutile occurs sparingly. At 1330°C. the clay showed 28.7% 
porosity. Its color was creamy-white. 


The following two tests were made by the Bureau of Mines, 
and are noted, herewith, by permission of the Director of the 
United States Geological Survey: 
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Batt Cray Oxvp No. 4 
AVERAGE DATA ON CLAY ALONE 
Moulded into bars— 
Workability. Very plastic, sticky. Pulls up under spatula. 
‘Per cent tempering water in terms of dry clay -...-.---:.-2------ 41.72 
Per cent drying vol. shrinkage in terms of dry clay .............. Sino 
Burned Data. 


| 
1310° C. | 1370°C. |1410° C. 


Temp. of Firing. | LTS Ce | 1250508 | 
Per cent Porosity— 
terms of burn. vol..... 16.7 16.79 ile) 0.9 0.3 
INO au ees Bie AO ce. 3 3 2 3 x 
Per cent vol. skg.— 
terms of dry clay .... 32.0 29.89 37.52 40.0 | 38.0 
INIOCERD ATS) Bateson ee esi 3 3 3 3 3 
AY TO UT Set ia eT UNE LT iy ces oars eee ee eterna Oe 25.55 lbs. per sq. in. 
Modulasioterup tire. .b0%. Sand) 142222 196.3 lbs. per sq. in. 


Deformation temperature is Cone 32 Final. 


Batu Cuay No. 5 
AVERAGE DATA ON CLAY ALONE 
Moulded into bars— 
Workability. Plastic, tough. Moulds well. Warped in drying. 
Percent: Lempermesin terms of dry Clay: --. 5. --<cec-<-o-seeceees 34.47 


Per cent drying vol. shrinkage in terms of dry clay —.............. 26.34 
Burned Data. 
Temp. of Firing. TOO! CHIaA2502 Cay 13102 Co) 137020. | 14102 C: 
Per cent porosity— 
terms of burn. vol... 18.3 18.33 10.84 0.6 0.4 
INOMNDAT Sipe Soe eet 3 3 5 AS 3 3 
Per cent vol. skg.— . | 
terms of dry clay .... 28.3 29.64 33.41 38.2 37.5 
TOY, AOR WAS a caeeetececee, ee eee | 3 3 3 3 3 
VIC CeHON MIKE) LON OG UNCLE DR ey cerceete a co: eee tee ter eee ae oc Gem eee ee 189.1 lbs. per sq. in. 
Moduluss of: rupture, 50%. Sand aise. 2 nce eee 167.5 lbs. per sq. in. 


Deformation temperature is Cone 31 Final. 


Screen test. 1.27% remains on 150 mesh. 
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The following analyses and tests of clays from this com- 
pany’s pits have appeared in an earlier report of the Kentucky 
feological Survey. (Ref. 10, p. 797): 


I. II III. IV 

SAL Cet: Renee > Sear ste onneed SME ee cerae ene 51.92 57.72 53.76 49.32 
ATT INT DG pecoswew aie onium 30.36 24.84 29.04 32.64 
POrriewoxliie sauintneass sera 1.60 1.44 1.12 1.44 
OTT OWS ORIG te acre serra wse ees ir. tr. tr. t. 
1 heat = Me ree i eee eet or ne tvs en .32 .38 1.32 .34 
Maen Osiais seicc stew eeacsec wee eae tr. tr. if. tr. 
BT OG EUS I) eegeere sene ee eee rea 1.28 92 99 1.03 
Soda stmn<c been eee eee 45 .28 #4 | 29 
Ab hth sitemap ale (ef mame ena eee ree 1.00 2.20 1.80 1.00 
WCET Re) oper cee Seen seem eee eee rst 11.66 10.74 9.89 12.40 
MOI StUT Gi scuttle eee 2.13 1.45 1.32 1.91 

99.72 99.97 99.55 100.37 
Air shrinkage, per Gent ——........... 7.0 5.0 3.0 5.0 
Fire shrinkage, per cent —........... 10.0 8.0 7.0 10.0 
Tensile strength per lb. per sq. 

LD Peeasenenstes ea Repesy Sire tee age des hemes 60 54 40 51 
Conenot vitrification: ee 4 9 6 6 
COLON © 2 ccsuestyscedeap tance couscseuseomesae ee Gray Gray Gray Gray 

White White White White 
PlABULCICY © coe ere Excellent Excellent Good Excellent 


I. Oliver No. 2 ball clay. 

dI. Oliver No. 4 ball clay. 
III. Oliver No. 5 ball clay. 
IV. Old mine No. 4 ball clay. 


Mayfield Clay Company. The Mayfield Clay Company has 
a pit located on the west side of the Illinois Central Railroad 
near Pryorsburg station. It was opened up in 1917 but has 
been idle for about two years, I am informed. The pit lies at 
a slightly lower level than the one just described, and the clay 
is of a totally different color, being all grayish-black. Part of it 
shows sandy laminae which give it a stratified structure. 
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A section as measured in 1918, showed: 


Ft. 
SEMIG Be aoa? KELP ne eens et ee en 6 
Sone 4 
CARERS ne See er er ee eee 3-5 
Sagger clay 4 
1S vO DS eliiiye b cee i Nee ge es Bhs LMS (me oN Cee eee eS 9 
BV Vit ae 1k Vague eee lan apelin: Hae Te | beret! bee lhe ores een 31% 
SOCIO NTC CITE SS a1) Th Wy Ts eee ere ee Ae es oe ret th We les 


The company was said to have tested out about 7 acres 
showing 18 to 23 feet of clay. 

The clay is separable into several grades. A sample of the 
No. 3 ball clay is fired to 1330°C. showed 7.6% porosity, and was 
of a light buff color. 


Fig. 6. Clay pit, Old Hickory Clay and Tale Company, Hickory. 


A sample of the sagger clay fired to a cream-white color 
with 11.9% absorption at 1330°C. 


Hickory. luying to the west and southwest of Hickory are 
a number of clay pits operated by different individuals or com- 
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panies, which in the aggregate are capable of supplying con- 
siderable clay of ball and sagger grade. In the summer of 1921 
they were not all in active operation on account of the de- 
pressed condition of business. 


Old Hickory Clay and Tale Company. The Old Hickory 
Clay and Tale Company has a pit located on the D. M. Chapman 
farm, 2 miles southwest of Hickory station, the clay being 
hauled by auto truck to storage sheds along the Illinois Central 
Railroad, south of Hickory. 


This pit, (Fig. 6), was first opened up in 1918, and has 
been considerably developed since that time. The section at 
present exposed shows: 


Ft. 
Gravel. and sand.OVerpurdén qj. oe. eee ees 8-23 
SELENE OT CB 6 A Race gi atk ear eee See are, 8-10 
Ba BL olay 3.83 1a Gna Oe ene eee ee ee ee ee er 6-8 
Dark brown lignitic clay, with grains of resin... 14 
Ball clay C, lower part bluish gray in places —...0..00..... 3-10 


White sand. 


The deposit is worked as an open pit, the clay being loaded 
into a large iron box which is hoisted to the top of the pit. 


The beds A and B are mixed for saggers. Clay B is used 
in electrie porcelain, sanitary ware, ete. 


The following tests were supplied by the Old Hickory Clay 
and Tale Company. 


GRADE A SAGGER. CLAY 


REM EYL RACY I gerne ee i RE ER oe oe FARE ee Se Rae tye tS Very good 
VU LON COL SDA SECT EU Corns, Eisele tg Se or Sh on ie ee ee ee 26% 
TETTAR Te TS ETS TB Geet cece en eee = cee a 1% 
Volume air shrinkage, in terms of dry volume ............-.-........--- 26% 
Modulus of rupture, pounds per square inch -2...eee.ce-eeeeeeeeee-e 280 
Bonding strength, 1:1 clay sand mixture, Ibs. per sq. in......... 137 
Slaking time in minutes, Clay alone -.......-..ceecccececccoccecereets. cc 23 
Slaking time in minutes, 1:1, clay-ground flint mixture.......... 9 
Residue son c200 mosh px cccce ies) hae en a cel e r ee 3% 


Steel hard 
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Firing tests. 
Linear Fire Vol. Fire Absorp- 


Temp. Shrink. Shrink. tion Porosity’ Color 
EPPA () Se (OSes Pim a ee as 13.08 27.30 Cream white 
eS OSHC eee ee 7.25 20.00 11.06 Zoe (bp Light cream 
1270 Cees. 10.00 22.00 9.80 21.70 Cream white 
MSO ee Cees 9.00 22.50 7.50 17.80 Light cream 

buff 
oO Clee 10.50 30.00 3.90 9.00 Pale buff 
145 0G te 11.50 35.00 8.50 9.40 Gray 


This clay works up well and has good strength in the unburned 
condition. The color after firing is good, but it ig a little too open 
burning to be classed as a typical ball clay. The shrinkage is not 
excessive. It should be of use in the manufacture of saggers, chemical 
stoneware, abrasives, and other uses to which this type of clay is put. 


GRADE B BALL CLAY 


TBS RGSS CCN Ey ses Se el Be aceon Pe ees See Se Se Very good 
VSR ERS gY ah CHEN WCF I ge sete neu as © eee NU ee So Ona OE oe en ee en ee AY iarl 
Linear air shrinkage 6.7 
Volume air shrinkage, in terms of dry volume .........................- 20% 
Modulus of ruputre, pounds per square inch........0.0.2222020.2.... 249 
Bonding strength, 1:1, clay sand mixture, lbs. per sq. in......... 137 
lain acim Cea nmMUNIL LESS Clave alONG) see. 2S. seca icecacscese Seeks 20 
Slaking time in minutes, 1:1, clay-ground flint mixture............ 8 
ISECIVE Haves oie PAUU sraVersg ell sie sk «ees Ce oe Ane oe 5 hee eee 1% 
SYR I a0 eae eS eS eee ee ee an ee kr eee ee ESOS (05 
Firing tests. 

Linear Fire Vol. Fire Absorp- 
Temp. Shrink. Shrink. tion Porosity Color 
Ly Vm Greece 14.2 27.90 
e230 ce Cre ap ees 27.5 o% 20.10 Cream white 
ATA ON Genoa 12.50 32.80 7.8 19.00 Cream white 
SC eee 13.00 35.00 3.8 9.60 Cream white 
TIBI SIN Oe reree 14.00 38.00 al 3.00 Gray 
£45 OPC eee 13.50 42.5 29 3.30 Gray 


This clay shows a good transverse strength in its unburned condi- 
tion, and a fair degree of vitrification at 1310° C. The color of the fired 
clay is good. It is a good ball clay though not quite as dense burning 
as some. It should be of service for the various uses to which ball 
clays are put. 
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BALL CLAY C. 

PIAS tic hit iedes excess cbt decon aasnetenenayeans uepwebieyivevlbeavabarynuairtneriarnsaaxannsnaewis sim Very good 

Water Of DIGBSICTOY: snccccecectencce ree recta rasscscstucenensshbsasmeopsipetesnet snsaasaenunone 40% 

Linear air shrinkage ........ pssanttbcielldaPioeeck as Bias anon on oh encase a kocaapcacts 6.5% 

Volume air shrinkage, in terms of dry volume ............--.-----...--. 30% 

Modulus of rupture, Ibs. per BO4 10. oe ee 401 

Bonding strength, 1:1, clay sand mixture, lbs. per sq. in......... 143 

Slaking time, in minutes, clay alone 222... 15 

Slaking time, in minutes, 1:1, clay-ground flint mixture... 7 

ResldussOn. 200 Mey seca teciccck ec ccase casey eset eae emer eeeena as aan 29270 

Steeb hard) ..5.n0cceoee ee ee ee eee 1150° C. 

Firing tests. 

Linear Fire Vol. Fire Absorp- 

Temp. Shrink. Shrink. tion Porosity Color 

Ba O59 Cipeecere 12.9 30.1 

12305) Cece 11.0 25.6 91 19.4 Faint cream 
white 

AZO 1 COececeres 12.5 35.9 rey 17.9 Light cream 

USO SC eee 12.5 35.9 6.2 16.0 Cream white 

a bef Wom Or: 2 15.0 36.8 8 3.8 Gray buff 

1450 2 Giese 16.0 40.0 4 25 Gray 


This clay has excellent plasticity and strength in the unburned 
condition. It fires to a good color up to 1310° C., but above that 
darkens a little. It is a little more open burning than the typical ball 
clay, but mixing it with the D grade would improve it. It should be 
of value for those uses to which ball clays are put. 


BALL CLAY D. 


PIABELCLEY:: <r5.cx cect tame cats daenieoecenstae ee ee ee eee Very good 
Water ot, plasticity #22. = ee soe ee 31.5% 
Linsary alr shrinkage. 623.8 i oe ee eee 5.25% 
Volime air shrinkees' os nko ee eee ee 26.8% 
Modulus of rupture, Ibs. per sq. in. oe 263 
Bonding strength, 1:1, clay sand mixture 22....ccccccececseccceesees- 102 
Slaking time, in minutes, clay alone ooo Se 15 
Slaking time, in minutes, 1:1, clay-ground flint mixture........ 5 
Hésidie wn: 200: mesh ees ee ee ee ee Trace 
Steel hard 


ite snetnarty ovenoan Suna ro nrub cen aban rasan sonata HsokeeSTe e eE 1150° C. 
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Firing tests. 
Linear Fire Vol. Fire Absorp- 


Temp. Shrink. Shrink. tion Porosity 
on OS Cae 11.6 24.4 
1os02 Gitte 8.7 21.9 1.5 16.9 
oi Onn Cet ees day 34.00 6.0 14.0 
Tee Che uel, 34.00 1.4 ball 
37 OO eee ial. 34.1 m2 ileal 
E45 Oar Ceeee 2s 10.5 48.8 2 A 
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Color 


Light cream 
Light cream 
buff 
Cream white 
Gray 
Gray 


This clay has good plasticity and good strength in the unburned 
condition. It fires to a good color. At 1310° C. the porosity is low, 
as might be expected in a typical ball clay. This is the densest burn- 
ing of the four samples. It should serve well for those purposes re- 


quiring a typical ball clay. 


Fig. 7. Pit of Colonial Clay Company, Hickory. 


Colonial Clay Company. The Colonial Clay Company has 
opened a small pit on the A. Wyatt farm, 21% miles southwest of 
Hickory and a short distance west of the pit of the Old Hickory 


Clay and Tale Company. 
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The opening, (Fig. 7), which was idle at the time of our 
visit was about 80 feet diameter, and the exposed section 
showed ; 


travel .... ‘ ae a ee tae Gey ee 
White clay’ ........ sibencbteddlna i eomaion 6 ft. 


The material is said to be a sagger clay. 

M. B. Cooley Clay Company. This company has an open- 
ing about one mile west of Hickory and just north of Mr. 
Cooley’s house. A deep excavation of relatively small diameter 


Fig. 8. Pit of M. B. Cooley Clay Company, Hickory. 
has been made showing 8-15 feet of gravelly overburden, 
and about 50 feet of clay. It was not being operated at the time 
of our visit. A storage and drying bin has been erected near the 
pit and from this a sample of the smoothest material was taken 
for a partial test. The results are given below. 


PURCHASE REGION 49 


The material (Lab No. 2466) is a smooth whitish clay, prob- 
ably from bottom of deposit : 


EES Eri Gi yeaa eats enn See Soe oo ott ee ae Good 
SS PU Drei RT) Geen eee ree eee tes 8 eDe e  oN 13 minutes 
ATERS Ta es (LI) CaN) Meche acne eee ee ae 4% 
Fired at 1250° C. 
UDG! et ab ark CUICeM ENS) 2 5 alan oom Seok Oe i Oh ie 12% 
ANY OXSUOWE] OUP OW Gag Se 2 cas toe OB PO err apc ara 20.9% 
COL Tee ae RC co terested wk Lb es noma one Faint creamy white 


Steel hard. 
Fired at 1430° C. 


BENTH EXSY. SUNN OGW ENR S Sees ee wh ne oe es 16% 
INI TS ON BOs ay See ae ee a 0% 
COLO reer tere ek ee cir es tn Se ‘Gray 


It is of the ball-clay type but rather open-burning at 
1250°C. 

Excelsior Clay Company. The Excelsior Clay Company 
with head office at 31 W. 13th St.. Cincinnati, has a pit 2 miles 
west of Hickory station, and hauls its clay by wagon to the rail- 
road. 


In 1918 the section on the west side of the pit showed: 


KEM SERAES! ono ne Je Ee ae ne 9-12 ft. 
SRE EREH ETO (61 RG Do ec eee 15-16 ft. 


On the east side of the pit about 50 feet distant the section 
was: 


(QysielaupioRekon 2. oR oie Sara OTR ee ee eee oe AM) ame. 
Light ‘bluish-white tball clay” -.....-.....-----.---------- 6 ft. 
Sagger clay, gray, with red mottlings.............. Py Vi 


In the summer of 1921 the pit had been developed about 
300’ farther west, showing: 


TLDs eASTT ee wp cee oe Se wag eee area 3-8 ft 
Gravel eee ia Se ae eA BE ee 8-10 ft. 
NUVO GDS) FSW OG le See oe eer ne Bie Ren ON eee rt dees 0-15 ft. 
Sager Clave (Ob alle xp OSCO:) ee mec see-ecereceteee 15} ia 


White sand. 


| 
i] 
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These several sections are interesting as showing how the 
Lagrange clay deposits may vary from point to point. 
A partial test of a sample (Lab. No, 2465) taken from the 


stock pile showed: 


PIRStIGLEY © sncecscvitiessegwenashs onccednwnvakocnasdcnnsecanapolvcasatin Soe daats aaa onasteaasanas tebee me Good 
Se DG GL secu cp set eda reel ea ron dg cua ecas SSS cetera nae aerate 19 minutes 
Adar Shrinkee’ On, (AGT) ccsciesdccheswesoutauetevardiaic: ae po hue penewabearnneies 5.5% 


Fire tests. 


Temp. Fire Shrink. Absorption Color 
% % 
25 OSS) ees ee weactey aii 8.5 Creamy white 
RSL Ope Ci oeteret cere iees EG oO Cream 
T4300? Glee cereale La 2 eee Gray 


The clay does not burn white enough for a ball clay, but 
can be used for saggers. 


Fig. 9. Pit of West Kentucky Clay Company, Hickory. 


West Kentucky Clay Company. The West Kentucky Clay 
Company has opened up a pit about 2 miles south of west from 
Hickory. It is said to have 60 acres leased and to have tested 
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out the clay to a depth of 30 feet by boring. The pit (No. 9) was 
not in operation when visited and showed: 


Gravelly overburden 
Clay, exposed 


Sota an eco eons gheercect eee eecdeceie 10-20 ft. 
BR Cee cee ees aa Soc as Se ace eect Se eniede enews 4.10 ft. 


The upper limit of the clay is rather uneven, but the de- 
posit is opened up on a hillside so as to make it self-draining. 
It is said that only sagger clay has thus far been shipped, but 
under this it is claimed that there is a bed of pink ball clay and 
one of chocolate ball clay the two being separated by a layer of 
lignite. These ball clays were not exposed. 

Kentucky Clay Mining Company. The Kentucky Clay Min- 
ing Company has a pit (Fig. 10) located two miles west of Viola, 
the clay being hauled to the railroad by teams and auto truck. 
The pit is a comparatively recent development. At the time 
it was visited the section showed: 


ORS N Ae Use ee ep Se a Se ee Ree er aN et ae 6-10 ft. 
Feed da sheclayse Sal Pier we est cccs Sere eo cee 4-5 ft. 
Dark gray clay, in places with sandy 

laminae, and also leaf impressions............ 15 -ft. 
EEC eee ae een ee Ses eee Si ee 


The grayish-black clay closely resembles that found in the 
pit of the Mayfield Clay Company at Pryorsburg. It is separated 
into several grades as sagger, ball and wad clay. 


Some partial tests were made on samples from this pit as 
follows: 


Grayish-black clay from 2d stratum 
(Lab. No. 2469) 


TRISUIGTINY a kcascce secede eee cea er ee Good 
ISS RGTAVE? TRUCOS) ee ce 35 minutes 
ANGRE ASUaWRW NETS ne ee er ee 6% 
Temp. Fire Shrink. Absorption Color 
% % 
OQ ORG ese orca ees tee hee 2.5 20.0 White 

EDD) Ook Gy eerste aoa 9.0 2 9.6 Light creamy white 
SLO: © eee eee Ne es 10.5 6.0 Light cream 


Steelhard 1250° C. 
Porosity at 1310° C. 15.2%. 
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Fig. 10. Pit of Kentucky Clay Mining Company, 2 miles west of Viola. 


So far as its burning qualities are concerned the material 
fires to a color that would make it of use in whiteware, although 
its density at 1310°C. is not very low. 


Grayish-black Clay, 3d stratum (Lab. No. 2467) 


Pilasticitve pace Ce nes. ie ee, red Mek Ree ee ee a Good 
op tay Cel alee 09st Gear a ee ee ence ee Ree Ae Pn eee terre Caner neeee ce 11 minutes 
PUD a Na Gib ah teh = ee aie | eee es Un es wate ia h og reese Re PGE oten imc! Seema cee ee sete cs 1% 
Fire tests, 
Temp. Fire Shrink. Absorption Color 
% % 

SES hhc a ate eee ee g. 22.0 White 
V9 a GER sro adeneree. wares 835 12.1 Faint creamy white 
Te AU AS cece scarce ae 11.5 0. Gray 


The color of this clay after firing is good, but it does not 
burn as dense as some of the other beds in the pit. It should be 
of use in whiteware, saggers, and other purposes for which a 
clay of this type is demanded. It has also been used for model- 
ing. 

No. 4 Ball clay (Lab. No. 2468) 
PPVRSERCTEG cacti cic cokes cies decane rn wnsennnsonsontonshaninniuchcanmoundnsinenes Seefonntee tetera Good 


SARIN UG |) weasel cnc encct ele cece ae een ack eotene or ccm ase oewenaeuc oo aansane senna! 8 minutes 
DW dea Ssh sl. <: 0:4 - Renee eRenn eee amen eae SMM IReMNn meester e nea on a 1% 
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Fire tests. 
Temp. Fire Shrink. Absorption Color 
% %o 
95 Oise Opec eee se exe Ze tt Se White 
5 OST Ol eee eee ee 7.5 10.0 Faint creamy white 
14S 2 Care See ee 10.5 0. Gray 


Porosity at 1310°C. 5%. 


The color after firing is good, and it could probably be 
used in sanitary ware, chemical stoneware, saggers, ete. 

Brick and Pottery Plants. The only plants in operation in 
the county are a pottery at Bell City and a brick plant at May- 
field. 

Bell City Pottery. The Bell City Pottery operated by W. 
D. Russell is located at Bell City on the Mayfield-Paris road. 
The product is common stoneware. 


The clay deposit is situated just east of the Pottery and 
underlies 3 to 4 acres, and the section exposed shows: 


Suntacevcla yaloe ta eee = eee ee es Se ee 2-3 ft. 
TOE ea 2 yO) GINA oe en een ae a ee a 3-4 ft. 
TURES Reg gestae Were eG te co eae cee atts 


The two lower beds, which contain abundant leaf impres- 
sions, are mixed for use. 


The clay is tempered in a ring pit, and molded on a pot- 
ter’s wheel which is operated by a gasoline engine. Firing is 
done in a cireular down-draft kiln with wood fuel. It requires 
60 hours, and the completion of the process is judged by trial 
pieces. Albany slip clay is employed for glazing. The ware is 
disposed of in the surrounding country. 


Mr. Russell formerly operated the stoneware plant at Pot- 
tertown, and his present one is evidently the same as that re- 
ferred to by Easton (Ref. 10, p. 795) under the name of W. B. 
Howard and Son. In that report Easton speaks of the plant 
having used a 10-foot bed of very plastic white clay. ) 


For this clay he gave: air shrinkage, 5% ; fire shrinkage, 
9%; tensile strength, 25 Ibs. per sq. in.; vitrification, cone 11; 
color, white at cone 1 and dove gray at vitrification. 
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The analysis given by Haston is: 


STAGE asses viractewiiswsinh sisbe.c clan ov sae iiiaemetinasenis neice Uaeeitnlieaians nly 68.54 
P Whibeabest: ewes eer Rae team one meeneep oF core mien rete re nes Tenor eT 19.92 
Ferric oxide. aiinisd ine eae ee 80 
HWOIrous. O8106 cases eee tr. 
15 0a ee Ree pee pe SPD ome Seer eae snaee Ne nooo eee Se tr. 
MARNOSIR miencanaee eae eee ee eee -70 
PTS Ceara) OE LG ese cea eo ee 1.20 
SPO CRS ie spocaicandteicactcecacadltaaciziiet ieee iniatie oad ace oa ee ee 1.66 
S0d8. ~cwsannstnen eee .24 
Water £:.:cttessecdcdierzuvaseaneesetseecueaes ae eee 6.25 
MOIStUTG tances ost ee ee ee 1.10 

100.41 


Standard Brick Works. The Standard Brick Works of May- 
field is located just beyond town along the Pryorsburg road, and 
on the western side of the Illinois Central Railroad. 


The clay used is a surface loam of Columbian age and is 
dug just west of the works. The bricks are molded in a dry- 
press machine, and the plant is equipped with 5 circular and 
1 rectangular down-draft kilns. The product is a good red 
color and has a good ring, 


Hickman County 


No high-grade clay is mined in this county, and none ap- 
pears to have been in the past. 


Easton (Ref. 10, p. 847) describes a clay occurring in the 
so-called ‘‘chalk banks’’ below Columbus. It is said to lie 
in the Lagrange formation, is 35 feet thick, and of a dark gray 
color. It has the following properties: 


LGU CY] mC) gee ember, een Rene OMe Sort nan a ee CREEL Fog ce Moderate 
Ady Bh Tinie ate eee i ds a a ea eet Re be ee ie 0% 
Tensile ‘strong th,. IDs. DO? BGs 1D exo catenin 48 
BUPOS AD TINEA Ee Me ieee tetas La Ree oe ee ee 2.5% 
WTEPUR CAGLOM HOOT: abcess aes nck asec ee eae ae +11 
Color:whek red: eto en ae ee ee ee ee Cream 


A second sample, from a 10-foot bed lying below the pre- 


ceding, has 10% air shrinkage, 0% fire shrinkage and is vitri- 
fied at cone 11. 
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The only clay-product plants in this county are two brick 
yards, neither of which have been in operation for several years. 

One of these is that of J. A. Harpole at Columbus, who used 
to make common brick from a yellow surface clay. The other 
is that of Thomas Boodman at Clinton. 


MarsHatu County 


Several clay pits have been opened in this county, but only 
one of them appears to be a steady producer. They all lie in 
the Porter’s Creek formation, which stratigraphically is next 
below the Lagrange and do not yield as high-grade clays as the 
latter. 

As there have been few changes in the industry in this 
county in the last few years we may quote from a forthcoming 
report of the United States Geological Survey, prepared by the 
writer.* 

Benton. Several pits have been opened up in the vicinity 
of Benton, but they have been worked sporadically to supply 
a local demand. 

One of these openings known as the Howard pit, is located 
1 mile northwest of Benton, and is a shallow excavation cover- 
ing about half an acre. The total thickness of the clay is 12 feet, 
of which 5 to 7 feet is a black laminated clay and the rest a 
sagger clay. The clay appears to thin out to the southward. 
The wad clay from the Howard pit is of fair plasticity, but 
rough textured and to the eye shows a few mica scales and fine- 
ly-divided organic matter. 

A sample fired to 1330°C. showed 12% absorption, 24.5% 
porosity and was buff colored. 

About 14 mile west of the Howard pit, and along the high- 
way leading north from Benton, clay again outcrops in a high 
bank. It lies at a higher level than the Howard pit and may 
be a different deposit. The overburden is 8 feet but increased 
rapidly to the east due to the rise of the surface. 

About 314 miles north of Benton, there are two other pits 
on the Lofton property, which have been worked some in the 
past to supply the Paducah Pottery Company. The clay is said 


*By permission of the Director, U. S. Geological Survey. 
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to underlie 40 acres. It is sandy, about 15 feet thick, and un- 
derlain by sand, while above it is a gravelly conglomerate and 
hardpan, whose thickness is not less than 8 or 10 feet. 
Briensburg. The Paducah Clay Company has opened up 
a deposit for pottery use 2 miles east of Briensburg. (Fig. 11.) 


Fig. 11. View in pit of Paducah Clay Company, showing black clay. 


In 1918 there was on one side of the excavation a square pit 
showing 30 feet of clay. This material is black, dense, and 
plastic, but contains sandy laminae from 2-6 inches apart. Flat 
pyrite concretions lying along the bedding planes are scattered 
through the deposit, but these are thrown out in mining. Near 
the bottom of the clay there are thin layers of glauconitie sand. 

The amount of overburden is variable. It was 4 feet where 
the clay was being dug in 1918, but in 1921 the pit showed 8 feet 
of gravel and 14 feet of orange sand on top of the clay. 


The clay is used in stoneware and saggers. 
A sample of the clay fired at 1330°C. was grayish brown 


with 5.6 per cent absorption and 12.9 per cent porosity. It is 
steel hard. 
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The clay is hauled by truck to Paducah where it is used 
in the manufacture of stoneware. 


Miscellaneous Tests. The following tests of clays from dif- 


ferent localities in Marshall County are given by Easton. (Ref. 
10, p. 865) : 


I II. III. IV 
Dod Gel are one ene ceeds Te 55.90 65.10 63.20 60.60 
PAU UDTV LT) geo team cee ee ee 26.34 22.18 23.82 25.06 
MeLriG-OXxid ett ese 2.24 1.28 1.22 Lao 
Ferrous oxide  ................ 28 28 22 43 
TegUQT Cao we ee se nc tr LT so ec cg es, 
OVE AES 1A We eet oo 1.01 .80 tr. (ike 
Sulphur trioxide .......... — Wes gazek ng) SL es 
PO bas ae cee eee a Bos 189 1.38 1.41 1.40 
0 Diag ao eke ee hae .33 37 Pon 24 
TACAHIC OXIG Cy 28 ess 1.00 1.12 1.10 1.00 
SVU GED sect exe eters ee A 8 86 6.89 {fast 8.45 
MOUS FUT Obs ence ie oe 1.93 1.10 lrnallO 1.25 
99.78 100.50 99.46 99:79 
Tas GrCd Gy ee ee ee ee Fair Excellent Fair Excellent 
Air shrinkage 2. po 5.0% 5.0% 7.5% 5.0% 
Miresshrinkag @ 2 ees ss. 9.0% 5.0% 7.5% 6.0% 
Tensile strength, lbs. per 
SCye Litem eee eerie os 63 55 65 42 
Cone. of vitrification __........ 9 11+ 6 10 
Color when fired .................. Drab White Buff Cream 


I. L. Faust, 2 miles east of Palma. 


II. Wm. Bunadell place, near Bryantsburg and Gilbertsville road, 
2% miles north of Bryantsburg. A micaceous, rather sandy, whitish 
clay. 


III. Same locality as II. 


IV. Lon Lofton clay, on Paducah and Benton road at Scale. White 
clay with iron mottlings. 


McCracken County 


This county is important for the location of clay products 
factories, rather than as a producer of raw clays. All the works, 
two brick plants and one pottery, are located in the city of Pa- 
dueah. 
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Paducah Pottery Company. This company has a_ plant, 
which produces stoneware, the clays being obtained in part from 
Kentucky and in part from Indiana. 

Paducah Brick and Tile Company. The Paducah Brick 
and Tile Company, located on south 10th St., produces common 
building brick only. 


The clay used is a flood plain clay of the Ohio River, the 
pit being situated about 400 feet south of the works. The ma- 
terial is a tough red clay, and the bottom of the bank, whose 
face is about 25 feet high, is 30 feet above river level. Below 
the red clay is a tough blue clay that was formerly mixed with 
the upper clay and used in the manufacture of hollow block and 
tile. It is not used now. 


Fig. 12. Clay pit, Faducah Brick and ile Company, Paducah, 


The bricks are molded in a soft-mud machine, and dried 
on pallet racks. Firing, which takes 12 days, is done in Dutch 
kilns. The clay shows 12 inches settle in 41 courses, 


The market is chiefly western Kentucky and Tennessee. 


Hill and Karnes. This firm operates a common brick plant 
at 900 North Sixth Street. The material used is a flood-plain 
clay, dug about 25 feet above river level. 
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The bricks are molded in a soft-mud machine, dried on 
pallet racks, and fired in Dutch kilns. During burning there 
is 12-14 inches settle in 42 courses. The product is a good com- 
mon brick, but selected brick are sold for fronts. The market 
is the same as the preceding. 


Miscellaneous Operations. Some clay development is said 
to have been attempted by the Paducah Clay Products Company 
on the Contest road, 5 miles southwest of Paducah, but no defi- 
nite information is obtainable regarding the operation. 


Easton (Ref. 10, p. 869) gives the following physical tests 
of some clays in McCracken County: 


Colom tired tate ee Gray Gray Gray Light Yellow 
white white white gray Yellow Red Brown 
TAS CIGEL Vanrccoeseestore ees eee Good Good Excel. Good Fair Good Good 
Ady shrinkage os. .25 vs. D% b% 5% 9% 29% 8%. 1% 
HULe Shrinkage paseo i AG IBN IN WAG IY 
Tensile strength, lbs. 
TDCI (Sd 0 ee wna iy eng ce oe 2) Oepeseets 70 82 61 
Cone of incipient fusion... 9 9 ORE eee ete es at 4 
Cone of vitrification.............. 11 ial 15) ally! li+ 6 9 


I. 8 miles south of Paducah. Six feet of clay. Sampile tested rep- 
resents upper 2 feet. 

II. Lower 4 feet of TI. 

Ill. Upper 4 feet of a 6-foot bed, 74% miles south of Paducah on 
Contest road. 

IV. Lower 3 feet of IIi. F 

Vv. V. Welch property on Lone OakiMayfield road, 3 miles from 
Lone Oak. 

VI. R. Bell property on Paducah-Mayfield road, 4 miles south of 
Paducah. Clay 6-12 feet thick in Lafayette formation. 

VII. G. Munier property, 51% miles south of Paducah on same road 
as VI. 


Paducah. The following tests were supplied by Dr. R. R. 
Winston, of Paducah. They were made on samples taken from 
a clay deposit located 4 miles south of Paducah. The chemical 
analysis was made on material taken from eight feet below the 
surface, while the physical tests were made at the Bureau of 
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Standards on samples taken from 15 and 26 feet below the sur- 


face. The chemical analysis gave: 


PLLA) Sessa ss este routavbereseaineeeaninei a ane pane 52.90 
ATO TUTLESs Gein ieecke cease ea ee 33.30 
PLT G: ORM secccectencsemeerenetenra-o tae pie ige 2.01 
UVLO Crees vecteteatetaennavid Silesia 48 
Dae Salas xcs Ae eae ee eet 15 
Bb a Mula) ie eer eee Decne Rey ie ane ster Lam hs 1.35 
WSCC oc oot a tad eae see eee eee mene ators ears 9.21 

100.00 


A physical test made by the Bureau of Standards is re- 
ported as follows: ‘‘The clay was of a black color and _ pos- 
sessed good plasticity and working qualities. The water re- 
quired for the plastic state was 55.5% in terms of the dry 
weight, and the volume shrinkage was also very high being 66.1% 
in terms of the dry volume. In firing to cone 2 the shrinkage 
was aS much as 50% expressed in terms of the dry volume and 
the clay at this point reached the vitrified state showing a po- 
rosity of less than 1%. The color at this point was of a dark 
gray. The strength of the material in the dry state was very 
high, amounting to a modulus of rupture of 1100 pounds per 
square inch, which is considerably above the average. The ma- 
terial, therefore, has good plasticity but very high drying and 
burning shrinkage. Its refractory quality evidently is not of a 
high order.’”’ 


GHARTER IV, 


WESTERN COALFIELD AND SOUTH CENTRAL 
KENTUCKY 


The area described in this chapter includes that portion 
of the state extending from the Tennessee River on the west to 
the Bluegrass region in the northern half, and the eastern coal- 
field in the southern half of the state. It does not include the 
belt of lower Mississippian formations which surround the Blue- 
grass region, these for convenience being included in Chapter 
VERE 


The area under discussion embraces therefore the follow- 
ing formations: 


1. Surface clays and loams of flood-plain or terrace char- 
acter. These are found bordering streams, and are often suit- 
able for the manufacture of common or even face brick and 
sometimes drain tile. The most important of these deposits 
are those located along the Ohio River, and which are worked 
at several points, notably Henderson, West Point, Uniontown, 
etc: 


2. Allegheny series of shales found in the western coalfield. 
As a rule these are not always of great thickness and some may 
be too carbonaceous to use without trouble in firing. Some of 
them, as the tests given on subsequent pages show, are of the 
proper nature for use in the manufacture of brick, tile and hol- 
low blocks, or in one case possibly even stoneware. None of 
those examined have been found to be of the fire-clay type. 


Some of the shales, as around Madisonville, are used in 
their weathered condition. 


The Allegheny formations of the western coalfield consist 
of a series of shales, sandstones, coals and some limestone. Struc- 
turally they form a basin, with the beds around the margin 
dipping towards the center. 


3. Pottsville formation. This formation exhibits a ‘‘con- 


glomeratic or coarse sandstone phase as a continuous border to 
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the western coal field, (Miller, Ref. 23, p. 155), except on its 
eastern side. Here there is a considerable stretch where no 
conglomerate occurs. There is an interesting outlier or rather 
long tongue-like projection of the lower conglomerate of the 
western field, which stretches in virtual continuity from the ex- 
treme eastern end of it through Hart County, and along the 
boundary of Larue and Green and Taylor counties as far as 
the top of Muldraugh’s Hill, forming the boundary of Taylor and 
Marion counties north of Spurlington.’’ 


The conglomerate itself is of no value for the manufacture 
of clay products, but there are certain pockets of white clay, 
often referred to as ‘‘kaolin,’? which occur at the base of the 
Pottsville in Hart, Edmonson, Taylor and possibly other coun- 
ties, 


This material is undoubtedly of the same character as the 
so-called Indianaite which is found at the same geological hori- 
zon in Indiana, and which there is supposed to have been formed 
by the replacement of the Pottsville pebbly sandstone. 


In Kentucky this material occurs immediately below the 
Pottsville, and at times contains partially disintegrated pebbles 
of the latter. When pure it is a white, dense, clay-like substance, 
with conchoidal fracture and resembling unglazed porcelain. 
Fragments of it exposed to the weather break down very slowly. 
It apparently never occurs in commercial quantities, and where 
found grades into or is mixed with colored clays which may 
represent a weathering product. At one point Gardner records 
the finding of a small amount of bauxite and wavellite with 
the ‘‘kaolin.’’ We were able to find some of the wavellite but 
no bauxite, but as the test pit had caved in, no accurate obserya- 
tions were possible. 

It is possible that some of the clay shales worked at Hawes- 
ville, Hancock County, are of Pottsville age. f 

4. The Mississippian rocks are represented by the Chester 
series and the Mammoth Cave limestone, as well as the narrow 
tongues of the Waverly series. The Chester series is found form- 
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ing an irregular belt surrounding the western coalfield. (Fig. 
4.) Its subdivisions have been given by Butts, (Ref. 3), as 
follows: 


Clore formation. 
Palestine sandstone. 
Menard limestone. 
Tarr Springs sandstone. 
Glen Dean limestone. 
Hardinsburg sandstone. 
Golconda formation. 
Big Clifty sandstone. 
Ridenhower shale. 
Gasper oolite. 

Bethel sandstone. 
O’Hara limestone. 


On the western side of the coalfield in Crittenden and Liv- 
ingston counties the section is pretty complete, but on the east- 
ern side from Breckinridge to Warren County the subdivisions 
above the Tar Springs sandstone are difficult to identify and 
Butts refers to them collectively as the Buffalo Wallow forma- 
tion. 


On the eastern side of the coalfield the Pottsville conglomer- 
ate rests unconformably on the Chester, the upper surface of the 
latter being very irregular due to erosion, so that the Pottsville 
does not always rest on the same member, erosion sometimes 
having removed beds as far down as the base of the Big Clifty. 
It is difficult indeed at times to say exactly what clay or shale 
is underlying the Pottsville. 

The three formations that may be of interest to the clay 
worker are the Buffalo Wallow, Golconda and Ridenhower. 

The Buffalo Wallow shales are used to make an excellent 
grade of roofing tile and floor tile at Cloverport. Shales or 
clays of this formation also occur in Hardin and Hart counties, 
some of them firing to a hard body of red color. 

The Ridenhower shale is developed chiefly on the western 
side of the coalfield and is said to be rather sandy. A shale 
underlying the Big Clifty sandstone at Eastview, Hardin Coun- 
ty, may belong to this formation. 


64 OLAYS OF KENTUCKY 


The Golconda, according to Butts, carries 60 feet of shale 


which can be seen along the road to Brownsville. 


All in the Chester formation is well worthy of further ex- 


amination, 


5. Mammoth Cave Limestone. These limestone forma- 
tions underlie the larger part of the area referred to in this 
chapter. They are of no value to the clay worker in their fresh 
condition, but yield on weathering residual clays which can be 
used in the manufacture of common brick and sometimes possi- 
bly tile. Deposits large enough to support a small brick plant 
are abundant, but they are not likely to be used by larger plants, 
partly because better materials can be obtained in other parts 
of the area. 


The counties referred to below are those in which clays were 
examined as regarding the clays of which other tests and de- 
scriptions have been published. 


BarrEN Country 


Most of this county lacks transportation routes, but aside 
from this there is not much chance of finding anything better 
than residual clay for common brick. 


The Dickinson Brick and Tile Company used to manufae- 
ture common brick at Glasgow, but is idle at present. 


BRECKINRIDGE COUNTY 


The Chester series of the Mississippian underlies a large 
part of Breckinridge County, and it thus forms excellent terri- 
tory to prospect for clays. 


Murray Roofing Tile Company. At Cloverport in the north- 
western corner of the county, the Buffalo Wallow shale (Fig. 
13) is used by the Murray Tile Company for making an ex- 
cellent grade of roofing tile, and quarry tile for flooring pur- 
poses. 
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Fig. 13. Shale bank, Murray Roofing Tile Company, Cloverport. 


The shale is obtained from a pit immediately adjoining the 
works, and as it dips into the hill is overlain by limestone. The 
shale used is slightly weathered and in spots slightly calcareous 
as well as containing a little gypsum. It has excellent working 
qualities. The following represents a partial test of the ma- 
terial : 


RUGS SEMIN a cece re eee eae ee ea ee on A Excellent 
Sy Veer CCTaO MND LAS EUCHE V eeemetce fee Ba Fe ae ec A 23.4% 
MOIS Oran pCUre, IOS a Pel SC c1M:, vee.cc eet ee et 468 
PACE STL? Caml CAT aera Meera Ne Ui eae he WS oh it Le 1% 
COTO TR HE CC Togeth Fo 1) ame ee 8 fetes REE Ol US OBE recent he Red 


The clay fires to a very hard body. If manganese is added 
to the material a brown tile is produced. 

During the summer of 1921 a new pit was being opened 
up several hundred yards northeast of the works, and also along 
the railroad. This new pit also has a blue and a red shale, both 
of which may be used. 

The shale after crushing and tempering is molded in a stiff- 
mud machine, the clay being run from the die as a ribbon which 
is then cut up into the proper lengths for shingle roofing tile 
or floor or roof quarry tile. Drying is done in tunnels. The 
plant is equipped with 6 circular down-draft kilns, 30 feet in 
diameter, and the firing takes 12 days. The tile are set in the 
kiln on edge, in pockets formed by quarry tile. The thermo- 


C of K—3 
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clectrie pyrometer indicates 1750° F. as the temperature of firing, 
and this gives a good, hard product. The roofing tile weigh 
1175 pounds per square. 

A number of the extra thin quarry tile for flat roofs have 
been shipped to Cuba. 

This factory when first established was producing paving 
blocks, and was later converted into a tile works. 

Unworked Deposits. little detailed work has been done 
on the Chester shales of Breckinridge County. 

Easton (Ref. 10, p. 768), notes a 20-foot bed of shale at 
Buffalo Wallow, which he states is dark gray in color, of low 


Fig. da. Factory of Owensboro Sewerpipe Company. 


plasticity, and fires red. It has 7.5% air shrinkage; 10% fire 
shrinkage; vitrifies at cone 4, and becomes viscous at cone 6. 

He also (Ref. 10, p. 767) refers to a 40-foot bed of Chester 
shale at Stephensport. This he states is also lean, and fires red. 
It has 5% air shrinkage; 5% fire shrinkage, and vitrifies at 
cone 2. 
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CRITTENDEN CouNTY 

Most of this county is underlain by Mississippian forma- 
tions, especially limestones, which have yielded residual clays. 
These have been referred to by Fohs (Ref. 12, p. 124) in an 
earlher report of the Kentucky Geological Survey who ealls 
them laterites. 

Fohs also describes a siliceous clay, said to be of refractory 
quality, and similar to that found at the Stevens mine, (See 
under Livingston County), but these deposits known also as 
the Corn Mines have been inactive for a long time. 

The Ridenhower shale although occurring in Crittenden 
County, shows few outcrops on account of its being a soft stratum 
between two sandstones, but according to Butts (Ref. 3), a good 


Fig. 14b. Stock yard and kilns of Owensboro Sewerpipe Company. 


exposure of the shale in the condition of laminated clay is seen 
on the road to Siloam school, 3 miles west-southwest of Marion, 
where 50 feet of it is exposed. 
Daviess County 
This county is underlain entirely by Pennsylvanian forma- 
tions, with the exception of a strip along the Ohio River, where 
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flood-plain deposits lie below the surface. Similar alluvial de- 
posits are also found along some of the streams towards the in- 
terior of the county. 

It would seem desirable to prospect this county for shales 
in the Pennsylvanian. Beds of red-burning shale for example 
can be seen outcropping in places along the river, although there 
is some question regarding their thickness. Shale suitable for 
sewer pipe is also said to occur near Short’s station. 

Owensboro. Two sewer-pipe and flue-lining plants, both 
belonging to the Owensboro Sewer Pipe Company, are located 
at Owensboro, but only the larger one was in operation in the 
summer of 1921. 

This company obtains a clay shale from Lamkin, Hancock 
County, and a shale of Pottsville (?) age from Hawesville, Han- 
eock County. Both of these underlie coal and are regarded as 
low-grade fire clays. The flue linings are made of the Lamkin 
clay, while the Hawesville shale alone is used for small size 
sewer pipe, but not for large ones as it is said to cause blister- 
ing. Hence the large pipe are made of a mixture of the two 
clays. 

The following tests are of importance as showing the char- 
acter of the clay found in the Pennsylvanian of Hancock County. 


Shale from Hawesville (Lab. No. 2432). 


Lilie carbonates qc cc ee ee oe eee None 
Pile the Utena ecco Nea nc cc ap eee eee cea Good 
Wiaiter cot DIRS LGD sass hoe Sees Oe Se Sa ae ere eee 16% 
CHEW a VET Sh UA Lock Wp x aet aU ecet emt a Sawa. MER. «Sey Menten Chane nant a ie ME 30 minutes 
Modnitis of THOMITS IDS... Or (BO. Uiicet cece ee eee 196 
Airtshrinkase:( Ln Gay) cde onthe on enue ee ee 35 
FO }Rop ie hed =) ak big b 0) eres en oe Re Oe ee MRE. etek ati es kD, Buff 
SLGG! Mi Ay Gl tang lat ead coe et ea RS a ho 950° C. 


Fire Shrinkage Absorption Porosity 


% Jo Jo 

ici etal OR eee eee eee 1.5 9.3 27.9 

LOBOS Sicatesca siete eee ce 2.0 9.8 25.1 
LO TOP MG Sariesdaetonreoars aeons 3.0 8.20 > “ee eee 

HDR: S 0g 8 few eet eee ae Recor 3.5 8.2 21.0 

HEU 0 Rees ene tes ere 45 2.3 4.6 

A 2 Rb a ererey eee eee eee 5 8 3.0 


LASU Ofna tee ter 0. Overfired. 
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The air shrinkage of the clay is low, and it requires little 
water to mold. The modulus of rupture is good and color after 
firing good. It has a good firing range, but is not a true fire clay. 

It is used for sewer pipe and flue linings, and could also be 
used for face brick and terra cotta. ; 


Clay shale from Lamkin (Lab. No. 2433). 


PSA Oe ah DOT ait Gate weeeteee ene cee ENE eee M8 2 eee dt on None 
BVA Te Fea Tig CY UDALL 1S ese ee i ee ce nee, SE ear ee eel Smooth 
TPLGMSP KGS 5. J ete (ho coat Nae nro ene LED ee aa Se re Excellent 
AVVict COTM GELS CHCLE y were eee eens Men ER Ta Se PE er eosin 11.6% 
MOGHLUSFOrrUPtUre,: LbSs per Sdis in wen eee ee ee 199 
PACE Tae Fre ty Key een (LT Gch Ta) een oe ee ts ed oe eee 3.5% 
GIOIO CHAHED Tie Over kos oe ee eee ee ee ee Buff 
SUSEL! TAG HE oa a te EE SE Pe ee re pee eee 9502 5C. 
Fire Shrinkage Absorption Porosity 
% % % 
SU Ce ae een ee ee 1.0 14.2 27.9 
BUG) 5) Sk cnet eee TL 2.0 10.1 27.0 
aI UPAR. O12 airs eee tee teen mare 3.0 Ho) 21.0 
s Hie, oD ann eee 4.5 6.7 20.4 
TSW ONG) see ee eee eee See ees 6.0 5) 2.0 
A Sa eae eee = Soe Overfired. 


_ It is an excellent clay for the use to which it is put. Tt is 
not quite as dense burning at the lower temperatures as the 
Hawesville material. Its air shrinkage is low, working qualities 
good and modulus of rupture also yood. 

In addition to being used for sewer pipe and flue linings 
this clay should also find use in the manufacture of face brick 
and terra cotta. 

The clay and shale are brought to the plant over the Ili- 
nois Central Railroad. The material is first crushed in a dry 
pan, screened and then tempered in wet pans, after which it 
is delivered to the pipe press. 

Drying is done on floors, and firing in circular down-draft 
kilns of which there are 10. It is said to take 314 days to reach 
a temperature of 1800°F. as indicated by the pyrometer. The 
kilns are salted when 1850°F. is reached. Trial pieces are used 
in addition to the pyrometer. ° 

The plant now running has a capacity of 3000 8-inch sewer 
pipes per day. 
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The product is shipped to different cities between New Or- 
leans and Cincinnati. 

One common brick works is in operation here, that of 5. B. 
McCullough, which is located one mile south of Owensboro, The 
material used is a sandy alluvial clay, lying in the Ohio flood- 
plain. The product consists of common brick, molded by the 
soft-mud process. <A stiff-mud machine was being installed dur- 
ing the summer of 1921. 

The Tennes Brick Company formerly in operation at Owens- 
boro, is no longer running. 

Moscleyville. At Moseleyville, 10 miles south of Owensboro, 
the Clark Manufacturing Company operates a drain-tile plant. 
The clay underlies flat land bordering a stream and is undoubted- 
ly an alluvial deposit. The pit which lies near the plant shows 
an upper loamy clay that has been mined to a depth of 8 to 10 
feet, while under this there is a distinctly bedded clay of bluish 
color, and at least 3 feet thick. Many small concretions of lime 
carbonate occur in the upper clay, but they seem to lie mostly 
in a zone 3-4 feet below the surface. 

The plant is equipped with a stiff-mud machine, two-story 
drying sheds, and three circular down-draft kilns, in which 
the ware is fired to 1750°F. The clay seems to make an ex- 
cellent drain tile. 

This company operates another plant at Ashbyburg. 


EpMONSON CoUNTY 


The southern portion of the county offers only residual 
red-burning clays derived from limestones, but the northern 
half is underlain by the beds of the Chester series and hence 
should offer good ground for prospecting. 

Brownsville. Along the road leading from the Dixie High- 
way northward to Brownsville, there are sufficient shallow ex- 
posures of shale to warrant testing out this area with some care, 
and Butts (Ref. 38, p. 91) remarks that the Golconda shale 
along this road has a thickness of 60 feet. 

Gardner (Ref. 13, p. 49) has called attention to several 
localities in this county ; but they are either too remotely located 
from lines of transportation or of no commercial value. 
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He refers among others to two occurrences of the so-called 
kaolin, which is the same as the Indianaite of Indiana. One of 
these deposits is located on the John T. B. Stice place, 114 miles 
in an air line southeast of Brownsville, and on the east bank of 
the Green River, 


The section given by Gardner is: 


Pottsville Conglomerate and sandstone .......... A) cite, 
WNT RO MAL LCLES peewee. co Oe ee Sed il Gis 
Yellow and waxy Indianaite ...........-202.......- APT. 
Mixture of bauxite and wavellite .......00020000....... Zits 
NGOS TG Glare eee ee ee ed 10 ft. 
GHest Grp iin ESO 1G yee oe ee) See i ene ts 


He says: ‘‘This material is stained with iron oxide to some 
extent on the outside of the pieces.’’ The Indianaite-is found 
in pieces from the size of a bird’s ege to six inches diameter. 
The mixture of bauxite and wavellite occurs in chunks or 
boulders from 6 inches to a foot thick. 

Analyses are given of: I. The white material at the top. 
II. The waxy material; and III. The hard brownish material 
at the bottom, 


ie ie Til 
PTC a pees Sear er oe SS 42.40 42.42 20.04 
RAVINE O11 cae eet eer eee eee 36.21 35.20 40.53 
Herricsoxide,. 45 .64 1.24 
RBCS sy copes eee mere ioe oe 38 84 34 
IWAeneSTames 2a Fe Se 53 De 40 
PO bas ee eee eee ee i ee .09 23 Bil 
SOG a Beco Sen ane et ee .08 OOD) neccet 
Phosphorus pentoxide .... .20 22 3.75 
Mitanicioxides =.=: Ber ie. tre 
Sulphuretrioxide@.--------- tr. ge 27 
LemitiO rig eee eon 14.52 13.84 20.92 
IMGUSEUNG Res ee eee 5.15 6.84 13.65 


100.01 100.35 101.47 


Analyses I and II are evidently the same material. They 
contain too much chemically combined water for kaolinite. They 
also appear to have lost considerable weight when heated at a 
low temperature, as is characteristic of Indianaite, 
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The third analysis is rather peculiar. Dr. Peters refers to 
it as being possibly a miture of wavellite and bauxite. If so 
it must contain considerable free silica in addition, as neither 
bauxite nor wavellite normally carry any. It may be a mix- 
ture of bauxite, wavellite, and Indianaite. 

Mr. Stice showed us the pit where the section given above 
was found, but it had caved in so that we were not able to see 
much. However, in the upper part of the deposit the lumps 
of Indianaite were to be found, and on the dump pile we found 
some specimens that appeared to be hard Indianaite with some 
stellate groups of acicular crystals that resembled wavellite. 
The occurrence is of undoubted scientific interest, but it is not 
of commercial importance. 

On the north side of the Green River, along the road lead- 
ing up the hill from the Brownsville ferry there are exposures 
of soft shale, but the outcrops were not sufficient to permit 
getting a fair sample for testing. They would undoubtedly bear 
prospecting. 

On the W. B. Parsley place, 5 miles northeast of Browns- 
ville, Gardner has noted a clay shale, at least 314 feet thick, 
which was struck in digging a ditch. It may belong to the 
Chester shales. The material fires to a buff color, has 80 pounds 
tensile strength, 5% air shrinkage, and 12% fire shrinkage. It 
is not vitrified at cone 9. An analysis which is given shows 
1.39% ferric oxide, and 4.53% total fluxes. 


GRAYSON CouNTY 


Gardner (Ref. 13, p. 61) notes that over the northeastern 
and eastern portions of the county the lowlands show exposures 
of St. Louis limestone, but that the uplands show exposures of 
rocks of the Chester series, while the higher hills are capped 
with the Pottsville conglomerate. 

Of three occurrences of clay noted by him, none seem to be 
of commercial value either because of thick hard rock over- 
burden, or because of their non-plastic character, 

The Illinois Central Railroad crosses the county and it is 
probable that prospecting within shipping distance of this would 
show some suitable clays either in the Chester or in the Penn- 
sylvanian. 
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= ee Harpin Coun'ry 


Clay-bearing Formations. The clays of Hardin County 
have already been referred to in an.earlier report by Gardner. 
(Ref. 13, p. 20.) As he there points out practically the only 
clays to be found in the eastern half are those resulting from 
the decay of limestone, and which could be used for’ making 
common brick. In ease the clay is derived from a cherty lime- 
stone, care should be taken to remove or crush this material 
before the clay goes into the brick machine. 

In the western half of the county clays or shales of Chester 
age occur. The clays are probably in some cases at least, shales 
which have been mellowed by weathering, and may harden as 
they are dug into. 

Attention should be called to the fact that the clays in 
some cases overlie the Big’ Clifty sandstone, while in others 
they underlie it stratigraphically. When the latter is the case 
it would not pay to mine the clay by underground methods, 
unless it were a fire clay, and so far as is known no fire clays 
have been found in the Chester series in this county. There 
are places, however, where the Big Clifty sandstone has been 
removed by erosion or else where the slope in which the clay is 
exposed is a very gentle one, thus making it possible to dig quite 
a tonnage of clay without removing much overburden. © 

It must be confessed that all of the clays referred to by 
Gardner or of which samples were collected for testing for this 
report, are not located very close to the railroad, but in order 
to get exposures where samples could be collected so as to 
determine the character of the Chester clays in this county, it 
was necessary at times to go a little distance from the main lines 
of transportation. 

Mr. Gardner suggests uses for the several deposits which he 
notes, but it is not known whether this is based on any tests 
that have been made, for none are given in the report. Some 
of these localities were also visited during the field work for 
the present report and some samples collected for testing. 

Stephensburg. Gardner reports that on the J. B. Jenkins 
place, adjoining that of and owned by W. 8. Glasscock, 1 1-4 
miles south of Stephensburg on the Illinois Central Railroad, 
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the clay outcrops on a high ridge at the southern part of the 
farm. He gives the section as: 


Big Clifty sandstone. 


SV BULOWADIBSULG GIRS sscsvemantucrcttwaaacsigdeetnaeas 2 ft. 
IV) eH ogi oJ Est 3 (si A |: 5 tele eC ean eeaeene haere P= 14 ft. 
OOlitie limestone. 2...2.2 pee 20 ft. 


Unless the clay could be found at a point where there is 
little sandstone overburden, it would not be practicable to work 
it, unless it represents a high-grade clay. 

A sample was collected during the summer of 1921 from 
the farm of W. S. Glasscock, 1 3-4 miles south of Stephensburg. 
This is a dark plastic clay 4 feet thick overlain by 5 feet of 
a reddish clay that looks like residual material. The clay shows 
a rather abundant stain of iron and manganese. The deposit 
evidently lies between the Big Clifty sandstone and St. Louis 
limestone. 

The material is probably red burning but the deposit is of 
doubtful commercial value. 

East View. Gardner notes the occurrence of drab or 
yellow plastic clays at several localities around East View as 
follows: 

1. Taylor Jeffries place, 114 miles north of East View. 
15 feet of clay under 30 feet of sandstone. 

2. Joseph Lilly place, 1 mile northwest of East View. 5 
feet of clay under 20 feet sandstone. 

3. S. H. Richardson place, 314 miles northwest of East 
View. Clay only 4 feet thick under 80 feet of Big Clifty sand- 
stone, and probably not a commercial proposition, 

4. J.D. Barnes place, 214, miles west of East View. Clay 
6 feet thick with 1 foot parting of coal. 

5. Illinois Central Railroad deposit. This is a deposit of 
gray plastic, smooth shale, exposed in the railroad eut a few 
hundred feet south of East View station. Not more than 5 feet 
of gray shale is exposed above the level of the tracks, and there 
is about 10 feet of Chester sandstone over it. The same shale 
also occurs on the farm of Mrs. John Hall. Gardner gives the 
thickness of the shale as 10 feet, but there is no exposure show- 
ing that much now. 
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It is said that some years ago a number of tons of this shale 
were shipped to P. Bannon & Company of Louisville, for use in 
Sewer-pipe manufacture, but that they considered it too fusible 
for their use, 

A sample of the material, (Lab. No. 2420), was collected 
for testing and the results are given below: 


TUNERS RARE os BEE a eA sa Em Excellent 
WRI eeG Han ACG: senate st here Race Mee ey Very smooth, good 
WGN RES ea TUEICE Eee Nim pete eae EY AE acy, eS ASR oon Boe a eee ED 35.5% 
Slakinge’ time (2 ath. Hn ok SGA eae NO atl, OE ik in SS a oe hk Pa 21 minutes 
Wiverare Mod ULIS LOL Tip blLT Ocoee eee ec eee oe 499 lbs. per sq. in. 
ATES Tinka On (LNG Al) meee eee a eee 5 cme isos ge TT ate 9.5% 
Colonatten finite tej oes Red, becoming deeper with higher firing 
SCO Cah ar) are eee eemecee ee aN ee AR wen hte ene 5 ee ebay S502.C; 
Fire Shrinkage Absorption 
%o % 
9502) (Coe es Te aoe 6. 6.3 
OT OF Cmts earn e, 7.0 iad 
OL eee 8.5 0.0 
LOO Ape ee 6.5 4 
TATA DISSE G15 SRR ae Sena 2.5 Overfired 


The plasticity and modulus of rupture are high. The air 
shrinkage is too high to permit the shale being used alone, and 
it should be mixed with a leaner clay. The color is excellent, 
and the fire shrinkage is not excessive. 

On account of its bonding qualities it should make a good 
material to use in a mixture for drain tile, roofing tile, sewer 
pipe and earthenware. 

Wash Nichols Place. This is also known as the farm of 
Leslie Ashlock. This is 2 miles west of East View, and the clay 
is well exposed in a large gully along the roadside just west 
of the house. The section is: 


Pottsville sandstone, 


(QUIS UNIS. = Se a i Soe oe ee ee ee eee rd 4 ft 
Dark plastic clay, with upper part containing con- 

eretions of siderite and manganese .._.......---...-.--.---- LOBE 
JE OCT MSM alg NEY as tee ee ne 8 ft. 
Dark clay (calcareous) .....- Seer ets eyes cvodenen ht tiatmsteeaky ry Ais 
SUS) F Pee Up apne wae ese oases sae eee ge sa Baga cae sea exis cnacauns 21% ft. 
Sina vac el Ve Vi SUT TOU Sirs see cae ares adc can oat ceeceesn enon etnaase ss 4 ft. 
OGG De eee oe eh Pe er IS) iit 
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The location of the deposit is such that it could be worked 
along the face of the gentle slope on which it outcrops without 
the necessity of removing much overburden. Two beds were 
sampled for testing, and the partial tests of each are given be- 
low. 

The red clay (Lab. No. 2421) which is caleareous is of fair 
plasticity, and fires to a good red color, becoming steel hard at 
950°C. .The linear air shrinkage is 6.5%. At 950°C. it fires 
to a good brick with 2.5% linear fire shrinkage and 5.6% ab- 
sorption. At 1050°C. it fires to a deep red body with 5% 
linear fire shrinkage and 3.1% absorption. 

The indications are that it is a good common brick clay and 
might possibly make drain tile also. 

The gray clay (Lab. No. 2423), which is also calcareous, has 
good plasticity. The properties are: Air shrinkage (linear) 
7.5%. At 1050°C. it had 5.5% fire shrinkage, and 2.2% ab- 
sorption. It fires to a red brick, which is steel hard at 950°C. 
and should give a good brick at that temperature. It might also 
work for drain tile. 

James Coogle Farm. This lies 144 miles northeast of East 
View station, and on the east side of the Illinois Central Rail- 
road, Clay exposures can be seen which lie between the Big 
Clifty sandstone and the St. Louis limestone, but they are not 
sufficiently extensive to indicate the quantity or thickness of 
the material. They do, however, indicate that there is probably 
a rather persistent bed of clay shale lying below the Big Clifty 
sandstone. ; 

East View, The two following analyses of a greenish gray 
clay from the property of C. F, Swindler have been supplied 
by C. E. Bales: 


is ak 

StU.” ayer oc ee ean eed 57.20 57.96 
PALL TITTY Ric og ei oe oe Ss ce orn ase 24.06 23.82 
Rerriccosde: nee el ee 5.42 5.90 
Tile recentina eis ee k= 1.42 1.14 
TAT GILES e cote es een Ses corse on vases: £.02)— 1.04 
Ace est! csecisettrlepe a pet oe tae 1.60 1.68 
Ingnition 


wiahuees Socal SATIRE 2 eee, 9.58 8.44 


te 100.00 - 99.98 
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Sample No. Il was fired to 2500°F. and found to be vitri- 
fied. 

Summit. Sam Nelson and James Lesley Farms. These are 
2 3/4 miles south of Summit on a county road, at a locality 
known as Buffalo Wallow.* 


The section shows: 


iS 0 J rere ree eae ee eae ae Ae att he ener Me itis 
MT ANV aS LSU Cs pe eee a ee aa ce EE es 5S Us oh tees plete A oe WY ott 
ATES EON Cle eee ee OE a SA ee et 


The shale is dark gray, free from grit, but contains a small 
amount of limonite. 

Farther up the gentle slope the Big Clifty sandstone out- 
erops. Considerable clay could be removed without having to 
strip off any sandstone. 

The following tests show the character of this shale. (Lab. 
No. 2450) : 


ORTING MAE Ts CIAL Gemeente ee nen Sloe Aaa Appreciable 
VRQ AOiiis Leas DUPRE ON Ea ie net ere ee ek Re St Ee ee Good 
TEVSERGHI oe SI OE Ss Te eee Good 
NSAI REND ENP TOV ERS H SG phen 5 A eee I a ne a ae 25.2% 
STE Ue EL Oem INTC ener ete en ed ee ee ee. 6 minutes 
INS VDETURDDSLS Ope TqlUOy EU meys Ul aysb my oXey al tst 6 [ep ab 01 pa eee Seem ee eer ee ore er 154 
PACT aS ATE ERIC el OMe LETT air) mementos re OO OE Se eee ts 35 
(COL Om a PET ell TUT Sp sees re pre AE Eo eal ht otek A eh Red 
SURSVSR YB are er Eye a ee le ne ee eae a ee eee ene ae Ob Oa Ca 
Fire Shrinkage Albsorption 

% %o 

Oh Oma eee ek es 2.5 15.2 

MUSE GM Cnc ee eee ae 4. 12.4 

aia HSU Cet = teen terres 4. Ay 

ATES) selysceee Aer ok Oe 3.5 8.9 

D240 eee So Viscous 


This clay fires to a good red coior, but is not very dense 
burning. It should make good brick and probably hollow blocks, 

West Point. The plant of the West Point Brick Co. is lo- 
eated on the Illinois Central and the L. H. & St. L. R. R., on 
the southwestern edge of the town. 


*This is not the same locality as that of the same name near Cloverport. 
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The company has twenty-two acres of clay land, and the 
clay is a flood-plain deposit of browaish color, containing scat- 
tered pebbles of chert and other material. 


Fig. 15. Digging clay with steam shovel, West Point Brick Works, West 
Point. 


The clay is excayated with a steam shovel, and hauled in 
tram cars up to the plant where it is passed through a roller 
disintegrator, and a pug mill, Molding is done in a stiff-mud 
side-cut machine, which also has an attachment on the die for 
making rough-texture brick, 

The brick are dried in a tunnel drier, and then fired in 
circular down draft kilns, of which the company has six, each 
32 feet in diameter. Firing takes about 8 to 9 days, and the 
temperature reached, as determined by the pyrometer, is be- 
tween 1650° and 1700°F, 

The products consist of common brick, and rough-texture 
brick, and these are marketed throughout the state. 


Hart Country 


Clay-bearing Formations. This county contains some clays 
that are of considerable interest. 

That portion of the county lying south of the Green River 
has little but residual clay derived from limestone. 
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North of the river there are formations of the Chester series 
consisting of clays and sandstones, while overlying these uncon- 
formably is the Pottsville conglomerate. The contact between 
the Pottsville and Chester is a very uneven surface of erosion, 
and in the Bonnieville region, east of the Louisville and Nash- 
ville Railroad, there is, as has been earlier pointed out by Gard- 
ner an area of several square miles where the Pottsville rests 
almost upon the St. Louis limestone. 

The most interesting and also important of the clay de- 
posits in Hart County are located in the Bonnieville area. 

Gardner (Ref. 13) has noted a large number of localities, 
and the most promising ones were visited during the fieldwork 
on which this present report is based. 

Mr. Gardner had the advantage of seeing sections in freshly 
dug test pits, but still the samples obtained in the summer of 
1921 may be regarded as fairly representative: 

There are certain generalities which can be made regarding 
the Hart County clays, based partly on our own observations 
and partly on Gardner’s. 

They all overlie the St. Louis limestone and in turn under- 
lie the Pottsville conglomerate. The clay overlying the lhmestone 
is apparently a sedimentary deposit, of variable color, high 
plasticity, and sometimes banded. 

In the upper part of this deposit there are found pockets 
of the dense white clay known as Indianaite, which may be mixed 
with colored clays, which occasionally show similar texture. 

It is not quite clear how much of these materials Mr. Gard- 
ner includes under the name of kaolin. He applies it beyond 
doubt to the white Indianaite, and also seems to include certain 
stained clays which could not be called kaolin. 

It is certainly significant that the white clay occurs in 
proximity to the Pottsville conglomerate and may represent a 
replacement of it, as is known to be the case in Indiana. A point 
which would seem to confirm this is a statement by Gardner, 
quoted by Easton (Ref. 10, p. 723) to the effect that the ‘‘white 
clay deposits feather out into the conglomerate as has been shown 
by exposures made in tunneling.”’ 

Gardner also states that this ‘‘kaolin’’ has been experiment- 
ed with in the manufacture of whiteware, with excellent re- 
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sults. Be this as it may, none of the observations made in the 
summer of 1921 make us feel warranted in assuming that the 
white clay occurs in commercial quantities. 

Bonnicville. The following localities were visited in the 
Bonnieville district : 

John Goldsmith Property. On the land of John Goldsmith, 
314, miles southeast of Bonnieville, the so-called kaolin is ex- 
posed in a gully 400 yards southwest of the house. In texture 
it much resembles the Indianaite from Lawrence County, In- 
diana, but the colors are white, yellow and brown. There is also 
considerable limonite and manganese mixed through the clay in 
the form of lumps and bands. The clay where exposed is about 
4 feet thick, and is overlain by about 4 feet of Pottsville con- 
glomerate. It is probably not of commercial value. 

This locality is about 1 mile north of the Mrs. J. B. Isaaes 
place and about 2 miles west of the Mrs. John B. Moss farm. 

No sample was tested. 

Mrs. J. B. Isaacs Property. This is located 414 miles south- 
east of Bonnieville, and 214 miles east of Dividing Ridge sta- 
tion on the Louisville and Nashville Railroad. The clay is ex- 
posed on the north side of the hill 400 yards south of the house. 

The section shows: 


Covered hillside with ‘float’ boulders of Pottsville 


Conglomerate ste a Se ee 30 ft. 
Gray Clay UML Tad SDOCKE no eee 2.5 ft. 
Licht drab clay; of good plasticity... 10 it. 
(SOF GE SU once cisnat ay attswascee sconces ete Uae eee 


The St. Louis limestone may lie not far below but is not 
exposed. Exeavation of the clay could not be carried very far 
into the hill without encountering considerable overburden. 

A sample of the clay (Lab, No. 2406) tested showed it to 
be of non-caleareous nature and good plasticity. It has a linear 
air shrinkage of 8%, and fires to a red brick at 950°C. with 
1.9% absorption. It fires too dense for common brick, but pos- 
sibly could be used for drain tile if mixed with a more sandy 
clay. It is not a fire clay. 

An analysis of the material given by Gardner shows 5.04% 
of ferric oxide, and 10.43% of fusible impurities. 
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S. J. Murray Place. This is located 3 miles southeast: of 
Bonnieville. 


Gardner also mentioned this locality and gave the section 


as: 
Ft. ibn, 
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There are some old test pits near Mr. Murray’s house, and 
he reports that different parties have from time to time en- 
deavored to work this material but without success. He further 
states that one of the test pits showed 6 feet of kaolin with 12 
feet overburden, in another 7 feet overburden, and_-in still an- 
other 15 feet. The clay, Mr. Murray states, changed constantly 
in color in all the test holes, being white, brown, yellow, pur- 
ple, pink, ete. In places the clay also shows what appears to be 
a manganese stain. 

It is true that some parts of the deposit as pointed out by 
Gardner from a chemical analysis will run low in iron oxide, 
but the deposit as a whole, can hardly be regarded as suited 
for the manufacture of any high-grade products. 

James Riggs Place. Mr. Riggs’ farm is located 4 miles west" 
of Bonnieville, and the clays are exposed in gullies east of his 
house. 

The clay here lies just above what is probably the Big Clifty 
sandstone, the section exposed in the hill slope showing. 


Soil containing pebbles from the Pottsville 


ED VTeAs Dy ch Vee ee Oe nes PE See Saas ee oe aster rca seseeaeeeteenee WO) sae, 
eStore Gall SCONG Mateo eae Se eet cee eton ete Sele 
@OVeRe dene eee os. ates a i A De ae eats 
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This is apparently the deposit to which Gardner assigned a 
thickness of 15 feet (Ref. 13, p. 41), but at present only 10 feet 
can be seen. The sandstone, below the clay, and now exposed, 
is presumably in that part of his section marked as ‘‘Covered.’’ 

The upper part of the exposed clay resembles the ‘‘kaolin’’ 
of this region, and again lies just below the Pottsville conglomer- 
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ate. It is, however, a little more plastic than the “‘kaolin”’ found 
at other points. The greater thickness of the clay here may be 
due to its representing a thicker bed lying at a lower horizon 
than that seen at other places under the Pottsville. 

The clay, which is drab colored and fairly uniform in 
shade, is not being used. The following partial tests give an 
idea of the physical characters of the material (Lab. No. 2412) 
from the upper part of the deposit. 

It is a clay of good placticity, and non-calcerous character, 
which has a linear air shrinkage of 7.5 per cent. It fires to a 
steel hard, red brick at 950°C., with a fire shrinkage of 7.5 per 
cent, and 1.% absorption. This shrinkage is a little high for 
this low temperature. At 1050°C. the shrinkage is about the 
same and the absorption .7%. 

The clay could probably be used for common brick, drain- 
tile or possibly even common red earthenware, but a clay of 
lower fire shrinkage should be mixed with it. 

A second sample (Lab. No. 2413) from the lower part of 
the deposit, was also subjected to a partial test. It is a very 
smooth, non-calcareous clay of excellent plasticity. The clay 
has an air shrinkage of 7%, and at 950°C. fires to a steel hard, 
red body with 6.5% fire shrinkage and 2.2% absorption. Its 
fire shrinkage is a little high, and it should be mixed with a 
clay of lower shrinkage. 

It could probably be used for drain tile, and common red 
earthenware. 

J. Caswell Place. Four miles east of Bonnieyille at High- 
land’s Mill there are extensive lenses of clay lying above the St. 
Louis limestone on Mr. Caswell’s farm. The clay yaries in color 
from drab to yellow and red, and contains limonite concretions 
as well as being stained with manganese. Several years ago a pit 
10 feet deep was sunk in the clay without reaching bottom. 

No sample of this was tested, but it is probably a red-burn- 
ing clay. 

Rosa Highbaugh Place. This property adjoins the pre- 
ceding Caswell property, and on the former place, about 200 
yards from Mr. Caswell’s house, the same type of ¢lay as de- 
scribed above outcrops. 
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There is at least 10 feet of clay exposed in a gully which fur- 
rows the gentle hill slope. The St. Louis limestone outcrops at 
the base of the hill, while above the clay is found disintegrated 
Pottsville material, so that the Chester sandstone is apparently 
absent. A considerable quantity of clay could be removed with- 
out having to strip off much overburden, but the deposit is un- 
fortunately rather far from the railroad. 

The clay is red, very dense and tough, and contains scat- 
tered stains of manganese. A few specimens of a cup coral 
Zaphrentis were found in it. The following tests were made 
on this material (Lab. No, 2422) ; 
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The clay burns to good color. Its shrinkage ig somewhat 
high, and it should be mixed with a more sandy clay. As it has a 
high modulus of rupture it could stand the addition of such a 
clay. 

It represents a type that could be used for brick, tile or 
hollow blocks. 

Similar clay is said to occur on the farms of W, Cruse and 
W. W. Thorp. 

Pleas Lively Farm. About 1 1/4 miles southeast of Bon- 
nieville on the Pleas Lively farm there is a good exposure of 
clay in the road cut. The section does not show a very thick 
deposit, although boring may prove a larger quantity than ap- 
pears on the surface. It is: 


Red clay, apparently, residual see ooo a eeeccee ceca ene -nw BS sl 
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A few tests were made of this clay. (Lab. No. 2406.) 
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This is a smooth clay of good plasticity which fires to a red 
color. Additional properties are: 


LAN Gar cele SPIER RS dic cppvcenies sei rencs danas weee saci 65% 
HIPS SO Tae 6 FO 0 Cis mwenianrnalipascraeeciannn ebibiedctalae alates saree 5% 
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It is probable that this could be used for brick, tile and 
possibly common red earthenware. 

Mrs. John Moss Place. This lies about 5 miles southeast 
of Bonnieville and is referred to in Gardner’s report (Ref. 13, 
p. 31) as the Philip Moss place. 

The test pit made here is now filled, but is said to be the first 
place where the ‘‘kaolin’’ was noticed in this region. Judging 
from the pieces picked up around the pit, the clay is some of the 
whitest that was found in this region, but the pure white ma- 
terial was only 1 foot thick, according to local reports, and 
hence did not occur in commercial quantities. 

Below the white material were clays of all colors and these 
have also been referred to as kaolins, although they are not 
properly to be classed as such. A bed of coal was found below 
the clay. 

These clays lie just below the Pottsville conglomerate, while 
in a hollow below the old pit is an outcrop of sandstone about 
40 feet thick, which is probably of Chester age. 

Some 15 or 20 years ago some tunnels were driven into the 
hill below the conglomerate and about 3 carloads of clay are 
said to have been shipped from them. 

It will be of interest in this connection to quote two analyses 
of the white clay which are given by Gardner (Ref. 13, p. 32) : 


. 1: II. 
PS UURGS of occes ceraccs tantra taned enone ecco 48.09 42.32 
Pe NMh bc eb (a¥: henry ie ale eine kc ee teeter 34.66 36.92 
ATTIC VORIGCO tenths tienen -78 -62 
TAM 6 Ade pe 27 21 
Wiaen GSIR) js. Sicteataeoatek iene akties 23 -08 
POURS ee atin ieee he ote 74 AT 
ost] 4 (Mace ieee Sree ee Renae ky Pees eee 30 Bh ee 
TT HBMIGOO S16: cba ceecteaves oceans 25 tr. 
ARNOT, asa. dae de tena eeaee 12.68 16.69 
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The second one of these shows a much higher percentage 
of loss on ignition than kaolinite would, and it is probable that 
some other hydrated aluminum silicate is present. 

J. W. Priddy Place. Five miles ‘west of Bonnieville is a hill 
known as Priddy’s Knob, which is the second highest elevation 
in the county, and is capped with Pottsville conglomerate. 

Here on the farm of J. H. Priddy, which lies between the 

old W. G. W. Butler place (to be described below) and that of 
James Riggs, previously mentioned, there are found three dif- 
ferent clay horizons. 
_ Beginning with the St. Louis limestone at the bottom, there 
follows next above a bed of plastic clay, which is in turn covered 
by Chester sandstone. Although it appears to be 10 feet thick, 
it is not a fire clay, and so it would hardly pay to work it. The 
Chester sandstone is at least 50 feet thick. On top of it there 
is exposed on the hill slope 10 feet of drab plastic clay with red 
specks, and which in appearance is very similar to a clay oc- 
curring at the corresponding horizon at the top of a hill on the 
Butler place. Above this clay the section for 20 feet is covered 
by wash material, which is topped by 5 feet of “kaolin”? lying 
just below the conglomerate. It is quite impure here and con- 
tains much iron and manganese. 

A partial test was made of the upper and lower portions 
- of the 10-foot bed of clay above the Chester sandstone. Lower 
part. of clay (Lab. No. 2414). This is a very smooth, non-cal- 
‘ careous gray clay of excellent plasticity. It has an air shrink- 
age of 7% and at 950°C. fires to a steel-hard body of good red 
- color with an absorption of 1.7% and a fire shrinkage of 3.5%. 
It would in fact probably make a saleable product at even a 
somewhat lower temperature. At 1050°C. the clay shows a fire 
shrinkage of 3.5%, 1.5% absorption and deep red color. 

This type of clay could be used for brick, hollow blocks or 

- drain tile. 
Upper part of clay, (Lab. No. 2415.) This clay is non-cal- 
- eareous and of good plasticity. Its air shrinkage is rather high, 
viz. 10%, and it should be mixed with a more sandy clay. At 
950°C. it fires to a steel-hard brick of good red color, 4.5% fire 
shrinkage, and 6. 97%. absorption. 
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It could be used in making brick, draintile, hollow blocks or 
common red earthenware, but not alone. 

J. W. Priddy Place. This lies 6 miles southwest of Bonnie- 
ville and 8 miles southwest of Upton at what was referred to as 
the W. G. W. Butler place by Gardner. (Ref. 13, p. 45.) Since 
the date of Gardner’s report the farm has been divided, Mr. 
J. W. Priddy now having the north section of the old Butler 
place, and Mrs. Louisa Priddy the south section. Gardner’s 
observations were made on the latter half, on the hillside south 
of the old drain, but this is now covered by wash. 

The clay beds at present can be studied in a ravine, on its 
north side, 400 yards east of the Lone Star schoolhouse, and 150 
yards east of J. W. Priddy’s new house the clays outcrop es- 
sentially as given in Gardner’s report, which is: 


Chester sandstonera2 2s eee 20 ft. 
Dralb,, plastiG clay so oooh te ee ee es 10 ft. 
Wihite sandy Site. ee ee ee 2 ft. 
Bie (Clitty said stone: com. 2 oe ee eee 75 ft. 
Drab plastic Clay: <2 ee ee ee 10 ft. 
White and ysheley 2:25 aes eas 2 ft. 
Ste Gowis: limoesten eile se een | sea 6 ft. 


The plastic clays which overlie the St. Louis limestone do 
not run very uniform, and moreover the clay could not very well 
be worked because of the heavy overburden of sandstone, 


Above the sandstone is another clay bed which is better 
exposed and more extensive, This is a gray plastic clay which is 
at least 10 feet thick, and which is separated from the sand- 
stone by about 2 feet of white siliceous shale. The slope for 
about 20 feet above this clay is covered, but above this there 
are indications of more gray clay, which has lumps and streaks 
of a brown plastic clay in it, 


A partial test of the upper clay bed shows that the ma- 
terial (Lab, No, 2404) is non-caleareous and has good plasticity. 
It has a linear air shrinkage of 8.5 per cent. It fires to a light 
red or pink brick, with only 1% fire shrinkage at 950°C. and 
1050°C. The absorption at the lower temperature is 13.1 per 
cent and at the higher temperature 10.8%, 
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It is to be classed as a brick clay but should be mixed with 
a more sandy material. Further tests might demonstrate that 
it might be useful for other purposes. 

The deposit is located rather far from the railroad. 


HENDERSON COUNTY 

This county is underlain by Pennsylvanian formations, 
with the exception of a strip bordering the Ohio River along 
the northern margin of the county. This strip is underlain 
by flood-plain deposits which are utilized in the manufacture 
of brick and tile. 

Clays Associated With Coal. Since many of the coals of 
the western coal field have shales or clays either above or below 
them, and since these materials associated with coals are some- 
times of a refractory character, it is desirable to get all avail- 
able information on this point. 

Easton in an earlier report (Ref. 10, pp. 843-846) has 
given some partial data from several localities in this county, 
although in most cases he does not appear to include figures 
showing the thickness of the bed. These are: 

Baskett. Pittsburg Coal Company. Baskett Mine. A 
dark gray clay 3 to 3% feet thick underlying the coal. It is 
soft, plastic, and has 5% air shrinkage. The tensile strength 
is 84 pounds per square inch. It fires to a yellow color. The 
clay is said to have puffed up when fired at cone 1, but this was 
probably due to its being fired too rapidly. It contains both 
carbonaceous matter and pyrite. 

Bluff City. John Archbold Coal Company. A dark gray 
clay of good plasticity. It has 9% air shrinkage, 10 pounds per 
square inch tensile strength, and fires to a red-brown color. Un- 
less slowly fired it will puff up in burning. It is not a refrac- 
‘tory clay, but is probably to be classed as a brick clay. 

Smith’s Mills. Smith Mills Mine. A dark bluish plastic 
clay underlying the coal. It has 8% air shrinkage, 63 pounds 
per square inch tensile strength, and fires to a yellow color. 
Tt swelled at cone 1, hence would have to be slowly and properly 
heated to prevent this. : 

Spottsville. Green River Coal Company, Spottsville Mine. 
Clay under No. 9 coal, with an average thickness of 4 feet, and 
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a range of 18 inches to 6 feet. This is a dark gray, plastic clay, 
with 6% air shrinkage, and 72 pounds per square inch tensile 
strength. It fires to a yellow color, but swelled and cracked 
in the operation. 

Brick and Tile Industry. The two active clay-working 
plants of Henderson County are both located at Henderson, 
and operated by Kleymeyer and Klutey. This firm has a brick 
and tile works 1 mile southwest of Henderson, the plant having 
been established in 1880. The product is drain tile. 

Clay is obtained from an alluvial deposit a short distance 

from the works, and seems to run in pockets, the rest of the de- 
posit being sand. Borings carried through the clay to a depth 
of 30 feet run into quicksand. 
_ The clay is mixed in soak pits before putting it through 
the tile machine. The tile are dried on pallet racks, and firing 
is done in 3 circular down-draft kilns. The grates of the kilns 
are supplied with forced draft, the pressure being derived from 
an electrically driven fan, and the air distributed to the kilns 
through a 24-inch sewer pipe laid below the yard floor. Burn- 
ing takes 314 to 414 days. The pipe shrinks 114 inches in 13. 

The second plant of this firm is located on the southeastern 
edge of town, and the product consists of common brick. 


Fig. 16. Brick kilns, Kleymeyer and Klutey,; soft-mud plant, Henderson. 
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The clay pit is a shallow excavation on a gentle slope ad- 
joining the works, and the clay has not been dug to a depth of 
over 4+ feet. It is of a sandy nature, and at times shows an in- 
distinct banding. The clay is mostly of a yellow color, slightly 
calcareous, and contains a number of lime carbonate concre- 
tions, which begin to be numerous at about 4 feet depth. The 
clay fires to a red color. 

At the works it passes through rolls, soft-mud brick ma- 
chine, tunnel driers, and then to rectangular kilns. There are 


-Fig. 17. Firing a brick kiln, Kleymeyer and Klutey, soft-mud brick plant, 
F P : Henderson. 


two Dutch kilns, which require about 12 days to fire, and are 
supplied with forced draft in the fire boxes. In addition there 
are two up-draft closed rectangular kilns, of 130,000 capacity 
each. These are said to fire in 7 days. Burning is checked with 
a thermoelectric pyrometer, and the temperature reaches 1800°- 
1900°F. The clay fires to a good red brick. 

E. W. Suss formerly made brick at Baskett, but the yard 
has not been in operation for four years. 


Hopkins County 
The bed rock formations of-Hopkins County are all of Penn- 
-sylvanian age, with alluvial deposits resting on them here and 
there, or with residual clays in places resting on the bed rock. 
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There would consequently seem to be four possible types 
of material to interest the clay worker, viz.: Alluvial clays, 
residual clays, Pennsylvanian red-burning clays, and fire clays 
also of Pennsylvanian age. 

Alluvial Clays. No clays of this type are worked in the 
county. They may form local deposits along some of the 
streams, and more particularly along the Tradewater River, 

Residual Clays. Some of the clays utilized by the clay 
plants of Madisonville might be regarded as of this nature, in 
that they probably represent mellowed shale deposits which 
have been softened by weathering. Otherwise no residual clays 
are worked in the county. They could probably be found at 
different points to supply small plants, 


Pennsylvanian Shales. As the fieid work carried on during 
the summer was largely a reconnaissance, it was not possible to 
make a detailed examination of the coal measures of the western 
field, or even of Hopkins County. From what was seen, how- 
ever, one feels that there is a possibility of finding some good 
shales in the county. Around Madisonville, for example, there 
were several good ‘‘showings,’’ as described below, but thick 
sections were not always available. 

Pontiac Mines. At the No. 9 mine of the Pontiae Coal 
Company, 4 miles south of Madisonville, there has recently been 
sunk a slope which crosses a series of shale beds overlying the 
No. 9 coal, and from which the following section was obtained: 


hed TOrsldusl- clay *..2 5 eS ee ee 8 it. 
medand: yellow plastic clay iol. o¢.<o08 ee 16 ft. 
Smooth shale (called “soapstone”) —...----..---eseee 4 ft. 
Light gray shale with pebbly concretions .................... 20 ft. 
Black fossiliferous, pyritic, SW&]@ wo. eccecseceneceecesene 2.5-3 ft. 
IN'0.00 (COBRA ics cones meee enn cian nba paca ee eee 4 ft. 
Wnderclay: ste. cers pe ee a Ee eee ee Pe 


A sample (Lab. No, 2425) was taken of the 20 feet of shale 
above the pyritie bed, and tested with the following results: 


LAMSON CRMDOU SRS cctecces alse cderteetics fe ek oe eee ae ee None 
age) aici 5 Guan yore te Omer Like RE a ee eee. Sti Stak an)" Fair 
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Slaking time 


Average modulus of rupture, Ibs. per Sq. im. .......-..--ceeec-eeeeeeoos 77.4 
AUTO Vavesb a eee ONSEN ae ee 3% 
COUOIE GURRSIR TNL ANES pe AS NE en ee ee Red 
SUIS / LYNGBY <A eee eee er RN ret ck ol 1000° C 


Fire Shrinkage 


(Linear) Absorption Porosity 
% % % 
ME ee ol 08 atic oes potent ete ile 11.4 26.5 
IMS] U oy a Ose yc gee oe eee BY, 7.0 20.0 
INN Gi eee 4.5 epi el— — aPriass SE 
cb WSS MWK eee EE ee eee 7.0 Sill, Bel ee a ees 
ES Ok Cie aren seen od 8.0 2) eee ee race see, 


The plasticity of the clay is sufficient to work it in a brick 
machine of the stiff-mud type. The air shrinkage is-low and 
the clay fires to a good body. The fire shrinkage is low, and 
the absorption is not excessive. The transverse strength is not 
high. 

This clay should make good common brick and probably 
hollow blocks. It is not a fire clay, as it is overfired at 1130°C. 
It might also work for paving brick. 

A separate partial test was made of the plastic clay (Lab. 
No. 2416) noted in the upper part of the section given above, 
and which clay is probably shale that has been softened by 
weathering. There is some doubt as to the quantity of material 
available, but it could easily be mixed with the underlying 
shale. 

Clay from above No. 9 coal, at Pontiac Mines, 4 miles south 
of Madisonville. 

The clay is non-caleareous and of good plasticity. The air 
shrinkage is 714. It fires to a steel-hard brick of good red color 
at 950°C. with 4% fire shrinkage, and 9% absorption. It could 
probably be used for common brick or hollow blocks. 

At the No. 1 mine of the Pontiac Coal Co., a somewhat dif- 
ferent bed of shale is exposed. Here at the entrance to the 
mine the section shows: 


Shows clay underlying No. 11 coal. 


Shale, very smooth 
GY DSW > sox cea aace dee atin a ee ee 
No 12 coal 


5 
1 
Tsim OS TOME sik -css Seees eek ee 3 
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. 18.- Entrance to mine of Pontiae Coal Company, south of Madisonville. 


In. 


Fig. 19. Strippings of coal beds, Madisonville. The limestone just above 
rails is limestone between No. 11 and 12 coals. 
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The whole series dips slightly, so that the underclay is best 
exposed in the sides of the cut at the entrance. to the tunnel. 
There it presents the appearance of a light-gray soft shale, mot- 
tled with limonite stains. Whether‘it continues of this charac- 
ter in from the outcrop is not known, but at the exposure men- 
tioned it looks like a very desirable material to work, and could 
be mined in connection with the coal. Moreover in the strip 
pits near Madisonville it could be easily obtained. 

The following tests of this material (Lab. No. 2426) indi- 
cate that this material has some rather desirable characteristics : - 


“Via OU ES AYER. CPS NST Good 
LEHTINES EQUI CSP AIREY pce a ee Se ee None 
TENS ONN cope oe ae Very good 
A\WVAZREGSS LOVE REMUS) mC ype Ea cae ar one ee ee 17.7% 
SS REUSE BAN SS BTR so Sa ee 19 minutes 
Average modulus rupture, Ibs. per sq. im. .u...--........eeeeeene eee ee 224 
PRUE SOUR ALC MALILCAT nee te te ef: Pee ee tet ce cater swans wig de ime ect 8% 
ORSAY ARES Oe Tas ROO es ee an eee ee ee ee Red 
SSNHSRIE SeNere ps aka Spe ee a 950° C. 
Fire Shrinkage Absorption 

% % 

hy Oa Curae eo ee 15 15.4 

OD Oa me eee ee 2.5 9.4 

AUD ADS es Os esti ee oe ee 2.5 6.8 

NTO oie Oye ere 6.0 et 

ES OR Cee oko ees 6.5 5.4 

BUPAS UE OAR eee cree ee 8.0 6 


The air shrinkage is a little high, but the plasticity and 
modulus of rupture good. Fire shrinkage not excessive. It 
should work for brick, hollow block or drain tile, and possibly 
paving brick. It is also worth trying for common stoneware. 
It is not a fire clay. 

Stanley Coal Company. This company has a mine located 
3/4 mile northwest of Morton’s Gap, on the west side of the 
Louisville and Nashville Railroad. A tunnel has been driven 
on the No. 9 coal: The roof of the coal is a carbonaceous and 

‘siliceous shale, while below the coal is a 4-foot bed of gray shale. 
Unfortunately the mine was not in operation, and consequent- 
ly we were not able to get a sample representing the full depth 


94 CLAYS OF KENTUCKY 
of the deposit. That taken came from the upper foot, and may 
have been slightly weathered. 

Such as it is represents a non-caleareous clay, of very 
smooth character, but containing numerous tiny mica scales, Its 
other properties are; 


Pla Sthei ty. sccucowesicetednuscucesainssetonss aieedasessSienanecaatten pests tmsetSnedat ae Barret ches Good 
CPE Wa bah gal mds t: peepee nee rene poten cic ee erter rane mie Caen e) ACR OE 19 minutes 
Ain pirinksage (Hier) sec ccceseaseeeaceategoas cence eae ieee 5% 
Color after firing, reddish buff, changes later to deep red. 
Steel lard ieee tliat hontai eae 950° C. 
Fire Shrinkage Absorption 
Jo %e 
96 0s Gin et eo ec eee 15 10.9 
90S s'\G aout ons Stee 5.0 3.3 
iG ea Cee eee 5.6 5.3 


The material is not refractory. If any quantity covld be 
mined with the coal it might be used for common or face brick 
or drain tile. 

Hart Coal Corporation. At the mine of this company 1 
mile south of Madisonville there is a somewhat strong outecrop- 
ping of a purplish clay shale in the railroad cut near the shaft. 
Nothing is known of the exact extent of the material as no bor- 
ings were made, but some local engineers believe there is a con- 
siderable tonnage of it. 

The material (Lab. No. 2427) is non-caleareous in charac- 
ter, and of good plasticity. It molds easily, and has a linear air 
shrinkage of 6%. 

When fired it gives a nice reddish-buff brick at 950°C. 
which has 2% fire shrinkage and is steel hard, while at 1050°C. 
it is red, with 6.5% fire shrinkage and only 2.8% absorption. 

The material could probably be used for common and face 
brick, hollow blocks and drain tile. 


Fire Clays. No true fire clays were found among any of 
the samples examined from Hopkins County. 

Hutchinson (Ref. 20) in describing the coals of Hopkins 
County refers to fire clays in several places, but offers no eyi- 
dence to prove that they are really of refractory character. 
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Thus he states that they occur under coals Nos. 9, 10, 11, 
12, 14, 15e and 15e. We found no evidence. of their existence 
under coals 9, 11 and 12. 

Brick and Tile Industry. There are two active clay plants 
located near Madisonville, one making brick, the other drain 
tile and hollow blocks, 

W. L. Hall Plant. This is located in the southwest part 
of Madisonville, on the Louisville and Nashville Railroad coal 
switch. The product consists of common brick, face brick, and 
low-grade fire brick, which is sold chiefly to a local market. 
There are two pits which are in different parts of the same de- 
posit. The material used is a partly weathered clay shale most- 
ly of yellow and reddish color, while in the bottom of the pit _ 
the beds are harder, less weathered and of a bluish and red 
color. 

One pit shows the following section; 


Ft. In 
SS ge a RR a nn CR Red ey eh Se 10 
SEO Wits SUT OC CLAY rae a eee ees eee soz. ee 6 
ieyevelsstemavi ins (Gp cates Sees Te eee ea ey eee 1 6 
WAZ Celi e201 2 hci eee” et Se Re eS ce ee 5 
JBER2 I) UNAWARE 6G inh ee ese ee ee ee ee eee 5 


Most of the elay fires to a red color, but bluish clay shale in 
the bottom of one pit fires to a buff color and is termed a fire 
clay. 

In practice all of the clays except the ‘‘fire clay’’ are mixed 
together but the latter is dug separately. 

The clay is gathered under a drying shed, crushed in a dry 
pan, screened and then molded in a dry-press machine. The 
bricks are fired in Dutch kilns. A sample of the so-called fire 
clay was examined and the material (Lab. No. 2429) was found 
to be caleareous in spots. 

It is of excellent plasticity, but has a somewhat high linear 
air shrinkage of 9%. It fires to a buff color but is not a fire 
clay. It could be used for face brick but is not recommended 
for tile. s 

At 950°C. it gave 3.5% fire shrinkage and 9.2% absorption. 

At 1050°C, the fire shrinkage was 4% and absorption 4.8%, 
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It would be advisable to mold it dry press instead of by 
a plastic process on account of its high air shrinkage. 
Madison Drain Tile Company. This plant is located on the 
eastern edge of Madisonville. The product consists of hollow 
block and drain tile. 


Fig. 20. Clay pit and plant, Madisonville Drain-Tile Company, Madison- 
ville. 


The deposit of clay, which adjoins the works is a weathered 
shale of Pennsylvanian age, and the section is as follows: 


1S Yoh Ue iene PR te aes ree ray SNe = Seen Eg Se PEE ee EN WS 4 
(01 CNL eee incinerate MOE SS ee 5 ft. 
APTA CLAY BBL G hacchanaccpwuctcn ats cans Srewsoegee tere cee tae eee eee ; 12 ft. 
Sandstone —_— 


The clay is loosened up by a plow and then hauled to the 
plant by means of a scraper operated by a long eable. Only the 
5-foot layer is used, the surface soil being first stripped off. 

The clay is put through a rolls, and then a pugmill, after 
which it is molded in a stiffmud machine. The ware is dried 
on racks under sheds, and firing is done in 2 cireular down-draft 
kilns equipped with a thermo-electrie pyrometer. About 48 
hours are required for water smoking and 72 hours more to reach 
the finishing temperature of 1850°-1950°F. The ware is liable 
to develop a scum especially if set in the kiln too moist, but 
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eareful drying eliminates most of this trouble. The clay fires 
to a good red color and the product is steel hard. 

A partial test was made of the lower shale which is not used. 
The material (Lab. No. 2428) which is non-caleareous showed the 
following properties: 


JEUGNSUI GI acon etches a ceca oa eae eet teh RR tee ee i Excellent 
FAGreSRiCNKAPe HCMC TL) meee eee: nies < SRO of Pe ge a 1% 
CONDI ER ck UGS eset TT 2 ee eel cere ee OD pid ate ee oe ae Red 
SESH TEM cosaa egg ees Ne ea ee Stele nee Mee San ae ee Mas SOO Ee are ae 950 'C: 
Fire Shrinkage Absorption 

% Jo 

Ob Oe Ge eee ce ip A, 

a US OS AR eee aos ee een Ws 3.2 

a1 () eee aereee ee tee ee 35 


This appears like a clay that should work for red brick, 
drain tile or hollow block. It is not refractory. 


Livineston County 


This county contains residual clays derived from Missis- 
sippian rocks, which could be used for common brick. Flood 
plain clays may also oceur under the flat terraces bordering the 
Ohio River, and represent the type used for common brick and 
drain tile. 

Fohs refers (Ref. 12) to shales of light green and purple 
color, 2 3/4 miles southeast of Lola near the Livingston County 
line. They are said to be plastic and of non-calcareous charac- 
ter, but no data are given as to their extent or physical charac- 
ters. 

A deposit of historic rather than commercial interest at the 
present time is the Stevens fire clay mine which was operated 
a number of years ago by the Western Clay and Mining Co. of 
Kewanee, Ill. It is located on the border line between Living- 
ston and Crittenden counties, 2 miles a little south of east from 
Salem. 

The material is a siliceous residual clay which is said to oc- 
cupy a fault fissure between limeStone and quartzite. (Ref. 28) 

At the present time the workings are inaccessible as noth- 
ing has been done there for some years. 


C of K—4 
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Fohs has noted (Ref, 12) that within a radius of 3 miles 
of Smithland on the east side of the Cumberland River, there 
are exposures of hard siliceous fire clay, resting unconformably 
on Mississippian limestones, and capped by ferruginous sand- 
stone and chert conglomerate. They are supposed to be a part 
of the Lafayette formation. No tests of the material are given, 
but it is said to have been formerly shipped to Illinois. The de- 
posits do not appear to have been worked for a number of years. 


MUHLENBERG COUNTY 

This county is underlain by coal-measures rock except a 
small piece in its southwestern corner where rocks of the Chester 
series occur, 

Shales Associated With Coals. Samples of the shale or clay 
underlying the coal beds were collected from a number of mines 
in this county to determine whether any of them might be re- 
fractory. None proved to be of this character, but the few tests 
made on them showed that in many eases they could be used 
in the manufacture of structural clay products. 

Central City. Gibraltar Coal Mining Company, located on 
Illinois Central Railroad, 114 miles east of Central City, and 
working No. 9 coal. The under clay is a hard, dark gray, mod- 
erately gritty shale, containing leaf impressions, and having a 
thickness of 214, feet. It is very similar to the under clay of 
No. 9 coal at the Madison Coal Company’s Mine near Central 
City. 

The following analysis of clay associated with the coal in 
the mine of the Frankel Coal Company, has been supplied by 
C. E. Bales: 


rch Ub Palestine: cereal Agia tebe wee Pe Ss BS 61.24 
PA a Hea ec eawoee leases ee peeve, hee 25.83 
errio, Oxkde kisser pete i ee 3.12 
|W ba ah: eee ee eee ear Ry Saree ee ae en me a 1.04 
BUR Pg eC cicy |: pe eens er Ma ee a ARO tae Se ert 14 
OWA: H Ul: Sie eee: ee. Meee EI aed 90 
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100.03 


This is evidently not a refractory clay if the composition 
throughout is like that indicated by the above analysis. 


WESTERN COAL FIELD—SOUTH CENTRAL KENTUCKY 99 


Madison Coal Corporation, located on the Louisville and 
Nashville and the Illinois Central railroads. The No. 9 coal is 
being worked. The under clay is a hard, dark eray, slightly 
gritty shale, with leaf impressions and slickensides. It is 214 
feet thick. The material (Lab. No. 2452) is non-caleareous and 
carbonaceous. Its plasticity is rather low, and the linear air 
shrinkage 2.5%. It burns to a red color, and could be used 
for making common brick, but it would be necessary to fire it 
slowly between 800° and 900°C. in order to get rid of the car- 
bon in the shale and prevent swelling and black coring. 

At this same mine coal No. 11 is also worked. The under- 
clay here is soft when wet and weathered, of dark gray color, 
and somewhat iron-stained. It is only 18 inches thick. 

This material (Lab. No. 2451) is a non-calcareous shale, 
which develops only moderate placticity when ground and mixed 
with water. It fires to a red color, and can only be regarded 
as a common-brick material. 

Meran. Pacific Coal Mining Company, located 3 miles 
southwest of Central City on the Illinois Central Railroad and 
working No. 9 coal. The underelay which is 2-3 feet thick is 
a dark gray very hard, sandy shale, with limonite stains and 
small specks of muscovite mica. When exposed to the weather 
it changes to a pale green color and slakes to small scaly parti- 
cles. 

The material (Lab. No. 2453) is caleareous in character and 
grinds up with water to a very lean mass. It has 2.5% linear 
air shrinkage, and fires to a red but not to a very hard body 
at 950°C. It is not a very desirable material even for common 
brick, nor is it a fire clay. 

Mercer. Mercer Coal Company, working No. 9 coal. The 
underclay is a dark gray, slightly gritty, hard shale, which gets 
soft and sticky when wet. It is evidently similar to the under- 
clay of the Madison Coal Company of Central City. The miners 
use this clay to plaster up their stoves. 

Gibraltar Coal Company, located along Illinois Central 
Railroad, and working No. 9 coal. The under clay, which is 4 
feet thick, ig dark gray, very hard and slightly gritty. When 
ground and wet it becomes quite plastic and is similar to the 


100 CLAYS OF KENTUCKY 


same bed found under No. 9 coal at the Madison Coal Company’s 
mine, Central City. 

Brick Industry. The only brick plant in operation in Muh- 
lenberg County is that of the Central City Brick Company, lo- 
cated 14 mile northeast of Central City on the Illinois Central 
Railroad. The product is dry-pressed brick for common use, 
and supplies a local market. 

The clay is probably a residual deposit which shows a sec- 
.tion of: 

OL) eases Ghia din Snes Sooantinte allie dias met aie cele n heer deat ocimeoaeaet an eae mate 1-3 ft. 


Yellow loam 
Clay and! aneulars TOCk Cae itl G Git nance serene 


The loam contains small streaks of a whitish clay. 

The clay, after stripping off the soil, is eut up by a disk 
harrow and then hauled in wagons to the plant. There it passes 
through rolls, screen and is then dry-pressed. Burning is done 
in two Dutch kilns and takes about 12 days. The brick are of 
a pale red color but steel-hard. 


OuIo County 


All of Ohio County is underlain by Pennsylvanian forma- 
tions with the exception of a narrow tongue of Mississippian in 
the eastern part which follows the valley of the Rough River 
nearly half way across the county. 

Gardner in his report on the Hartford quadrangle, (Ref. 
3), states that clay deposits of three types occur, viz.: fire clay, 
clay shale and residual clay. No tests of these are given. 

The same author remarks that at one time considerable fire 
clay was shipped from Horton to P. Bannon and Company in 
Louisville. It was mined 114 miles east of town on the A. V. 
Thomson farm. None has been shipped for some years. 

Clay shale is said to be common in the form of interstrati- 
‘fied members of the coal measures, and those free from conere- 
tions are easily accessible, but no specific localities are listed. 

Residual clay of use for common brick ean be found, and 
it has from time to time been used locally. 

In the general section given by Gardner there is indicated 
a 15-foot shale over coal 10, and plastie clays under the Schultz- 
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town, Beaverdam and Millsite coals, but no tests of these are 
given. 

Several localities of clay are also quoted by Easton. (Ref. 
10, p. 874.) 

One of these is on the Powers Place at Narrows, on the 
Illinois Central Railroad between Owensboro and Horse Branch. 
The material is thought to be a partly weathered shale and is 
said to fire to a white color. Another sample from the same 
place fired to a creamy yellow. 

Along Boards Switch, 3 miles southeast of Fordsville, a 
6-foot bed of clay is noted as lying above the Mitchell limestone. 
lt fires to a dark red color, is nearly vitrified at cone 01 and 
viscous at cone 6. 

Gardner (Ref. 13, p. 217) notes a clay from Bald Knob 
Church, Caney precinct, on the Pinchico Road. It is said to lie 
2 feet below a coal bed, but the thickness of the clay is not given. 
The analysis which he publishes indicates that the clay may be 
of a buff-burning color, although this can not be predicted with 
certainty. It is: 


SHUN apa ce te eRe eS 62.76 
PNT RUBE Coane pee an te er Seen eee eee 26.42 
STP CO KL Ul Omens eereaee teen ee ee 1.58 
TUGRCIVSD | OE pce ee eee ee eee a ae ee ee een 32 
VIVE WIGS eae eee a aoe ee eee ee at Bee 
POU SY ae ro a teat en oe ee ce en sere epee i 
FS LOK 6 IG Beaman Se een oh Sa, Be eyes cremate eRe te Ser 26 
TenitOM pan deem O1s beers eee eee eee TUBS 

~ 99.98 


Gardner also refers to a 4-foot bed of dark gray clay under 
the No. 9 coal at Coffman. No tests of this are given, but the 
chemical analysis suggests that it is red-burning and not refrac- 
tory. 

TAYLOR CouUNTY 

Gardner has referred (Ref. 13, p. 54) to the deposits of so- 
called kaolin along the border of Larue and Taylor counties. 
They all lie below the Pottsville and above the St. Louis lime- 
stone and are similar in their physical characters to those de- 
scribed from around Bonnieville. They lie too far from lines 
of transportation to be of much commercial value. 
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Residual clay from the St. Louis limestone occurs at a num- 
ber of points and could be used for common brick if necessary. 
Easton (Ref. 10, p. 883) refers to one deposit on the J. T. 
Purvis place on the Campbellsville road, 114 miles southeast of 
Hibernia. The material is described as having good plasticity, 
and firing to a red color. It has 5% air shrinkage, a tensile 
strength of 71.5 pounds per square inch, and a fire shrinkage of 
7%. It vitrifies below cone 1 and is viscous at cone 6, 

At Campbellsville there used to be a small brick plant lo- 
cated on the property purchased for the Russell Creek Academy. 
The material is a residual clay. This was used to make hand- 
molded brick. At the time some new school buildings were to 
be erected the authorities of the institution installed a soft-mud 
brick machine operated by a tractor. The bricks were fired in 
a scove kiln and then used in the new school buildings. The 
machinery is now for sale. The procedure is a common one in 
many regions, where clay is easily obtained and there is a temp- 
orary demand for brick. 


Union County 


This county is completely underlain by Pennsylvanian form- 
ations with the exception of a strip of alluvial deposits along 
its western and northern edge. These alluvial deposits are 
former sediments of the Ohio River. There is also a possibility of 
finding flood plain deposits along the Tradewater River, which 
forms the southwestern boundary of the county. 

Little is known regarding shale formations in the coal 
measures as no detailed study has been made of these. The 
following data are available on this county: 


Sturgis. The Quinwin Brick and Tile Company has a plant 
on the edge of town, the product being building brick and drain- 
tile. There are about 20 acres of clay land belonging to the 
plant. The clay pit which lies just south of the works shows a 
tough, jointed clay, about 12 feet deep. It resembles the Ohio 
River clay dug at Paducah and may represent a high terrace 
deposit of the Tradewater River. Borings have shown that the 
clays runs 30 feet deep. There is some difference between the 
top and bottom clay, for the lower part of the deposit has less 
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shrinkage, makes a good drain tile, but not as good colored a 
brick as the top clay. 

The clay after being dug is carried up to the adjoining 
factory by a feeder, and then passes through a rolls and pugmill. 
Molding is done in a stiff-mud machine with a revolving cutter. 
The bricks are dried in tunnels and fired in circular down-draft 
kilns of which there are two. It takes 8 days to complete the 
firing, and according to the pyrometer a temperature of 1800°F. 
is reached. The clay makes an excellent product. 

Below the No. 9 coal in the No. 2 mine of the west Kentuc- 
ky Coal Company, is a non-caleareous shale, which develops fair 
plasticity when worked up with water. It has 3% linear air 
shrinkage, and at 950°C. fired to a red, steel-hard body. It could 
be used in the manufacture of brick, and possibly hollow blocks. 

Uniontown. Alhorn and Waller have a drain tile works 
located on the flat land at the southwestern edge of the village. 
The clay is probably a portion of the alluvial deposit of the 


Fig. 21. Circular downdraft kiln, drain-tile plant, Uniontown. 


Ohio River. It shows a vertical jointing. The pit which is a 
shallow excavation lies about 250 yards west of the plant, and 
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the clay is hauled there by wagon. Lime pebbles are not un- 
common in the clay. 

The elay is put through rolls, and then discharged onto a 
short conveyor belt which carries it to the soakpit. It is then 
shoveled into a pugmill and passes from this to a stiff-mud ma- 
chine. The tiles are dried on pallet racks. The plant is equipped 
with one circular and one rectangular kiln. The temperature 
of firing is not known. Drain tile up to 12 inches diameter are 
made. 

Henshaw. The Henshaw Brick and Tile Company has been 
in operation here. Easton (Ref. 10, p. 884) states that they 
use a dark siliceous soil, which gives a bad brick because of the 
amount of lime carbonate in it. The clay has fair plasticity and 
fires to a red but rather porous brick. 


WEBSTER COUNTY 


Webster County is entirely underlain by Pennsylvanian 
formations which should be prospected for shale deposits similar 
to those found around Madisonville, Hopkins County. 

In addition it is bordered on the northeast by the Green 
River, and on the southwest by the Tradewater River, along 
both of which it may be possible to find flood-plain clays. 

Sebree. U.S. Bishop and Sons are operating a plant two 
miles east of Sebree on the Green River. They manufacture 
drain tile, hollow block and a few common brick. The tile are 
often shipped by boat during high water, and floated out to the 
farms where they are to be used. 

The clay is a flood-plain deposit in which the section is: 


POOLE teas meee bases ack scasep ea Gat uae nen caw one aee ceeee ae meeemnat e % ft. 
Yellow, “redsburning, Clay to he eer 3 ft. 
HED EY egal Eh et Om arepcmtncc et crane AEM OR cae ere j Pre w 
Eek gc b:, gcn carat St Eee ater oe Ee CEC at. ww cc a) 30 ft. 


(10 feet of it exposed.) 
Pe" an of the clay is used after stripping off the soil. It is 
hauled to the stock shed first. When used it is put through rolls 
and pugmill before being fed to the stiff-mud machine. The 
ware is dried on pallet racks, and on the floors of a two-story 
drying shed, being left there from one to two weeks. 
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Firing is done in a 30-foot circular, down-draft kiln, and 
a second one is under construction. The firing requires about 
5 days, and this is sufficient to give a good hard tile and hollow 
block, : 

The clay is liable to seum both in drying and burning, but 
the lower portion of the clay deposit causes more trouble in 
this respect than the upper part. 

The clays in the pit are mixed, although the lower one fires to 
a light pink, and the upper one to ared. The latter is also more 
plastic and has a higher shrinkage. Scattered pebbles and a 
few large lumps of both limestone and chert occur in the clay, 
but most of these are thrown out in the mining. 

Providence. The Providence Brick Company has a yard 
located along the Louisville & Nashville Railroad, about 3/4 
mile east of town, the product of the same being common brick, 
made chiefly to supply a local market. 


Fig. 22, Providence Brick Company, Providence. 


The material is plowed, collected by scrapers, and hauled 
to the works, where it is crushed in a revolving disintegrator, 
sereened and then molded in a dry-press machine. The bricks 
are fired in rectangular kilns, and the process requires 12-14 
days. The clay burns to a pale red color, but makes a good 
brick. 
~ _Underclays of Coal Seams. A number of samples were col- 
lected from different coal mines in order to ascertain whether 
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any of them were of refractory character. None of them proved 
to be fire clays, but some burned to a good red body. 

Providence, Wynn Coal Company, located 3/4 mile east of 
Providence on Louisville and Nashville Railroad. Working No. 
11 coal, which has a limestone roof. The underclay is 314 feet 
thick, of dark gray color, slightly gritty, and not very hard. 
It has a little iron stain. In its fresh condition the material 
is a slightly caleareous, carbonaceous clay of poor plasticity, 
which fires to a red color, and makes a fair brick. It stands 
in rather strong contrast to the sample obtained from under 
the same coal at the Pontiac mines south of Madisonville. Weath- 
ering would undoubtedly improve it. 

Economy Mining Company, Y mile north of Providence on 
a spur of the Louisville and Nashville Railroad. The clay below 
the No. 11 coal at this mine is 3 feet thick, moderately hard, 
slightly gritty and of dark gray color. It is evidently similar to 
the preceding. 

Hunter Coal Company, Mine No. 2, located 14, mile south- 
west of Providence on the Illinois Central Railroad, and werking 
No. 9 coal. The underlying material is a shale, 314 feet thick, 
hard when fresh, dark gray in color, and slightly gritty. When 
weathered it is soft, and shows a few limonite stains, as well as 
having a slightly salty taste, due to soluble salts. It is 5 feet 
thick. 

This material does not develop very good plasticity in its 
fresh condition, but could be improved by weathering. It fires 
to a good red, hard body at 950°C, 

Highland Mining Company, located in the. town of Provi- 
dence, and on both the Louisville and Nashville and the Illinois 
Central Railroads. The material under the No. 11 coal, which 
this company is working is very similar to the preceding. 

Clay. West Kentucky Coal Company, working No. 12 coal. 
In their No. 2 mine the under material is a very lean, carbonace- 
ous shale, which is not to be reeommeyded for the manufacture 
of clay products. 

Wheateroft. West Kentucky Coal Company, working No. 
11 coal. In the No. 4 mine, the material under the coal is a shale 
which works up to a mass of fair plasticity. The linear air 
shrinkage is 3.5%. At 950°C. it fires to a red body which is 
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nearly steel hard and has 0% fire shrinkage. At 1050°C. the 
body is steel hard, with 1.5% fire shrinkage and 7.7% absorp- 
tion. This material should make a good red brick, and could pos- 
sibly be used also for hollow blocks. © 


CLIFTY CONSOLIDATED COAL COMPANY. 
The following tests of a clay from mine No. 1 were supplied by 
C. E. Bales. 
Clay from Mine No. 1.—Clifty Consolidated Coal Company, Clay, 
Webster Co., Ky. 


TENTION IOSS hese eee ee eee ee 11.16% 
STG a eens eee Jit ea Sk ater BO oe Te 58.05% 
py oyeeep a V-\.iee ane BN eee oe ee 4.07% 
PAST TUT YR Tae ee cee enon Aik 8 23.09% 
WAL ASYEN oe eee eee 1.48% 
TAM ICES WSN, eo eee epee 0.26% 
SOGa—DOtasiy etc = ee pee ete 1.68% 
Sul phirre trioxide@g.2-. Undetermined 

99.79% 


Black color, moderately gritty, slaked readily. 
Thin veinlets of coal and some pyrite present. 
Water required to make plastic mass 17%. 
Plasticity, good. 


BNGTeay ie eset TST ceed reece eee % inch to the foot 
Winer SMTi NK aS Cy see erate ? inch to the foot 
STNG eee ee a en es SS ? (Swelled up) 


Fusible before blowpipe. 


When heated in a kiln to 2400° F. swelled a great deal and became 
completely vitrified. It is not a fire clay. 


Clay from (Mine No. 2.—Clifty Consolidated (Coal Company, Clay, 
Webster Co., Ky. 


: Ignition VOSSHe eee eee ies 8.80% 

SUTTCA aeons eee eee ad a 57.24% 

INO Opel), chee oe eee ecto cee ee 5.12% 
PNAS HET W NUS: Rea esa re ie i eae ee ee Oe 25.96% 

UD phed (oc, <a ee eee Se ee eer 0.99% 

DIVES ON NSIS i ac ce er ee cee ee 0.30% 
SOGa = DOCS yess se ane Pianeta 1.70% 

Sul pharmratriomid eye eee a. Undetermined 


100.11% 
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Black color, moderately gritty, slaked with difficulty. 
Thin veinlets of coal and some pyrite present. 
Water required to make plastic mass 16%. 
Plasticity, good. 


AAY STP IST CNG 6 teres arcssinatabpectasaavconens 5/16 inch to the foot 
TS SHPIMEAGS Coeiscscdesscutadevouiccnieh 7/16 inch to the foot 
yt Moyo) cen noe Bear eNe oo we. nee en oe % inch to the foot 


Fusible before blowpipe. 


When heated in a kiln to 2400° F. it assumed a brown color and 
reached the state of incipient vitrification. 
No good for fire brick. 


Ashbyburg. The Clark Manufacturing Company has a 
plant located along the Green River at Ashbyburg, and is en- 
gaged in the manufacture of common brick, drain tile and hol- 
low block. The market is somewhat local, and the product can 
be easily shipped by boat along the Green River. 

The clay deposit which is of the flood-plain type shows the 
following section: 


BO Tl ease aa ene cag cee igh me es 1% ft. 
GTBY DIRStLO Clay che See Se re ee ee 35 it. 
Black sand. 


Only 10 feet of the clay is exposed, the total thickness hav- 
ing been determined by boring. 

A mixture of the upper clay and soil is used, and the only 
visible impurities in the clay are small concretions of limonite 
which may get into the product. 

After digging the clay is piled under drying sheds. It is 
subsequently passed through rolls and pugmill into the stiff-mud 
machine. Drying is done under sheds and requires from 4 to 
10 days, according to the weather conditions. The plant is 
equipped with 8 circular down-draft kilns, 26 to 28 feet in diame- 
ter. It takes about 4 days to bring the kiln up to 1750°F. (as 
measured by thermo-electrie pyrometer) and it is held at that 
temperature for 24 hours, 

The lower clay is especially apt to develop a scum on the 
ware. Hollow blocks and common bricks are made entirely from 
the upper clay, but for drain tile the lower clay is mixed with 
the top. The clay fires to a hard product with a good ring. 


CHAPTER V. 


BLUEGRASS REGION AND ITS SURROUNDING BELT 
OF KNOBS 


This chapter includes the territory of the Bluegrass region, 
and the surrounding rim or belt of territory, sometimes spoken 
of as the Knob country because of its peculiar topography. 


Clay-bearing Formations. The formations which contain 
materials of value to the manufacturer of clay products are 
the following: 

1. Surface clays of Pleistocene Age. These are represented 
by alluvial deposits, like those underlying the terraces along 
Ohio River, and which are worked at Maysville for the manu- 
facture of building brick. 

2. Tertiary clays, represented by isolated deposits of the 
Irvine formation in Madison County, and of value for making 
stoneware and art pottery. 

3. Waverly shales, outcropping in a semicircle from Vance- 
burg to Louisville and containing several good red-burning 
shales such as the Rosewood, of Jefferson County, the New Provi- 
dence shale which is of great extent, and the Bedford shale found 
only in the east side of the Bluegrass region. 

One of these, the new Providence, is utilized in the manu- 
facture of common brick, hollow blocks, drain tile, paving brick, 
and red earthenware. The others can also be used. 

4. Devonian shales, as the Ohio formation, of value only 
where it has weathered to residual clay. 

5. Silurian shales as the Estill and Lulbegrud, found on 
the east side of the Bluegrass area. These are smooth, plastic, 
red-burning shales which can be utilized for building brick, hol- 
low blocks, drain tile and earthenware. 

6. Ordovician shales, like the Eden formation opposite 
Cincinnati, and the residual clays derived from the Ordovician 
limestones. These are capable of being used for building brick. 
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Barn County 

The western half of the county contains residual clays de 
rived from Ordovician limestones which could be used for brick 
manufactures, but most of them are rather remote from lines 
of transportation by rail. 

Estill Shales. Excellent exposures of Estill shales are found 
on the Bert Cornett farm, 3 miles south of Olympia. Here the 
barren knobs formed almost entirely of Estill shale, over 100 feet 
thick, cover probably 10 acres. They are close to a railroad 
track formerly used to connect with the iron mines of this dis- 
trict, and are excellently located to be worked. There is further- 
more no overburden to be stripped off of the shale. 

Farther north on the land owned by the Rose Run Iron 
Mining Company there are similar knobs of the same shale. It 
also outcrops on the property of W. M. McLaughton, 1 mile north 
of Olympia station. Here it is slightly weathered, and the Ohio 
shale, also weathered in places, outcrops farther up the hill. 

The Estill shale is a very plastic, smooth, soft shale which 
works up nicely. Physical tests of it are given under Estill 
County in this chapter. 

Foerste (Ref. 11, p. 33) states that at Salt Lick on the 
Chesapeake and Ohio Railway, a few miles west of Farmers, 
the Licking River Railway runs in a southeasterly direction. 
One mile east of Salt Lick and along the railway a section of 
the New Providence (Cuyahoga) shale 108 feet thick is ex- 
posed. It contains a few thin beds of sandstone, but they are 
not in sufficient quantity to cause much trouble. Underlying 
this shale there is 1414, feet of black Ohio shale, and 15 feet of 
Bedford shale. 

At Caney’s Switch there is 5514 feet of New Providence 
shale, but it is of very sandy nature, containing a number of 
sandstone beds. 

At Olympia Springs, a hill 1/2 mile east of the town shows 
47 feet of New Providence shale. It contains a little sandstone 
and some nodular ferruginous layers, but Foerste expresses the 
opinion that these could be easily thrown out. 

_ Salt Lick, One mile south of Salt Lick is a new brick plant, 
operated by the W. M. Harrick Brick and Tile Company, which 
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is run in connection with a saw mill. The plant is located be- 
tween Mud Lick and Salt Lick Creeks. 

A light colored flood-plain clay is used and the section ex- 
posed is: 


Surface. cla yal (strinped yates eo cede eo 2 ft. 
Flood-plain clay 


Both the common brick and drain tile which are manufac- 
tured here are molded in a stiff-mud machine. One kiln had been 
built and a second was under construction. Burning is done 
with wood and takes 5-6 days. The tile are made in 3 to 8-inch 
Sizes. 


Boye County 


Clay-bearing Formations. Most of Boyle County is under- 
lain by limestones,. the residual soil from which where thick 
enough, could be used in common-brick manufacture. In the 
southwestern part of the county there is an area underlain by 
shales of the New Providence formation, bordered on the north 
and east by the Ohio black shale. 

The Ohio shale in its fresh condition is hard, black and 
slaty, so that it is of no value to the clay worker. Where it 
has weathered to a residual clay it can be used for common brick. 

New Providence Shale. The New Providence shale is an ex- 
cellent material for structural clay products, and when fine 
grained can be used for red earthenware. 

It is well exposed in a hill known as Blue Knob, which lies 
14 mile west of Junction City. This bare knob of shale, which 
is spoken of locally as the ‘‘volcano,’’ probably because of its 
conical shape, shows 85 feet of the New Providence shale, below 
which is the black Ohio shale. The bottom of the New Provi- 
dence shale contains concretions of phosphate of lime, but 
these are in such a thin zone that they would cause no trouble. 

The location of the deposit in Blue Knob is such that it 
could be easily worked, and the product shipped either over 
the Queen and Crescent or the Louisville and Nashville Rail- 
roads, both of which pass through Junction City. 
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Fig. 23. New Providence shale bank, Blue Knob, near Junction City. 


The following tests (Liab. No, 2437) show the physical char- 
acter of the shale in Blue Knob: 


Lime: carbonate: ops ccin eile Seiichi een eee ee None 
Working aaliti ges. ee ca eee Very good 
PTA SEIGTEY “ices. ccecteees oa auc caer tears Oe ee rae eae ae ae Good 
AEN come Op Mea OLY HW AG | Me crete ae Rete cat aan a RRR OR tat sae SORES eee 25.6% 
Modulus“of ripture, Ibss per sqm in: 22 eee 309 
Airesshbrinkace «linea? cites eee ee ee eae eee 3.5% 
AON RY CA RGGT. PieTz se Ni A el ae see Red 
SLE! MAT: mec cscseteness nia Pee SARE Oe ae a kee er ee 950° C, 
Fire Shrinkage Absorption 
% % 
DOU Cae aoe dateecesato 4.5 11.0 
LOD Gy acetone, 5.0 10.0 
BOO Sa coeeeetceee nace 6.0 3.2 
LO? i Se ees oes 8.0 4 
STO NS ee Overfired Slightly swelled 


The plasticity, shrinkage, modulus of rupture and firing 
qualities of the material are good. 

This clay is of a type that should make good brick, or hol- 
low block. It might also work for common red earthenware. It 
is similar to the clay used at Firebrick, Lewis County, for pay- 
ing blocks. 
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Foerste (Ref. 11, p. 157) gives the following analysis of 
this shale: 


SLIT C ag eereren tee eee teen ee acne Me AS kt 62.44 
PRAY UB OCR OEE, EG a ale a Re Toit 
NORE GS OX Ogee nee te eer ee ee 6.31 
E237) Geers eeeeeenre eee eee eR eC ee eed 18 
IMAG FES ASIDE ye oe a ee ae el LE 1.18 
IRONS. castes oo ae tee nee ee ee ad 3.52 
SS O Cel Wer renee eet Neat ee at nee a ati 
ATSIC ATULCE NO KIC Ore awe eeee ere hee EE et 1.04 
BS ELL RET TL XT Ul Cpe en cea Ret BE 19 
Bran GOH GL OSS eeemret eee ce ee OWS 88 ces 4.85 
AVECESIAMS: ooh ee, 1.35 

99.70 


Burt County 


Clay-bearing Formations. The western half of Bullitt Coun- 
ty is underlain by Mississippian formations which are chiefly 
limestone, excepting a belt of New Providence shale which lies 
west of the Louisville and Nashville Railroad. In the northern 
part of the county there are some excellent exposures of the 
Rosewood shale, notably in the vicinity of Brooks. Here the 
entire section of the Rosewood shale is exposed on the east slope 
of a ridge lying about 14 mile west of Brooks, the different beds 
being seen along a road which has been cut over this knob. 

The shale is moderately hard, and contains many concre- 
tions of iron carbonate (siderite), as well as some gypsum. 
About 70 feet from the top there are also some limestone layers. 
Towards the top of the section the shale becomes sandy, where it 
grades into the Holtsclaw sandstone, which here shows two beds 
of sandstone with shale between them. 

While the shale occurs in great thickness it would probably 
be impracticable to quarry it withont the concretions, and hence 
in testing a sample of it in the laboratory, the proper propor- 
tion of conecretionary matter was included, but it was not as 
finely ground as the shale. 
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The tests which are given below represent the physical 
characters of the Rosewood shale, the sample (Lab, No. 2478) 
representing a mixture of the different beds which are exposed. 


TOAWIS GATD ONAL. steiner veceresesel eve rccavancccwwsnvddsennmshocsstimaseane spaienedaearcananeenran None 
Workelne Que tye: ceccecenet Sco ccerenerese yovesann savwtraeleasanenmenubadanmbanesanean tan Fair 
Plastyevey. can cclechscciseiccleegaschetae eats lesa eensnotel coments eieeecaee tarp ree tani Moderate 
Water Of, Plastleley x scccececare se rece casas Sacer 20.7% 
Modulus Of PUptures They Or 8 Che Mls soca carte eeeeen ee 78.6 
Slaking Molmie ik.ca died ceceen ccc gaia 11 minutes 
Air shrinks ge - CHNCal), sescsitee reece eee 2% 
Golortattor: Gringo aS ie aes ee Red 
SOULE SNCS eer oar ae eee ie Present 
Fire Shrinkage Absorption 
%o %o 
900? Cr ce eaten i. 13.5 
5 0,5) Ula © eee peeeneneer ieee es of 9.9 
1S) Ucn Roe 7 Tk rr 4.5 8.4 
AE90 Ghee erent Nearly overfired 


This is not as good material as the New Providence shale. 
It fires to a red body and could be used for common brick. It 
is of doubtful value for hollow blocks, and also shows a tendency 
to develop a scum in drying. 

The material could, however, be easily worked and there 
is an abundance of it. 

A sample of slightly weathered shale (Lab. No. 2473) from 
the property of Dr. Lindsey Morrison at Lebanon Junction, 
was sent in to the Geological Survey office and appears to re- 
semble that found in the New Providence formation. It has good 
plasticity and a moderate air shrinkage of 4.5%. At 950°C. 
it fires to a good red color with 2% fire shrinkage, while at 
1050°C, it fires reddish brown with 7% fire shrinkage and only 
4.8% absorption. , 

It is the type of material that is used for making bricks 
and hollow blocks. 


CAMPBELL CouUNTY 


Clay-bearing Formations. The county is underlain entirely 
by Ordovician limestones, which may supply residual clays 
suitable for common-brick manufacture. There is also a possi- 
bility of finding flood-plain clays of use for brick and tile along 
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the Licking River. The Eden shales in the extreme northern 
part of the county might also serve for brick making. 

The only clay working plant in the county is that of the 
Alhambra Tile Company, whose product is plain, embossed and 
dull finished enamel tile, terra vitrea and faience tiles. These are 
made of a mixture of clays obtained mostly from Kentucky and 
other states. The product bears an excellent reputation and is 
widely used for decorative work. The prominent pieces of work 
in which the product from this factory is used include: Y. M. C. 
A., Hotel and Clinie Building, Cleveland, O.; LeBland Machine 
Tool Co., Cincinnati, O.; Citizens Bank and Trust Co., Newport, 
Ky. 


CARROLL CouNTY 


Carroll County is completely underlain by limestone forma- 
tions which may supply residual clays. There is a narrow strip 
of flood-plain material along the Ohio River, which has been used 
for making common brick by the Carrollton Brick Company at 
Carrollton. 


CLARK COUNTY 


Clay-bearing Formations. This county lies partly in the 
Bluegrass region and partly in the belt of knob hills. In the 
former part residual clays from Ordovician limestones might 
serve to supply local brick plants. In the latter plastic ma- 
terials could be obtained from the Niagara shales (Estill and 
Lulbegrud) and from residual clays from the Ohio shale. 

Easton (Ref. 10) has noted several localities in Clark Coun- 
ty as follows: an 

- 1. Along the Indian Fields—Clay City road, 2 miles from 
Indian Fields are deposits of weathered Niagaran shale. The 
material is very plastic and fires to a dark red color. It has 
138 pounds per square inch tensile strength, and an air shrink- 
age of 7%. Its vitrifying point is low, and it is nearly viscous 
at cone 6. 

2. On the R. Kidd place, 8 miles north of Indian Fields, are 
more outcrops of Niagaran shale. The properties of this ma- 
terial are: f 
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PLSselodty: ceueeceac ce sash dee cat wav chs Manes aenend ian sanracai paw aaa Fair 
Aireshrinke re~sC Linear) cbs ietiiwwacseaeensteesibirencneattenne ee eens 5% 
Tensile strength, lbs. per sq. in. .................. 5 ini ceaien enitaae 88.3 
Hite. SOTINU ARG: auc cisavireenanenels deituieedeoen sha ducdnis Wiese Maen ais 4% 
OLOTVA LUBY "F010 & cs-cises aendavsceue ackcencses ueknemeube oie eon aeamnrentee Pale yellow 
CONG GE vier LiCetion Gewecke ewe ore ace 9 


The color of this material when fired may be due to a high 
content of lime. 

3. Several exposures around Kiddville are noted but not 
specially described. 

4. One mile west of Indian Fields, the properties given 
are: 


1 od EHR KO) ON Saget ee ORE Nee ae eee SEE Geen! eee eer Nie nen: nave ken High 
Ain Ghrin Kae es Chin Gat) es Sees ee ee ee eee ae 1% 
Hire shrinkage ss «be 2S Sn cas ee ea oe yen 71% 
Color nar ter Siri ys se ap te ee a ei ae are eee Dark red 
COne OE VICPTG Cab NO Mig 2a ceetccte cornea a cea i Sean a eae .03 
CONS “OL VISCOBIUY qc ceceteen ceca cee, ne — 


A chemical analysis which is given shows: 


Sion [sci See ie eee ee 58.48 
VW LTRS ENO: fare ee 2 Se eC Ease ee ee eT 19.33 
WOPPin ORO sana 6.08 
OTT OUR W010 Cine res oe oe eee 1.01 
PLING ee OE a eee ee er oe eee ee 82 
Magnesia nonce Ben ek Fh bee ee es 2.27 
Potash. \ ceetocseee ot pet) 8 pire ee ae a 4.58 
HS 010 b> ae Reed Saree Reco REP Neat eae rem 89 
THANIC. O20 Casas Soe ee oe 45 
Tenitiony, MOSS! Sense wt ea 5.41 
WL OTR G Sesh ike as es a ie ee 1.02 


5. One mile west of Indian Fields. This is in the Estill 
shale division of the Niagaran. It fired dark brown and was 
vitrified at cone 6, 

6. Four miles south of Indian Fields on the Morgan Eu- 
bank place. Here there is recorded a deposit of greenish Estill 
shale, 2114 feet thick, which is said to underlie over 100 acres. 
The physical properties given are: 
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TEST SUS EL CU Vpn eee eee eae ene eed Coe he Scar Good 
INTHE” SUVRTAE Ss (ONE Nae pce ee a ee ae See 5% 
Fen SHOrsrrene tie lbs MpOrasc 4 lM cm vete ec ee oe 105 
HIG SUTIN AG we cee Mee eee et ek Lee Perris Ses 8h ae ae 10% 
COLD TEAL COL LT LM Oh ere na aeee eee ores Seen NE Wb ed ee Dark red 
CON CO MEVILINT CATION Messe ee eee a Che Pe TE not 02 
COTCHO Pe VASCOSIL Vpmree cet te ee See ie Be eh ee 6 


7. Two and one-half miles east of Indian Fields, on Or- 
lando Hensley place. This is residual clay from the Ohio shale. 
The physical properties recorded are: 


TEU ESR HAN? aoe ie 6 Tee Se oe er ae ea te? ree AC Good 
JNTND SVS ANGER Efe) ge ee a ie ee ee ee B% 
Rens WeeStrens thie lO SasD Claes ellen eee ce ee eee eos oe, face Pian ees 58 
EL Ome SUTIN KA Pg Cy sree aeons A 1% 
ACO TOT E UC Tee fh Tea et ace ee ra oe ie Sie Se See oh es Dark red 
CONGCOAVALTIA CA ELON Gessner: Seen ee cen BPA Ee 8 oe 7 


A chemical analysis which is given of this material is in- 
teresting on account of the remarkably high percentage of ferric 
oxide which it contains. The analysis shows: 


SUL EE  e  o 8 R  oe e ee 44.40 
YRUTE EDR EE SEN © Sees. 2 ORS ES oe ee eee eae eee een E35 
MELT Ce. O X10 Chesser o eee enh koe eee ee SO 24.69 
Tsime Sse OE AE BoE TP Bite RATS FRSA 26 
VEE ST CSIA pec eee et et tS et Wa ee oe 38 
TO UELS Tien ere ree eee ene IL oats cee R99 
RSYoga ERE get 3 6 ee ea a eee ee are ee .26 
“4st nen Voryop G18 Ks Ween eern See net ote eine, ae eee ane Ree 75 
Sulphpurecvioxid 6p eee. eke ae .56 
iPhosponiss Pentoxiden 2.252 A ee 2 -ccss 13 
STAG On yates eset se eer ns eh aca secteccs 12.28 
EINE OTS 8 UT: O ag ee sweet ee eee aN eee 3.04 

100.04 


Estitt County 


Clay-bearing Formations. Estill County lies in the belt 
of the ‘‘Knobs,’’ and the rock formations consist of irregular 
patches of Silurian, Devonian, and Mississippian. The first. 
and last might supply good shales. The second would carry 
only the black Ohio shale, which as already noted is of no value 
in its unweathered form. 
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There is no clay-working industry in the county at present, 
although common brick were formerly made by J. 8. Stephens at 
Irvine. 

Irvine. Along White Oak Creek on the property of Alfred 
Gum, 1 mile west of Irvine, there are excellent exposures of 
Niagaran shales, in fact the entire Niagaran series is to be seen 
in many of the hills in this vicinity, extending from the Rich- 
mond at the bottom to the overlying Devonian rocks at the top. 

One section measured on Mr. Gum’s land showed: 


OnOnGaH LINE STONE) ooo s eestor ipspdhabua ad So NSo oad emer 15 ft. 
MO Still, SHA16 xsccectuseceteencntaemariacsiae bina needa tebkiatan 50 ft. 
AY TZ2 nc eye un ocl=t 120) 12: ¢  eeeeer renee: mem - HERES au ew mn) Crom ame none x See 2 ft. 
iN Naye tight fee dol: U C: Seer ne Rene NErSS fy ck ee eee 15 ft. 


The Onondaga limestone rests directly on the Niagaran 
shales. It is magnesian, sandy, and characterized by cherty 
lenses lying parallel with the bedding. 

The Estill shale may at times be exposed for a considerable 
distance with little overburden. The 2-foot bed of fossiliferous 
Waco limestone separates the Estill shale from the Lulbegrud 
shale, but the two shales look much alike, although the former 
is more gypsiferous, and the hillside along its outcrop is strewn 
with numerous gypsum crystals. Where the Onondaga lime- 
stone outcrops above the Estill shale and weathers, the surface 
of the shale may be covered with chert fragments derived from 
the limestone. 

Both shales weather to a smooth, light gray clay, but even 
in their unweathered condition they are smooth and fairly soft. 

Two samples of shales were tested from the property of 
Mr. Gum. 

The one (Lab. No. 2443), represents the Lulbegrud shale. 
It represents a very smooth, slightly caleareous, soft shale. The 
other properties are: 


DIB BUIGHY Aik nsetchd. palate. a ett eo ee ore Te eee Very good 
WRLOR MOL Se DISSLIOCILD: «coi smack ae aA ie ee ee 30.7% 
Sse Rolie Win Gest ee bees ee hee! ee Ip ae oe a ee 33 minutes 
MOGUINE.OD LUD LOS; LbB., Por Adi tie eee ee ee 343 
Air? shrinkheo Ciineat): 202. se as ee 6% 
Steel hard 2.5 8 ee oe oe ee ee lee ee 1050° C. 
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Fire tests. 
Temp. Fire Shrinkage Absorption 
% ae % 

SUSAR OS (aces ee te PRS 4.5 12.4 
LO (bP Care eee eee cee ASAD) 8.6 
LOO Oe Sens see cee 6.0 17 
LUDO SR Cae eee eas 6.5 4 
cA Phe OLA See ee Overfired 


This is very nice clay which is very similar to the Estill 
shale with which it is closely associated, and which should be 
of value in manufacture of brick, hollow blocks and drain tile. 
The smooth portions of it could be used also for common red 
earthenware. 

The sample of Estill (Lab. No. 2442) from the same prop- 
erty is present in large quantity. It contains rather numerous 
scattered gypsum grains. Its properties are: 


STL TAN CAT NOTA LC es rec rea a cca eee ec ata o ce ca ees oatanwsateeenesusvteeetesaassiee Present 
NAGS IS EES OTN ck gee a i Se ee Excellent 
IDES RN  eere  e ee e e High 
BVVRE reat O Damo LS LUCIE yee eens ees erence cere ope 32.7% 
NOGUIESTOPETUD CUTE WIDS.. DET SO LI. cc cecet avec seco oie -ceseeesn sucess eens 474 
PNG Teme CREP EN TPO we (LETTE AT”) yaa a es ee oe 0 cee cnet cenerv eee eccase 1% 
~ RGUSTEOER EMBERS TaN Th WE eI A oe eo Red 
PSRISKS LAREN Ba ee eae 950° C. 
Fire Shrinkage Absorption 

% % 

SiO? MGR epee ae aioe srr oF i), 

TAUESDE Ck ee eee ees 9. ea 

TADS 1 Os Ree ues: Sh ae 

ia ES DP A OS oes sae eee 9.5 a} 

ESO Se Coy ee gee Overfired 


This is an excellent clay, and should compete with the New 
Providence shale, although it is somewhat less desirable on ac- 
count of its higher shrinkage. The plasticity and transverse 
strength are good. It should be of use in the manufacture of 
brick, tile, hollow blocks and probably red earthenware as it 
is very smooth. 

A 6-foot bed of Estill shale can be seen in the Louisville and 
Nashville Railroad cut in the western part of the town of Irvine, 
and while the deposit is not of workable character, because of 
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its thickness and overburden, it serves to show the nature of 
the material. The section is: 


OT BEALS itu cacesiteteacicsicns. perv enaborsacancdnneneiansuee aeueeeatpeperreent 3 ft. 
Onondaga or Columbus HMesStone ...............-csccceerronceerne 10 ft. 
HSE Bae so ee A cn creeecadensieprenandl as tesgueeneeeeoaacane 6 ft. 


The Ohio shale also outcrops in the hill west of the cut 
where it shows a thickness of at least 50 feet. As seen there it 
is the usual black, fissile shale. The residual clay from it where 
formed is brown and red, and not very smooth. It could be 
used for bricks, 

The Estill shale weathers to a light gray, very plastic, smooth 
clay, but contains considerable gypsum. 

Foerste (Ref. 11, p. 46) calls attention to the fact that at 
the eastern end of the town of Irvine there is a hill known as 
Minerva Mountain which shows a thick section ranging from 
Mississippian limestone on top to the Ohio shale at the bottom. 
The New Providence (Cuyahoga) shale which is included in 
this section shows about 130 feet of shales that might be suitable 
for making clay products, provided they can be found at a point 
where the overburden is not too heavy. 

Panola. The following two analyses of Niagara shale are 
given by Foerste (Ref. 11, p. 148) and are of interest in showing 
how these shales may apparently vary. No. I is from the rail- 
road cut east of Panola station. No. II is from a point 2 miles 
southwest of Panola, and is quite plastic. It fires to a cream 
color. This is probably due to an excessive amount of lime: 


I. Il. 

RSAC pee 28S croc eee cameo aaa 54.33 42.30 
VATIONS See caeerese tee oS sac ocaepel 19.44 20.84 
Merrla: G2 N16 sissc camel ete ees 5.00 4.12 
|W hc ene ere ae on ers MSL CAS PWD feats 1.88 13.32 
VIG TG LEAs as rececee cee antennae 2.22 461 
ROTARY) 2inn decree ieee 5.15 2.387 
Bodavhinns. ibe alt eck fates ol 351 
RAR BALIG ORIG 6 sistema ee meter ee ri} ere 
Tenetlion eck. somric.cl eee eee 7.80 16.221 
MGIB TRS Presta keene dee 2.20 
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FavyetrE County 

Only residual clays derived from Ordovician limestones are 
to be found in this county. They may vary somewhat in their 
character, and if not properly chosen are likely to cause trouble 
from fragments of limestone. 

They have been used for some years around Lexington for 
the manufacture of common brick, but at present the only plant 
in operation is that of the Lexington Brick Company. This is 
located east of town on the southside of the Liberty pike. The 
material being used is a residual clay that is said to run 4 feet 
deep, and as the bed rock is somewhat slabby in character, 
pieces of it are likely to get into the clay. 

The clay after digging is put through a rolls, pugmill, and 
soft-mud brick machine. The bricks are dried on pallets and 
fired in Dutch kilns. The clay fires to a good red color. 


Grant CouNTY 
This county is underlain by Ordovician limestones, which 
may yield residual clay, but there are no clay-working plants 
in the county. 
Easton (Ref. 10, p. 803) has referred to a yellow calcareous 
shale which occurs in the first railroad cut north of Mason, He 
gives no data regarding its thickness, but notes that it has the 


following physical properties. my 

gE SE oe a ne A ee eee Good 
NST TAT 121 El pee ae ee a ces eat ed 2 eee Da Son eee : 8% 
“ANE AVEHE CSS Sey riyet aa Bly TD ays 4 eke) Ontst 0 Pen 6 0 epee: ee eee ere epee tem rene ane Ee, 74 
TOSNREY SHDN ae aiay ee eee eee te eS re ee ee 5% 
(ORS MO tay EIN GLO Tee oe eee A eee Seen es eee ccteceest O01 
WOMSTO LEVESCOSIE Vag se eae NE eS rye i ee es 5 


The following analysis of it is also given by him: 


CPUS Paes ov ae eels ee eee ewan Se 52.50 
AM ATTUN ATT chy eee ee ae ee oe ene ee 16.87 
IDET ARIE (OGIO). Ses oecee serene eee oe Ree ree ee 5.28 
HG TTA ISAO KA Cee ae ae Se pee en eee co eee 1.01 
WORE Y oes fb ee meme eS. omens ee eee ae 3.04 
NY IPE WSR Ee ees os eee ee oi ne ee es 2.06 
G2 CO) RES) Os ah cel eR Se ee ak ea Ae are ae es 5.67 
SOG Heh: Mie aps aha ell os See eee Ree Re eae 1.44 
TitANIGS OX CCl ee eee eet et 50 
Phos phorwsepem boxe) ose sees ease 33 
Water and carbon dioxide ............-...--... 9.01 
VEO USUI Capen rere ne reed ee aoa 2.00 
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JEFFERSON COUNTY 


This county is in some respects the most important one 
in Kentucky so far as the clay-working industry is concerned, 
partly because it contains extensive deposits of excellent clays, 
and partly because of the diversity of character of the products 
manufactured here, these including common and face brick, 
hollow blocks, flue linings, sewer pipe, drain tile, red earthen- 
ware, stoneware, imitation whiteware, and fire brick. Most of 
the plants are located close to Louisville. While some of them 
are supported entirely by raw materials obtained in Jefferson 
County, others obtain their clays in part from the fire-clay dis- 
trict of eastern Kentucky, and in part from the fire-clay district 
of Indiana. 


CuAy-BEARING FORMATIONS 
These include the following: 


1. Alluvial clays bordering the Ohio River. None of these 
are worked, and while their presence has not been investigated, 
it is probably safe to say that they oceur. 

2. Rosewood shale of Waverly or Lower Mississippian age. 
Butts (Ref. 2, p. 50) deseribes this as a bluish gray, unevenly 
fissile and siliceous shale, whose composition is approximately, 
silica 68%, alumina 14%, calcium carbonate 514%, ferric oxide 
4%, potash 3%. It may contain some thin limestone lenses and 
also ferruginous nodules. It occurs capping the ridges east of 
Coral Ridge, on top of the hills south of Kosmosdale and west 
of Brooks. It can be used for structural clay products, but is 
not as good as the New Providence shale, to be next mentioned. 

3. New Providence Shale. Butts (Ref. 2, p. 187) states 
that in Jefferson County this outcrops on the sides of knobs in 
the vicinity of Iroquois and Jacobs Parks, on the lower sides 
of the Knobs farther southward and in the level spaces between. 
Its top passes beneath the overlying strata at the north bases 
of Mitchell and Jefferson Hills, and at the base of the hill at 
Pleasure Ridge. It also outcrops in the upper part of the val- 
ley of Crane Run and of the run just east of Johnstown. 

It extends about half way up the side of South Park Hills 
and Norton Hills. It is also found on the side of the hill east of 
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Hunters Trace where the shale was formerly dug for brick mak- 
ing. It is quarried for brick on both sides of the Louisville and 
Nashville Railroad at Coral Ridge, 

On Button Mold Knob one mile south of the county line 
from Norton Hills there are excellent exposures, but here the 
shale has a number of thin limestone beds. 

Six miles southwest of Louisville, along the Illinois Central 
Railway there is a bank of New Providence shale fully 75 feet 
high. There was formerly a brick works at this locality, but 
the bank has been more recently worked by the National Process 
Company for making potash from the shale. The plant is now 
idle. 

Butts states that the total thickness of the New Providence 
shale in Jefferson County is 150 to 160 feet. It is a shale of ex- 
cellent plasticity, and well adapted to the manufacture of clay 
products. 

It may contain concretions of iron carbonate, but these are 
not always abundant, nor do they appear to be uniformly dis- 
tributed through the shale. Gypsum may also be present in small 
amounts. 

The two following analyses given by Butts represent: I, 
the lower part (green shale), and II, the still lower part (blue 
shale) from Coral Ridge, plant of Coral Ridge Clay Products 
Company: 


i AWTS 
SUDO se ee es ee ee 60.44 60.40 
PACU UDTYA 111 ae bao cee eeceoeee sce eae cee 19.92 LOB 
M@Eric CORI Gi oe see 6.48 4.72 
HDPE BOVEY: « to. ee Reet er ior ee ee .28 78 
NT FE 2a SRS) VO eee ee ee 2.01 2.10 
HPO tals lirese tee eet oe ete rete oe ae tS carte 4.85 4.87 
S Od ae ee ee Sie sees 100) N ate 96 
Phosphorus pentoxide ...................- tr. 1BED 
SVrabaleh bee spestop.c16 Wye ae ere tr; tr. 
TTC ANIC) “OKT Clio c ne teres eee sens asec .80 183 
UBS OGRE Loy i epee aia an eres Pane Pe 5.20 5.96 
HMIOISTUT Ole. cee eee terete ehcp | 79 .60 


101.77 100.95 
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Fig. 24. Kiln sheds, P. Bannon Brick Company, Louisville. 


4. Jeffersonville Limestone Clay. The residual clay from 
the Jeffersonville limestone underlies a considerable area and 
is worked for the manufacture of brick and drain tile. It is a 
plastic, red-burning clay that gives an excellent product. 


CLAY WorKING INDUSTRY 


P. Bannon Pipe Company. This firm has a plant in Louis- 
ville, which produces common brick, hollow block, and some fire 
brick. The raw material used includes shale quarried at the 
company’s pit at Coral Ridge and fire clay obtained from Sol- 
dier, Carter County. 

The shale pit les on the west side of the Louisville and 
Nashville Railroad at Coral Ridge. In the highest part of the 
working face there is 25 feet of clay derived from the weathering 
of the shale, and about 25 feet of shale under it. Scattered 
through the deposit are concretions of carbonate of iron, which 
are sometimes coated with gypsum as well as containing it in 
the cracks. The shale is quarried with an excavating machine 
shown in Fig. 25. It is then taken by rail to the plant at 
Louisville. There it is ground in dry pans, and tempered in 
wet pans. The bricks and hollow blocks are all molded in a 
stiff-mud machine. Drying is done in tunnels heated by live 
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Fig. 25. Machine for excavating shale, pit of P. Bannon Pipe Cation 
Coral Ridge. 

steam. The plant is equipped with 15 circular down-draft kilns, 

and firing takes 7 days for hollow blocks and 15 days for the 

fire brick. The completion is judged by trial pieces. 

Coral Ridge Clay Products Company. This company’s 
plant is located 1/4 mile south of Coral Ridge station on the 
Louisville and Nashville Railway, the product being hollow block, 
common brick and face brick. 

The material employed is the New Providence shale which 
is quarried in the hill just behind the works, the quarry hav- 
ing a working face of about 50 feet in height. The section 
showed : 


MEVOST UC ay, ees ec oe a ee tee toes ere sacs teats on aie, Seacsestess Kesceddets sees 5 ft. 
Green shale with scattered iron carbonate concre- 

tions, and crusts and films of gypsum .................... 35) ft; 
Blue rather hard shale, with no concretions ~............. 9 ft. 


The green shale and the residual clay are the materials 
chiefly used, as the lower shale is found rather hard to excavate 
with the steam shovel. The upper shale shows a tendency to 
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Fig. 26. Bank of New Providence shale, Coral Ridge Clay Products Com- 
pany, Coral Ridge. 


develop driér scum, while the lower shale which is free from 
gypsum and concretions does not scum, but is less plastic. 

The following tests indicate the character of the green 
shale (Lab. No. 2417) forming the upper three-fourths of the 
working face: 


PTB SUICIUY, cek cc ccaccs tence ee hates eee a a sees, Very good. Smooth 
TAG GET DD TEE cps ccc cec cee es ees ee aetna ate geet ears None 
Waterrot plastlolty oc.c-k. eaten cet tele eee : 27.7% 
Slaking times min ites 92s Set a ee eee 28 
Average transverse strength, lbs. per sq. im. —....2..2....--........-. 289 
Br Ra rin ka ees Wap Oa ress ee es ee eee 4.5% 
Color efter fring } 25. ec aoe a wee ee ce eee Red 
Steel hard2o.. .A little above 950° C. 
POMS SANG) ea acse Fee cea ea rae ata eae eee Present 


Fire tests. 


Temp. Fire Shrinkage Absorption 
% Jo 

950° C. 1.5 «he Let 

L070° C, 8.0 1.8 

“3 he @ Peer Oo oe 10.0 0. 

} ANG lal Cie Se CE Overfired 


This is an excellent shale which is adapted to making brick, 
hollow blocks, drain tile and common red earthenware. 
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A sample of the lower shale (Lab. No. 2418), was also tested 
with the results given below: 


FUE TA ERNE aes) CO el pee eee ee A cc eacel aa None 
TEASE oe eas cok ont er ae EE Very good 
WIS (GE TATE NS ATI ages nek ee Ce 22.2% 
SSP easel CV MNT En Comm TY NTNU UG Sete ce tO ee eee ed Oe ce 18 
JAVIE, STU EEY seer SAR nS cae Rk 2 3.5% 
Average transverse strength, lbs. per sq. im. -00.0.......22222..2e. 241 
OCHO TMC EC OT mT LTD eee ae ce ee a eR ee Rt lO et Red 
SHAVE: LEVIS! sn. yeeis eke a Rl 2 i) Si _-  aaera e 5 en e Ye © 


Fire tests. 


Temp. Fire Shrinkage Absorption 
% % 

95 Usa © ae eee ee il ila 

IGS OSE Ce MiB reste 2 cect e: 4.5 2.0 

RD USS, Ot dee uence Rear tvs 4.5 2.3 

alh Bs 0) eal C75 see eee oe 6.5 3 

BEL OO ee © saec ete Soe oa ee Overfired 


This shale fires to a red color, but not quite as bright as 
the upper shale. It also stands a little more heat. It should, 
however, make good brick, hollow blocks and tile. 


Fig. 27. Plant of Coral Ridge Clay Products Company, Coral Ridge. 


The shale used at the plant is ground in dry pans, screened 
and tempered in pug-mill. Molding is done in a stiff-mud ma- 
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chine, and drying in tunnel driers. The plant has 5 circular 
and 5 rectangular down-draft kilns, all equipped with connec- 
tions for thermo-electrie pyrometer. Water smoking is com- 
pleted at 350°F. and firing at 1650°F. If flashed brick are to 
be made, this is done by adding oil to the fires. 


Southern Brick and Tile Company. This company has two 
plants located along the Southern Railway at Whitners station 
or Buechel postoffice. At one plant common brick are manu- 
factured, and at the other one, drain tile. 

The clay used is in both cases residual material from the 


Fig. 28. General view, Southern Brick Company, Whitner Station. 


Jeffersonville limestone formation, although each plant is sup- 
plied from a different pit. This residual clay is said to run 10 
feet deep, and that portion of it exposed in the pit of the brick 
plant shows: 


EU gel hy  emeeeeme te tri a ers ENE Zhe Rt 4 ft. 
Tot) Ck eet oT tT Ae ae ee Dif. 


The brick clay (Lab. No, 2419) is somewhat open and silice- 
ous, but has good plasticity. It fires to a good red body at 950°C. 
with 16.3% absorption. Butts in his report on Jefferson Coun- 
ty (Ref. 2, p. 224) gives the following analysis of the clay: 
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SSUUWOHT, eros Sangteost ee Seen 74.10 
NU ea TER) Gee OE oa 3a ee 10.38 
TINSTS OYE SOR: G IG ety) 2S e pO oe er ee 4.48 
SPENT) Geren 5 ae oe a nent 36 
IVES SNE Sie eee ee ae Ce ex ce 9 ens et eee 85 
EO Ue Gill ea eee ee fee ee eae ee SL 1.72 
ORONO RET” ee ce Se ee ek 43 
IN ERE AVOUES! Cop SGM ee celles ee cere eee no eee 32 
EECA TNL GEO Kal Open meee eee ee ole ULE a set 1.00 
IPHOSpPHOrus: PENtOXiWe: 2-2. eee eect tr. 
Ignition 4.30 
Moisture 158 

99.52 


The high percentage of silica is consistent with the siliceous 
character of the clay. The clay also contains scattered chert 
fragments which are liable to get into the brick. 

At the brick works the clay is loaded onto cars in the pit 
and hauled up an incline to the works where it is tempered in 


i é f¢ sing producer gas in brick kilns, Southern Brick 
ee ee Bi company. whituer station, 
a pugmill and molded in a soft-mud machine. Drying is done 
in tunnels, and burning in Dutch kilns. There are five of these, 
and the fuel used is producer gas. The firing takes 6-7 days. 
The drain tile are fired in a circular down-draft kiln. 


© Gt ES 
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Progress Brick Company. This works is situated on the 
Poplar Level road south of Louisville and about 1/4 mile north 
of Camp Taylor. The product is common and front brick. 


Fig. 30. Pit of Progress Brick Company, Louisville. 


The clay is residual material derived from the Jefferson- 
ville limestone formation, and the pit which is very shallow lies 
close to the works. A section in the excavation is as follows: 


Sc) | Magness ae eae eee resets Bes sera Nn oe Ren ee irene rere eter Saat 1% it. 
Yallow: clay [cusses a ee eee 4 ft. 
ER ac eee ee 5-6 ft. 
Cherty (clay oe as ee ee eee he a 
Limestone. 


In digging the clay the chert fragments are rejected when- 
ever possible, and the piles of them in the pit indicate that they 
are rather abundant especially in the lower part of the clay 
bed. 

After hauling the clay to the works it is stored in the dry 
shed. Subsequently when ready for use it is crushed, screened, 
and molded in a dry-press machine. Firing is done in Dutch 
kilns and takes about 9 days. The clay makes an excellent red 
brick. 

East End Brick Company. This plant has also made brick 
from the Jeffersonville limestone residual clay, but is no longer 
in operation. 
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P. Bannon Pipe Company. The company has a second works 
at 836 South 13th street and there manufactures sewer pipe, 
flue linings and chimney tops. The clays used are shale obtained 
from Coral Ridge, Jefferson County, fire clay from Soldier, Car- 
ter County, and No. 2 fire clay from Duff, Indiana. The com- 
pany also owns clay property near Shorts Station, Daviess Coun- 
ty, Kentucky, but is not at present getting any material from 
there. 

The materials are all ground in dry pans, and tempered 
in wet pans. 

Sewerpipe and fiue linings are molded in a pipe press, but 
the chimney tops are molded by hand. Drying is done on floors, 
and firing in circular down-draft kilns, of which the plant has 
twelve, all connected with a thermo-electric pyrometer. The 
firing takes 120 hours, and salt glazing is done at 1950°F. The 
total shrinkage of the sewer pipe mixture is 14.6%. The clay 
shows a tendency to scum at times, which is probably due to 
the Coral Ridge shale. 


Louisville Pottery Company. This company’s plant is lo- 
eated at Floyd and Broom streets, the product consisting of 
flower pots, stoneware and some imitation whiteware, the last 
having a stoneware body covered with an opaque white glaze. 

The flower pots are made from the New Providence shale 
obtained from Bannon’s pit at Coral Ridge, while the stone- 
ware is manufactured from a No. 2 fire clay mined at Hunting- 
burg, Indiana. Sagger clay is obtained from the Purchase region. 

The flower pots are molded in a machine for this purpose. 

The stoneware clay is moistened, crushed and stored for 
some time before using. It is ther disintegrated in a dry pan, 
mixed in a blunger, and forced from this through a 40-mesh 
sereen into the filter press where the excess of water is squeezed 
out. The material is then ready for molding. 

The pottery is equipped with 5 circular down-draft kilns, 
and firing of stoneware requires 72 hours. The earthenware 
flower pots are fired at 1800°F. and the stoneware at 2300°F'., 
the firing being checked with a pyrometer. Albany and Michi- 
gan slip clays are used for glazing the stoneware. 

The market for the product is in the central states. 
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Louisville Firebrick Works. The Louisville Firebrick 
Works has a plant located at Highland Park, south of Louis- 
ville, on the Louisville and Nashville Railroad. In addition it 
also has a works at Grahn, Carter County. 

At the former plant the product consists of standard fire 
brick of different grades, locomotive blocks, rotary kiln brick, 
stove backs, ete. 

The fire clays used are obtained in part from the company’s 
mines at Grahn, and in part from Huntington, Ind. The Grahn 


Fig. 31. Molding special shapes, Louisville Fire Brick Works, Highland 
Park, 


clays are in part flint clays, while the Indiana material is a No. 
2 fire clay. 

The clays are crushed in dry pans and tempered in wet 
pans. Standard shapes are made in a modified type of dry-press 
machine. Large pieces and special shapes are molded by hand. 
The drying is all done on floors which are heated by steam pipes 
laid beneath them, and by hot air forced into the drying rooms 
through large pipes. 

Firing is done in cireular down-draft kilns of which there 
are 16, and requires 6 days to reach high fire. No pyrometer is 
used, but cone 9 is said to be turned over. 


BLUEGRASS REGION 133 


Fig. 32. Kilns at Louisville Fire Brick Works, Highland Park. 


The daily capacity of the plant figured in terms of 9-inch 
brick is 50,000. 

The XXX and the Bung brands represent the best grade 
of brick produced by the works. The No. 1 and Louisville 
brands are the next best, the former being a hand-made re- 
pressed brick, and the latter a machine-made one. 

The following analyses and other tests have been supplied 
by the company. 


XXX Louisville No. 1 
Hand Made Machine Made Hand Made 
Brick Brick Brick 
Silica ye oe eee ae 56.60 59.20 59.46 
PANETT ayes cee ee 40.22 37.84 35.98 
Merricy oxide l.2228.2.2.. 1.64 1.90 2.39 
Hivhtetss es eeueer eer eee .20 24 43 
IWEACIICS 1a fe ee aed eee tr i vt 
SiO d Baer ae es eee 90 .96 atts 
ReMi OT OSS sete eeeeeee ee 40 ‘Otel we ere. 
PP itANI Ce OIG Cm ere teen peek eee fe eee 1.05 
99.96 100.18 100.35 


Gonenotetuslonmes ss 338+ 32 Gil 
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The compression in the standard load test at 1345°C. was 
8.51%. The permanent contraction in the reheating test at 
1400°C, was 383%. The penetration in standard slag test was 
.93-.97 square inches. The average total of cold crushing 
strength was 25,250 pounds. In the spalling test the brick lost 
35% on the fifth dip when tested as received. When they were 
reheated before spalling they lost about 50% on the sixth dip. 

In connection with the latter test it may be explained that 
the brick is weighed and then heated to 1300-1350° for one hour. 
It is then placed on end in a tank of cold running water for 3 
minutes. This is followed by 5 minutes air drying, after which 
it is replaced in the furnace. The procedure is repeated until 
pieces of the brick begin to spall off. In the reheating test the 
brick is first heated to 1350°C. after which it is cooled. It is 
then put through the test as outlined above. 


JESSAMINE COUNTY 

This county is entirely underlain by residual clay derived 
from Ordovician limestones. This type of clay is being used at 
Nicholasville by Schneider and Sons for brick manufacture. The 
yard was formerly located on the south side of town, but the 
clay gave out and it was moved to the north side of the village 
along the road to Lexington. The clay is residual, derived prob- 
ably from the Jessamine limestone, and the product is common 
brick. The plant is equipped with a soft-mud machine, pallet 
racks for drying, and Dutch kilns, 


KENTON CouNTY 

In this county two types of clay oceur, viz., flood-plain clays, 
and residual clays. There is also a possibility of finding de- 
posits of Kden shale similar to those which are worked across 
the Ohio River at Cincinnati, for making common brick. 

There are also several clay-working plants in operation 
making brick and tile, as well as clay pits to supply foundries. 

Floor and Wall Tile. The Cambridge Tile Manufacturing 
Company has two plants in Covington. These are engaged in 
the production of Ceramics or small tile of different colors for 
floors, also bright and matte glazed wall tile, with either flat or 
embossed surface, and of plain white or different colors. In ad- 


a ae 
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dition the firm makes a specialty of various styles of figures and 
letters for signs and bulletin boards. An excellent example of 
the latter is a large train service bulletin board in the Union 
Station at Cincinnati. : 

The clays which are used come mostly from other states, 
with the exception of sagger clays which are obtained from the 
Purchase region of Western Kentucky. 

The following are examples of work done by the Cambridge 
Tile Manufacturing Company: 

Hotel Gibson and Metropole Hotel, Woodward High School, 
Cincinnati, O. Ceramic Mosaics for the floors, white glazed wall 
tile and trim for bathrooms, ete. 

Rock Island Railroad Depot, Rock Island, Ill. Ceramic 
Mosaics for the floors. 

The Areade, Dayton, O. Ceramic Mosaics for the floors. 

Central Savings Bank and Trust Company, Covington, Ky. 
Floors of Ceramic mosaics and wainscoting of white wall tile 
and trim. 

Brick Works. The Busse Brick Company has a works lo- 
eated along the Louisville and Nashville Railroad at the southern 
edge of Covington. The product is common brick. 

The clay, which is a flood-plain deposit, is from 10 to 15 feet 
thick. It contains scattered pebbles of quartz and lmestone, 
and fires to a red color. 

The plant is equipped with a pug-mill for tempering, and 
soft-mud machine for molding. Tunnel dryers are used, and 
the brick are run through these in 24 hours, although some trou- 
ble is experienced with cracking. 

The firing which is done in rectangular up-draft kilns takes 
from 12-14 days, and the bricks settle 8-10 inches in 38 courses. 

Broering and Meier have a common brick plant located on 
Delmar street at the Licking River. The clay is a flood-plain 
deposit in which two openings have been made at different levels. 
That obtained from the lower pit is darker and more tender, 
although in character it is somewhat open and soft. That from 
the upper pit, which lies about 15 feet higher than the preced- 
ing, is yellow, less tender and stronger. Both clays contain 
some limestone pebbles and also a few of quartz. 
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The clay is hauled up an incline from the pits, and dis- 
charged into a feeder which delivers it to the rolls. It is then 
passed on to a pug-mill and molded in a soft-mud machine. The 
bricks are dried on pallets and left there from 7 to 10 days, while 
the firing which consumes from 9 to 12 days is carried out in 
Dutch kilns. The bricks settle 6 to 8 inches in 38 courses. 

The clay burns to a good red brick. It is disposed of chiefly 
on the markets of Covington and Cincinnati. 

In former years a brick yard was also in operation at the 
head of Russell street. Gardner (Ref. 13, p. 207) describes the 
clay as being of yellow color, mottled with light bluish gray. 
He also gives the following analysis of the material: 


SUTGH Gateaiee oe ie nese ee 68 36 
Alumina and ferric oxide ...................— 22.25 
UR a A ace ca 5 i oral ee rao 1.00 
DER sie). tt: Pewee Bearer Mee ees earache en 1.18 
PO tas BS esis oe ee 2.13 
A028 [: ep eeeeeee ERs ne EO MENNICEE tae aera mie a ok 2 .90 
Sulphur. Erioxid 6) sg ae eee .25 
UT ELO Ny eet ah ace a a oe a 3.65 

99.72 


Clay Pits. S.J. Moore of 905 Lewis street, Covington, has 
opened a pit from which he obtains molding sand and ‘‘fire 
clay.’’ The latter material is used by foundries and malleable 
iron works. 

It is found near the top of the hills in the Park on Light 
Hills, and is possibly a residual clay from the Eden shales. The 
section in the pit shows: 


Handy ley eee ae ee ee 4-6 ft. 
opt dW cls pees eee eee Tee eR ee Se 8 ft. 


The so-called fire clay is not really such, for it fires to a 
red steel-hard body even at 950°C. However, this does not in- 
terfere with its being of service in foundries and iron works, 
where clays are used for patehing and plugging in places where 
they are not exposed to a very high temperature. 

E. M. Light, of Light Hills, near Covington, claims to have 
a deposit of terra cotta clay, but so far as known none of it has 
been shipped. 
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Maprtson County 

Clay Formations. The western two-thirds of Madison Coun- 
ty is underlain by Ordovician limestones, which may supply 
residual clays suitable for brick manufacture. In this same 
part of the county it may be possible to find local flood-plain de- 
posits along some of the streams, which could be used to support 
a small brick plant. 

In the eastern third of the county the clays are of much 
greater value. 

Here we find scattered deposits of the Irvine formation 
which is of Tertiary age (Chap. 1), and these clays are adapted 
to the manufacture of stoneware. They are very plastic dense- 
burning clays, which at present are being utilized at Waco 
and Bybee to make stoneware, blue art pottery, brick and tile. 
They have also been used in the past for roofing tile. * 

Foerste (Ref. 11, p. 160) says: ‘‘Probably no class of clays 
in the central part of Kentucky has aroused a wider interest for 
a longer time than those from the Irvine formation in various 
parts of Madison County. From no area of similar size have we 
as many analyses. This is due to the fact that at an early date 
a fairly extensive production of common stoneware was founded 
upon the use of this clay, and that this stoneware industry is 
still in existence.’’ 

These deposits are never deep and so far as known never 
of great extent, but they appear to be scattered over a rather 
extensive territory, and it would seem that in the aggregate they 
might furnish considerable clay. 

In this same part of the country there are also found de- 
posits of Niagara shale and New Providence shale, although they 
are not as favorably located for working as at other points. 

Pottery Clays. There are two potteries in operation in Madi- 
son County, one at Waco and the other at Bybee. 

Waco Pottery Company. This is operated by Messrs. 
Grimstead and Stone. The product consists of stoneware crocks, 
jugs and bowls. In addition they make a blue glazed art ware, 
for candlesticks, vases, flower bowls, ete. A small quantity of 
brick and drain tile is also produced, the pottery branch being 
looked after by Mr. Stone and the brick and tile by Mr. Grim- 
stead. 
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Fig. 33. Waco Pottery, Waco. 


The pottery is located on the pike about 1/2 mile east of 
Waco, and the clay pit is about 1/4 mile south of the pottery. 

The pit is a shallow excavation in the woods, the section 
showing a yellowish sand above which grades down into a tough 
smooth brownish clay. The tough clay is said to run 3 to 4 feet 
thick, and below it there is gravel. The gravel rests on Ohio 
black shale. 

The following tests give the physical properties of this ma- 
terial (Lab. No. 2440) : 


YN irop ig: Baya HE ECN Gd. -) ; Reeeaieney Coenen Sota ire NER MN ye Saleen edeKn strat seenemen we te Very good 
HARRY AEG heh Piece Ried, ee ae ee: Nan se REED. entre caw NS) Very good 
RY YA ates ou ime] OEY 1 a) Gy eens Mie eign rae Se MAIN herr AS ec 5 263 
IO GUUIE OL TUDLUPO, COS. DOR Bae ETl: wecnescacretecesste beac eeneees 678 
Ait shrinkarme Clime@ar)': sec. cscs. aonb a eee 5% 
COLORMALUBD) MUL Poe AO eee ee Fo Ra eee Sea Reddish buff 
PORRCT-| MU 0: 5 yo Ql peenORS coer See a Aeon RON VeRO FSR MOSSE SO orn ee as 950° C. 
Fire Shrinkage Absorption 

% % 

BE SC. te aenenteaseraiate 3.5 4.6 

GK shi pad, Chee Se ta cnen 5.0 4.8 

DOOOST Cy toe eens 5.5 3.5 

DS OSS Gee ee 6.0 4 

BaLDOG? Wi eee tee, ie 7.5 ak 


fA a, OMe ere nine es 7.5 L 
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This is an excellent dense-burning clay of stoneware type. 
It has a high modulus of rupture, in fact the highest of any of 
the series tested. It could probably be used also for roofing tile 
and other wares in which a vitrified: body is required. 

Half way between the clay pit and the pottery the black 
Ohio shale outcrops, but little below the level of the clay pit. 
Under the Ohio shale is a soft gray stratified clay shale about 
8 feet thick, with sandstone at the bottom. It is not known 
whether this is the base of the shale, or whether it extends below 
the sandstone, in which ease the latter represents a sandy layer 
in the shale that would have to be removed. This same shale is 
struck in greater thickness in well drillings to the eastward. In 
its appearance and properties the shale closely resembles the 
Niagara. The properties of this shale (ab. No. 2439) are given 
below: 


TLaWEye. OSE COREE Rats 2S en ee ey ne ee a ene A little 
WECOPSET EYES ROPEEW BUA Ve Sc pr Bete ma oc oe tee a ON PE Reale Very smooth 
PEED ANS eck Cdk Vig ee Se ce I ee ce ee hese Very good 
SMe Kem TiN OMmnIV TLE, seo te Set Fe ee soe ele ner eved Rice 22 
ENS SUDSRTTgN Sevens WIT EYEN O) yc Ses eae ee en a as 6% 
(CRTaLO re CST TH ah weg ae ee oh elice ere Zane, ne ae See oe ee Red 
SRE LUNN OS ae ee eee 950° C. 
Fire Shrinkage Absorption 
% % 
OOS Crees eee eee 5.0 3.4 
O53 Oey ere ee ese 8.0 2.4 
WS Og Ce ee eee 10 A 
EES ORS Che ee eee Overfired 


This clay fires to a hard body even at 950°C. It might be 
mixed with the stoneware clay dug nearby and could also be 
used in brick and tile. Possibly also for common red earthen- 
ware. The slope of the land is such that enough could be dug to 
supply the pottery without having to remove much overbur- 
den. 

The stoneware at the Waco pottery is made from a mix- 
ture of the Irvine clay with one-third sand. The mixture is 
tempered in a pug-mill and thrown on a kick wheel. It is fired 
to cone 5 in a small circular down-draft kiln, the firing requiring 
60 hours. The stoneware is glazed with a mixture of Albany 
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and Michigan slip clays, which is darkened by adding manganese 
oxide to it. The blue ware which is quite attractive is produced 
by covering the stoneware with a blue glaze. 

For brick and tile the Irvine clay alone is used. It is tem- 
pered in a soakpit and molded in a stiff-mud machine operated 
by horse power. The ware is fired at cone 2. 

The product is sold in the surrounding country. 

A small sample from a new deposit of pottery clay was sent 
in to the Survey by Mr. Stone, of Waco. 

This sample was too small to do anything with except burn 
a couple of samples. From these could be determined the fact 
that the material is a plastic clay which fires to a good buff 
color. It has 10.8% absorption at 1190°C., and 5.% absorp- 
tion at 1230°C. The former temperature corresponds to cone 3 
and the latter to cone 5. Mention is made of this as the potters 
at Bybee use cones in their kilns. The material could probably 
be used in their stoneware mixture, but it is not as dense burning 
as the clay which they were using for making their stoneware 
in the summer of 1921. 

Bybee Pottery Company. This plant, which is loeated at 
Bybee, produces only hand made ‘‘Bybee’’ blue art pottery, 
which is sold locally and throughout the United States and Can- 
ada. It was the first of the two to make the blue glazed stone- 
ware. The stoneware is said to be fired at cone 6. 

The clay for this pottery is obtained from a pit owned in fee 
by the Bybee Pottery Company on what was known formerly 
as the Mrs. C.S. Rupard farm, which lies on the north side of the 
road between Waco and Bybee. It is a gray plastic clay, belong- 
ing to the Irvine formation, and having a thickness of 3 feet with 
31% feet of sandy clay overburden. It is underlain by quick- 
sand and care has to be taken not to uncover it in digging the 
clay as it is waterbearing. The clay is hauled 11/2 miles to the 
Bybee Pottery at Bybee. In its physical properties it is similar 
to the Waco Pottery’s clay, but apparently takes a little more 
heat in firing 

A sample of the Bybee Pottery Co., (Rupard) pottery clay, 
from near Waco, collected by T. B. MeCoun, Lexington, Ken- 
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Fig, 34. The Old Pottery at Bybee. 


tucky, was sent in to the Geological Survey for testing. The 
results were as follows: 

Plasticity, good. 

Water of plasticity 30%. 

Linear air shrinkage 7%. 

Modulus of rupture of the clay alone, 179 pounds per square 
inch, which is fair. 

Fires to a cream white color at 1150°C. 

Steel hard at 1170°; and nearly so at 1150°C. 

Absorption at 1150° is 16%, at 1190° it is 11.8%, and at 
1230°C. it is 7.%. 

It is not a very dense burning clay at the temperatures giv- 
en. The material could be used probably in the manufacture of 
chemical stoneware, terra cotta, electric insulators, face brick 
and saggers. 

Foerste (Ref. 11, p. 162) notes several other localities at 
which the Irvine clay has been found, All of these known de- 
posits have now been worked out and abandoned, 

One of these is on the G. S. McKinney property, 14 mile 
south and 14 mile east from. Waco. Another one on the Adams 
farm near Waco, was used at one time at Searcy to make roof- 


ing tiles. 
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Fig. 35. Making pottery by hand at Bybee. 


At Moberly there is another deposit which is doubtfully 
referred to the Irvine formation. Foerste gives the following 
analysis of this: 

The two following analyses were supplied by Dr. A. M. 
Peter, chief chemist. 


SURE Ect: Re beer ea Oe SR MR eh, Phe eres Senet re 74.36 
ANURO TTR ee oe ee ee OE ee 7.79 
I'OEric (OR10G toe hee eee 6.78 
Ts1 ©) etka eet eo ho eg he 14 
JUIE DS oe Pee tae Seki Sed ee we. Renee Laer ees 53 
POTOSI SD pe oc ces a ee eee 1.59 
SOB 6 Sticecod ee a eee 49 
Pitanic: C8106 eS ae eS ee ee 1.25 
Tenition:) (2.2 ae Oe 4 eS. ees 4.20 
NE Cep Ech 31h fea ne ee Oe EC EM. Ce Ree eT LES 1.98 

99.11 


This clay was being used for brick and tile by the Moberly 
Brick Company in 1904. The plant is not running now. 

The two following analyses were supplied by Dr. A. M. 
Peter, Chief Chemist. 

Laboratory No. G-4074.—Clay, labeled “From Messrs. Grimstead 


& Stone, Waco Pottery Co., Waco, Madison Co., Ky.” Received April 
1, 1922, from Dr. W. R. Jillson, State Geologist, Frankfort. The sample 
was about a pound lump of light smoke-gray or buff colored clay. 
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ANALYSIS. 
_Per Cent 

INR OMS UROL RS) oo ee, ed a ee ee 3.72 
Wola epiiie Ul erie enrcesecescseee eeccseesctlonwaredecisea 5.76 
ASSL tera gure ene eee eer ree ance te ol 59.98 
VOTES Gime CTC Cee eer ee ee on aot erect 7.98 
HAUT COUNOME GS 9 oe 0 8 ae et Ee 16.46 
sLDsliasa a vifer Wes: Olle US\ae ose Rene ane meee 0.80 
CC AukG TUN SO SCI O abet ee ee oe he 1.12 
VES TAICSUUITT AIO RG Gi oe cet eee eee cece eee 1.04 
SXCLUNED Roe liy Opa 6 Hey == 25e ENCES Sees SS 0.62 
TENG BEHSI SWUNG OW aap @ KG Ke%y kee ae ee Rg 8.43 

PENG) Call] ener ete ies. fee: 8 2a yo eo 100.91 
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Laboratory No. G-3885.—Clay received January 7, 1920, through J. 
E. Barton, Commissioner of Geology and Forestry, from J. W. Cook, 
Richmond, Madison County, Ky. The sample was about a pound lump 
of yellow or buff colored clay. 


ANALYSIS. 
Per Cent 

VEO Sit UR eee eee een cee ee en oh eee 2.39 
Ignition (combined water, etc.) —............ 5.81 
RSOTE ICIS UY Js cee oe de coe ee eee 69.42 
ASTUTE geet ners ph. a re ee de OU 13.20 
ETRE TTS Pon) SSCL oe NE et RE Sa 3.44 
BEATA een TON Otte Soe teste eee 1.08 
GEN eviinhaaye (Opa kn leh 5 ea no eee os eeneee See eee 1.29 
TAU Belews ateysy Gs 100 Vie G6 | Sipe eae eer ee ere ee 0.90 
ESO GLU ULTIN OO NUCL Cee bec ec oe hea costae 2 
ABO reVchewuUP ool GOPOUONEY, See ace cee aes eee 2.50 

fey WT oe ee eee ee 100.35 


Another analysis of an Irvine clay from Waco, is also given 
by Foerste. It runs: 


i 


SHUT he go SSRI Oe ch en 62.58 
PNQROCORIE) 25 cons: cee eee es eee 21.98 
SHIGT TL CAG RiGee teres ees Bet se 4.78 
Gen CaN =\euihs A sere 2 aa cae een NE Ree, eae ite 
UIVATED SS cy eee eee nse awe es Ie Seduce es Fadensceee nd 1.276 
POCA SES reeset cece eas ate ncevocnecacanponce needs 2.607 
Si ahr ee eee nce se aay can necereseec eo ean ood 0.500 
WM Leip alrea2h CWO YB UST G0. eee Rec ame ere ree ee eee ‘tr. 
Shih hah ele Wea: c(0 lee tape oeee am cake ees eer .234 
AED aRy Ona | oak EAE Sep ae een eR ree ee eee 6.14 

“100.097 
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Shales. New Providence (Linietta) shale is said to out- 
crop 1.5 miles northeast of Berea on the Kingston Pike. It is 
supposed-to represent the lower 40 feet of the Waverly. No 
physical properties are given. Foerste quotes the following 


analysis: 

SDA b Kot: eeerceenreens Remmine Ren mn cre cur mtn ombrensaer nents 65.58 
FW hihind bot: Rgreesntee aeen eee on eet emer. Sw Kee ores 16.00 
érrics 0xid@scsnee eee a eee 5.51 
LM iltcch: Seeerenene serra creer an See retorts: brew 2 03 
MB ENESIA: (soccer enneeeeeeee 1.25 
Potash: seek eee eee 3.89 
SSG as oa oe eae .82 
WT itanierOxlde, |... eee ate eee Lag 
TST COTE ae, Bases ceed erste Baa a nes 4.29 
NU ESS UTC Rowe re eae ee 1.75 

100.25 


About 3 miles southeast of Berea on Bear Mountain is a 
deposit of plastic shale of probable Pennington age. According 
to Foerste it fires to a light red color. 


Marion County 


The northern half of the county is underlain by residual 
clays from Ordovician limestones. In the southern half the 
New Providence shale occurs and is crossed by the Louisville 
and Nashville Railroad south of Lebanon. 

The Goodwin Brick and Tile Company has a plant at Leb- 
anon, located on the south edge of town. Both common brick 
and drain tile are produced, 

These are made from a residual clay derived from lime- 
stone, so that the depth of the clay is somewhat irregular and 
varies from 7 to 15 feet. It also varies from gray to red color. 
Some portions of the deposit contain fragments of chert, these 
being especially abundant in a 5-foot zone at the south end of 
the bank. The top clay gives much trouble because of its 
tendency to laminate and crack, and for large tile some of the 
bottom clay has to be added even though it has a higher shrink- 
age. If cracks develop in the brick or tile, it takes place within 
five minutes after they are molded. If not, no further trouble 
is experienced. 
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Both the brick and tile are molded in a stiff-mud machine, 
and dried in the open air, the tile under sheds and the brick 
protected by boards. The ware is fired in a 30-foot circular down- 
draft kiln, the firing requiring 5 days. Both trial pieces and 
cones are employed, the temperature being sufficient to bend 
cone 010. The bricks are of a good red color and excellent ring. 


Mason County 


The only clays of importance are the flood-plain clays along 
the Ohio River. Residual clays may be found over the Ordovi- 
cian limestones but are not used. A small patch of Silurian 
shale may be found towards the eastern margin of the county. 

Maysville. Two brick plants are located a short distance 
east of Maysville, along the Ohio River. Both are-using flood- 
plain clays, and both are located on the Chesapeake and Ohio 
Railway. The Louisville and Nashville also reaches Maysville, 
so that the product can be shipped by two railroads or by water. 

Spahr Brick Company. This firm has a large and well 
equipped plant about 2 miles east of Maysville, the product in- 
cluding common, pressed and rough texture brick. 


Fig. 36. General View, Sphar Brick Company, Maysville. 


_ The section in the clay pit shows: 


Sve GRAVEL 104 ONO) RO en cece cere ree eee Letts 
Light colored lodmy clay, average........ 6-7 ft. Maximum 15 ft 
Sepa see Oeil S © Cneee setae eseen oe cstnecs cneeeceesseeres tera ==> 
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There are a few pebbles in the clay and considerable very 
fine mica. 

The clay is dug with a steam shovel, loaded onto small dump 
ears and hauled up to the sheds. Here it is passed through 
rolls, and then a pugmill. Molding is done in a stiffamud ma- 
chine, 30,000-45,000 brick being made in a day. Tunnel dryers 
are used, the brick taking 4-5 days to dry. There are 7 rectangu- 
lar kilns, 5 of these being down-draft. Steam under pressure 
is fed through 14-inch jets, with 14-inch holes, into the bottom 
of each grate, and this is claimed to give a forced draft which 
greatly reduces the time of firing. The burning takes 5 days. 

The bricks show a total shrinkage of about 54 inch, but the 
top clay in the bank shows more shrinkage than the bottom. 

No pyrometer is used and the completion of the burning is 
judged by the amount of settle in the kiln. 

The common bricks are a good red color, and the rough 
texture bricks are fired to different shades, usually a deep or 
dark red. 


Maysville Brick Company. This firm operates a large brick 
plant located about 144 mile west of the preceding, and lying be- 


Fig. 37. Kiln sheds, Maysville Brick Company, Maysville. 


tween the Chesapeake and Ohio Railway and the Ohio River. 
Only common brick are made. 
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The section in the clay pit is: 


There are some pebbles in the clay but these are usually dis- 
posed of by the crusher. The clay is dug with a steam shovel 
and hauled to the works in small dump cars. There it is passed 
successively through a disintegrator, a crusher, and then a goft- 
mud machine having an automatic device for sanding and strik- 
ing off the molds, 

The drying, which is done on pallet racks, requires about 
10 days as the clay is tender, and the firing carried out in Dutch 
kilns also consumes about 10 days. The settle amounts to 10-12 
inches in 40 courses. The plant has a daily capacity of about 
40,000 brick. The bricks are hard and of a good red color. 


Monteomery County 


There is a possibility of obtaining both the Niagara and 
New Providence shales in this county. Foerste (Ref. 11, p. 39) 
notes that on the Frenchburg-Jeffersonville road, about 214 
miles east of Jeffersonville, a road branches off to the south. 
Just west of the forks the main road crosses a small run. At 
this point the Cuyahoga (New Providence) shale is exposed 
with a thickness of 17 feet. It contains scattered concretions and 
the beds below this are mostly sandstone. Other exposures are 
said to occur in the county but the shale does not show up very 
thick. 


NELSON CoUNTY 


Residual clays from limestones may be found in the north- 
eastern half of the county, while in the southwestern half the 
Ohio shale is present, and small areas at least of the New Provi- 
dence. 

One clay working plant is in operation, viz., the Nelson 
Brick and Tile Company at New Haven. This was operated in 
1920 under the name of Boone and Bolden. The product con- 
sists of drain tile but common brick are also to be made. 
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Fig. 38. Nelson Brick and Tile Company, New Haven, 


The material used appears to be a residual clay derived from 
the Ohio shale, for the latter outcrops all around the hill at the 
same level as the clay. Black shale is also exposed in the creek 
bed, and partly weathered shale has been found in the bottom 
of the pit. 

The top clay alone is used for small tile, but for large ones 
some of the partly-weathered shale is mixed with the clay. The 
clay has to be hauled a half mile to the yard. 


POWELL CouNTY 


Powell County lies in the Knobs region and contains sedi- 
mentary rocks ranging from Silurian to Carboniferous, but none 
of them are used. In addition to these formations there are also 
alluvial clays along the valley of the Red River, and these are 
the only ones worked at present in the county. 

Several deposits of shale or clay have been noted in earlier 
reports of the Kentucky Geological Survey and reference to 
them is made below. 


ALLUVIAL CLAYS 


Stanton, Atkinson and Baker are operating a plant located 
about 114 miles east of Stanton on the Lexington and Eastern 
division of the Louisville and Nashville Railway. The plant 
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was originally owned and operated by H. Derickson who made 
drain tile, but the present owners are producing only common 
brick. 

The clay pits are located in the Red River Valley, and are 
flooded during high water. The section, determined in part 
from boring is: 


GIO Wel OO C-Il airiaG Lal Ve meee ten e eene en eee 22 ft. 
ES TRY Seer SOD DS UO Cie ere ree eS gh oe A 5) it: 
CULT Eye ENC S CON Cpe mere cette en AE er Ase 


plnrommes 1113 eewesteee tee oc AME Se 2s eng Ea A ee a dT 

The clay is smooth and plastic, and is usually dug to a 
depth of 15 feet, only the 2 or 8 inches of top soil being stripped 
off. After the clay is dug it is hauled up a small incline and 
dumped into a stiff-mud machine without any previous temper- 
ing, or the addition of water. The bricks are dried under sheds 
and burned in Dutch kilns. The product is pale red in color, 
and the only kiln full which the present owners had burned was 
being used in the construction of the new Presbyterian church 
at Stanton. 


Clay City. Another deposit of alluvial clay is found along 
the Red River, on the J. M. Kennon place, situated on the Clay 
City and Hardwick road, 1 mile from Clay City. (Ref. 10, p. 
879). It was used for brick making at one time. The deposit 
is 6 feet thick with 2 feet of sandy overburden. The following 
properties are given for the clay: 


IPE AS EGG ag te eo Ace ope ante e deci otbacenutadéadinsttescatese Good 
ENvp RU sian ee Weateh mos Ok eS eee ae eee 6% 
TOU SU Gq StREN Slim ll Soe 1 CT SO ala ecpeety e teee ne eee eee eee eee nese 101 
a TONS! SSW La SRE REg SS «3 ee Ea eer ee 12% 
VOT se US age Tet 11 gee es Sw pee es Be se Py 5 Red 
CONGCORELN CIDLGT Gel ESO Migrate. 2 Oe eee are ek eee ee if! 
CTC ee Ores vit PETC TON arse get ener ace ee ee ee os ap Sane sneese 6 


Filson Station. Foerste (Ref. 11, p. 75) notes a dark plastic 
clay in the Lexington and Eastern Railway cut, 1 mile east of 
Filson, on the Jesse Faulkner farm. It is described as a 7-foot 
bed of alluvial clay which rests on Waverly shale. The physi- 
eal qualities are described as follows: 
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PASUIGU: coop icenrcnsdeersaete vottouviannw asus Peeirhoiaes LR Oe = eee Excellent 
Air shrinkage es Raat © a ibatiacansitakie eRe 71% 
Tensile Stremebh,. IHG. MOR BQ. Ws sevice. nurses cccsnsesreneaveseeneneenee naa 171 
Bre: SITUA RS. coca nceseiesccerct ba vecicc main sevvsiins ain eweabeecanetnesth alee oena aetna meats 8% 
apo ree Fem Tar I ashen heaton cocienteectons.tclne on eed ameter eran Grayish brown 
Gone not (UmGlOTOILE BLOND, coseccie eae onecken ts aosseneeuaeeeces tel : 4 
GONG. “OL VTEP TIGA TIOD:  2iascccetccencoceaeeh erica aha yd anata een ee 7 


CARBONIFEROUS CLAYS 

Rosslyn. Easton (Ref. 10, p. 880) has noted the occurrence 
of clay deposits on the John Wasson farm on the Rosslyn and 
Cat Creek road, 4 miles south of Rosslyn. 

The clays, which Easton claims are fire clays, are said to 
form a 3-foot bed at the base of the Pottsville conglomerate. 
Below the clay is a bluish plastic clay. The fire clay is very 
lean, and fires to a soft body at cone 11. 


New ProvipENCE SHALE 

Stanton. The Cuyahoga shale is exposed as a deposit 17 feet 
thick, one mile north of the iron bridge on the Morris Creek 
highway. 

Clay City. A deposit of bluish shale (Ref. 10, p. 71) 14 
feet thick, lying on top of Ohio black shale is found on the E. 
Rose place 1 mile east of Clay City. The properties are given 
as follows: 


PIR EIGUEY. etch. 5 eee eck ee ee ee ee Very good 
OG Leaky: B42 ha: eae eee a Not UE ee Benne PME OES OS, ee 3% 
Teangile strength, ss. Per Bo. Why Bo 73 
SPIRE) SUG d:N-3- io e. S e saree, LS ee Te ee eee eee 3% 
Taps ipa: d=? dey i lap bad pans sores eee ae EM oe RS ce Ee Cee tear Red brown 


VOGTISCATLOUS “Eb: CONGO arcs bacctcte ean nha tate as eee 7 
There is some doubt as to the age of this material. If it 
belongs to the New Providence shale formation, it shows a higher 
vitrification point than this shale usually does. The latter is 
nearer to that of the clays of the Irvine formation found in 
Madison County. 
DEVONIAN 


Stanton. A greenish yellow clay, said by Easton (Ref. 10, 
p. 881) to be of Hamilton age is found in the Lexington and 
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Eastern Railway cut 50 yards west of Stanton. The thickness 
of the deposit is not given. Easton gives the following prop- 
erties for it: 


TEENS SUN csc cde teh eee sol eee ee en a Fair 
BANCIT MS ETE EN US 62 32°10 gee Beer eer cne ee ete NaN A ater, Arena eae 4% 
enciler siren son alse Pair SUN, cet ee ee 102 
GON ORO Pe velb EC a COM ecco ee ene eed eo ee ee eo ia ai 
OO LO ee uD UC Testy LT 2 peteeenence eee tee fete acne A ee 8 eee ER col Te Red brown 


NIAGARA SHALE 


Virden. Easton (Ref. 10, p. 877) notes the occurrence of 
Niagara (Crab Orchard) shale in the first cut east of Virden 
on the Louisville and Nashville Railroad. The deposit is only 
4 feet thick and has 25-29 feet overburden. Unless found at 
some other nearby point in greater thickness and with less over- 
burden it is not to be regarded as a workable proposition. The 
shale fires to a dark brown color. 


CHAPTER VI. 
THE EASTERN COAL FIELD 


In this chapter there are included not only the counties in 
which the Pennsylvanian rocks are the predominating surface 
formations, but also a few counties such as Lewis and Rowan, 
which it seems more desirable to include in this chapter because 
they lie east of the main belt of the Knob country. 

The clay and shale-bearing formations which may occur in 
this area are the following: 

Silurian Shales. The Estill and Lulbegrud shales if present 
in workable quantity are to be sought for only in the western 
part of Lewis County. 

Devonian Shales. The Ohio black shale is to be found in 
northwestern and western Lewis County, and is also found at 
a number of points along the western border of the eastern coal- 
field, but in its fresh condition is of no value for the manufac- 
ture of clay products. In isolated outcrops it is indistinguish- 
able from the Sunbury shale, unless there are other key horizons 
associated with it. It is present in considerable quantity in 
the hills around Vanceburg. 

Mississippian Shales. The Mississippian formations under- 
lie a large part of Lewis County, Rowan County, and narrow 
belts along the drainage lines of Tygarts Creek and its tribu- 
taries in Greenup and Carter counties. A narrow belt also 
crosses the southeast portion of the area included in this chapter, 
extending from southwestern Bell County up to Elkhorn City in 
Pike County. Furthermore, there is no straight boundary line 
between the Pennsylvanian and Mississippian formations along 
the western border of the eastern coalfield, the two being more 
or less interfingered as shown on the geologic map of the state 
issued by the Kentucky Geological Survey. 

The shale formations that may be present are the Bedford, 
Sunbury and New Providence of the Waverly series, and un- 
differentiated shales of the Chester series. 

The Bedford shale can be used for brick but is not present 
in large deposits, nor as desirable as the New Providence. 
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The Sunbury shale is of no value, being similar to the Ohio 
shale when fresh. If completely weathered it forms a ferrugin- 
ous clay. 

The New Providence shale is an excellent material for 
bricks, tile, hollow blocks, common red eartherware and some- 
times paving brick. It is worked only at Firebrick in Lewis 
County, but can be found at other points to the southwestward. 

The Waverly shales and sandstones form a large part of 
the surface of Rowan County to the north and west of More- 
head, and some of these may be of value for paving brick and 
sewer pipe according to Crider. (Ref. 8, p. 643). 

Chester shales are probably sparingly present in the area 
here discussed. 

Pennsylvanian. Pennsylvanian formations include the 
Pottsville, Allegheny and Conemaugh series, and are of con- 
siderable importance to the clay-working industry. 

Pottsville. At the base of the Pottsville* there is found an 
extensive, but not continuous, deposit of fire clay which has 
assumed great importance, and which is sometimes referred to 
as the Olive Hill fire clay because of the locality in Carter Coun- 
ty where it was first developed. 

Characters of the Olive Hill. Clay. This fire clay deposit is 
made up of three different grades of clay known as: 1, flint; 
2, semi-hard, semi-flint or soft-hard, and 3, No. 2 plastic. 

The flint clay is very fine grained, has a conchoidal fracture, 
and in color is often buff or gray, but sometimes dark gray, black 
or even red. It occasionally grades into a sandy phase, which 
contains minute grains of quartz. At a few localities an oolitic 
variety of flint clay is found, which contains small oolites em- 
bedded in a matrix of normal flint clay. This variety was de- 
seribed by Graves-Walker as occurring in the Burnt House 
mine at Olive Hill, (Ref. 19), and he proposed the name of 
Aluminite for it. A peculiarity was its high percentage of 
alumina, which is not surprising considering, as shown by Gal- 
pin (Ref. 16) that the oolites are composed of the mineral Gibb- 
site or hydrargyllite, (A1,0,.3H,0). This oolitic type is no 
longer found at Olive Hill, but Crider has noted several other 
occurrences of it. (Ref. 8, p. 653). 


*This refers to the lowest part of the formation present in this area. 


‘uyedy 7B 9UTU UL AIO JUTE 
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While the pure flint clay is of high refractoriness, the de- 
posits of it may oceasionally show impurities such as pyrite, 
concretions, and films of gypsum, the latter occurring in the ir- 
regular cracks that traverse the flint clay in all directions, but 
not in sufficient quantities to reduce its refractoriness. Quartz 
grains are present where the flint clay grades into sandstone.* 

A somewhat detailed study of the microstructure of flint 
clays, made by Galpin, (Ref. 16), shows that the flint clay con- 
tains kaolinite, hydromica, pyrite, quartz, rutile, zircon, and 
tourmaline. All of these except the first two are commonly 
present in only small amounts. In the aluminite clay, gibbsite 
was identified in considerable quantity. 

The semi-hard clay differs from the flint in being slightly 
softer, in having noticeable plasticity, and in showing the pres- 
ence of numerous slickensided surfaces which commonly tra- 
verse the clay in all directions. It is usually quite sharply sep- 
arated from the flint clay. Like the flint clay it may contain 
pyrite concretions and gypsum films at times, and in some mines 
it was coated on the slip surfaces with minute white specks of 
about 1/32 inches diameter. 

Galpin from his microscopic studies found that hydromicas 
were much more abundant than kaolinite. 

No. 2 plastic clay differs from the other two in having de- 
cided plasticity. It is softer than the semi-hard, but shows an 
abundance of slickensides. It is the least refractory of the three 
fire clays found together. 

Relation of the three Fire Clays. A careful comparison of 
the sections shown in different mines brings out the fact that 
there is no definite order of deposition exhibited by the flint, 
semi-hard and No. 2 plastie clays. While it is true that a definite 
relationship may hold throughout one mine, it does not hold in all 
parts of the area in which these clays occur. In some mines 
practically nothing but flint may occur, in others only semi-hard, 
but none was seen where No. 2 plastic alone is found. 

It is not common to find any one of the three varieties form- 
ing the entire deposit in any one mine. 


Extent of Fire Clay Deposits. The three associated fire 
clays just described are found throughout a wide area of terri- 


*C. E. Bales has recently found some veinlets of galena in the flint clay, 
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tory extending from the Ohio River on the northeast, to Elliott 
County on the southwest. Along the line of the Chesapeake and 
Ohio Railway they are found from Aden on the east to More- 
head on the west. This is not to be taken as signifying that 
the fire clay occurs throughout this area, for there are locali- 
ties where it is lacking, indeed it probably represents a series 
of separate deposits which are somewhat closely connected. This 
seems to be shown first by the fact that in some localities drill 
holes have not encountered fire clay, and secondly that in some 
deposits the fire clay grades horizontally into sandrock. 

Roughly speaking the area within which the fire clay de- 
posits have been found is about 660 square miles. 

Within this area the development has been chiefly in a zone 
bordering the Chesapeake and Ohio Railway, no company at 
present hauling its clay from points more than 5 miles distant, 
and then over private narrow gauge railroads. _Much drilling 
has, however, been done in practically all parts of the area, and 
reserve supphes blocked out so that the several firebrick com- 
panies either own extensive undeveloped clay tracts or control 
the mineral rights on them. As time goes on and the supplies 
near the railroads become exhausted those farther away will be 
developed. 

There is no doubt a considerable reserve tonnage in the dis- 
trict as a whole, but it would be impossible to state just how 
many years it is going to last. 

The thickness of the fire clay as determined from a study 
of the beds and drill records ranges from zero to 29 feet. The 
last figure is said to represent a bed of solid flint clay. The dis- 
tribution of working mines, and prospects so far as known are 
shown on the maps, Figs. 42 and 56. 

Relation of Fire Clay to Underlying Formations. The most 
prominent formation below the fire clay is the Maxville lime- 
stone, and at most localities where the fire clay occurs the lime- 
stone is found below it in the section. It is sometimes absent, 
due probably to erosion that occurred before the period of fire 
clay deposition, as at Iron Hill, Carter County, where Crider 
states that the flint clay rests directly on the Waverly sandstones 
and shales. In few cases does the fire clay rest directly on the 
limestone, but on the contrary it is usually separated from it 
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by a red mottled plastic clay known as ‘‘pinkeye,’’ by sandstone, 
or by shale. Crider (Ref. 8) in his admirable detailed report 
on the Olive Hill district states that the pinkeye is calcareous, 
and furthermore that it is a residual deposit derived from the 
Maxville limestone. We have not found any pinkeye that was 
calcareous in its nature, nor can we agree with him that it is 
a limestone residual, for the reason that in many cases it does 
not rest directly on the limestone, there being sandstone some- 
times between them. It may be noted here that the pinkeye is 
usually a mottled clay, of low refractoriness. Occasionally, 
however, it is sufficiently pure to be used in fire brick. 

Immediately on top of the limestone there is sometimes a 
cherty mass that appears to have been altered by weathering, 
and which may be from 1 to 3 feet thick, as in the mine of the 
Ironton Firebrick Company at Enterprise, Carter County. 

The interval between the bottom of the fire clay, and the top 
of the limestone is exceedingly variable. Thus in a number of 
drill records examined it was found for example that the dis- 
tance from fire clay to limestone ranged from 1 foot 8 inches to 
25 feet. The highest figure represents nothing but sandstone, the 
pinkeye being absent. One section showed 22 feet of shale be- 
tween the limestone and the fire clay. In another section there 
was sandstone between the pinkeye and the fire clay. In still 
other cases the floor of the fire clay may be pinkeye at one place 
and sandstone at another, even within the same mine. 

There is no doubt that the fire clay is separated from the 
Maxville limestone by an unconformity, and this break may be 
above the shale and sandstone sometimes found overlying the 
lime rock. That this unconformity represents considerable 
erosion in places, and uneven erosion is shown not only by the 
variable thickness of the limestone, which ranges from about 0 
feet to 100 feet in the district, so that in some drill holes the 
lime is entirely wanting and the fire clay rests on Chester Sand- 
stones. 

It is probable that some of the soft sandstone associated with 
and grading into the fire clay, and also the pinkeye lie above the 
unconformity. 
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Relation of Fire Clay to Overlying Formations. The ma- 
terial immediately overlying the fire clay may be coal, shale, 
sandstone, coarse conglomerate, or Pottsville pebbly sandstone. 

The coal found associated with the clay, is usually above 
the fire clay, and often rests directly on it. Occasionally it oc- 
eurs within the fire clay deposit. It is rarely over 6 inches in 
thickness and may even be absent. 

The shale occasionally found above the clay appears to be 
conformable with it, and is sometimes quite carbonaceous. It 
may also contain concretions of siderite and pyrite. At Hay- 
ward there is between the shale and the fire clay a hard sandstone 
known as ‘‘whim rock,’’ which is fine grained and contains 
small angular particles of flint clay. It is not a portion of the 
Pottsville conglomerate. 

At some localities notably at Grahn, the Pottsville con- 
glomerate rests directly on the fire clay in places, but in one mine 
there are found flat lenses of a coarse conglomerate, consisting 
of pebbles up to an inch in diameter, in a matrix of quartz sand 
with mica scales. The pebbles consist in part of shale and of 
siderite concretions, such as are found in the shale overlying the 
clay where this material has not been eroded. 

There is here then an unconformity between the Pottsville 
and the fire clay with its overlying shale, and a similar uncon- 
formity has been noted in other mines. The thickness of the 
Pottsville between the surface and top of fire clay is variable, 
and the range shown in the number of drill records examined 
ranged from 50 to 130 feet. 

In the sandstones overlying the fire clay, there are found one 
or several beds of a mottled clay known as ‘‘Huckleberry clay,’’ 
which is non-refractory. The thickness of the Huckleberry as 
seen in different drill holes varied from 2 to 15 feet. The in- 
terval between this clay and the fire clay in different drill holes 
ranged from 2 to 35 feet. In two holes where no fire clay was 
present there was 20 feet of sandstone between the huckleberry 
and limestone in one ease, and 39 feet of shales and sandstone in 
another. In short the Huckleberry does not appear to occupy 
any definite position in the section above the clay. 

Age of the Fire Clay. There has been considerable discus- 
sion regarding the geologic age of the flint and associated fire 
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clays in the Olive Hill and surrounding districts, and the ma- 
jority of writers have usually referred to them as being of 
Pottsville and not Mississippian age. 

As time was not available to make a detailed study of the 
stratigraphic relations of these flint clays, it might seem pre- 
sumptuous to express an opinion on the subject of the age, but 
there is no objection to discussing the evidence that has thus 
far been published, and in pointing out certain structures that 
some appear to have overlooked. 

Most persons are agreed that the fire clay bed lies above 
what is known as Maxville limestone, and is separated from it 
by an unconformity, and this relationship is also recognized by 
the practical clay miner, who in prospecting for fire clay follows 
the top of the Maxville limestone outcrop. 

This position of the clay above the unconformity has led 
most people to class the fire clay as post-Mississippian and prob- 
ably Pottsville. 

Miller (Ref. 23) has, however, called attention to an ozcur- 
rence of ‘‘flint clay’’ near Blairs Mill, Rowan County, which is 
overlain by limestone of Mississippian age, and has suggested on 
the basis of this evidence, the details of which are given under 
Rowan County, that the flint clays are of Mississippian age. 

While his argument appears weighty on first thought, there 
are two points opposed to it which cannot be ignored. 

Firstly, the so-called flint clay at Blair’s Mill is not such, 
but is a clay of low refractoriness, and secondly so far as can 
be ascertained no limestone has been found above the fire clay 
in any of the hundreds of drill holes that have been put down 
in Greenup, Carter, Rowan or Elliott counties. All this evidence 
then tends to make the clay of post-Maxville age. 

The other point to be considered is the unconformity be- 
tween the fire clay and the Pottsville conglomerate, for there 
is no doubt that such a structural condition exists. We might 
assume that the clay was accumulating in basins on an undulat- 
ing surface, while the Pottsville conglomerate was being laid 
down in another area to the northeast, and that as the currents 
which deposited this coarse pebbly sandstone spread over the 
area where the Olive Hill clays occur, that they caused some 
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erosion of the overlying shales, and of some of the fire clay. 
Indeed in places the fire clay is entirely wanting. 

I am also informed by Dr. David White of the United States 
Geological Survey that the fire clays carry a flora which has been 
determined to be of Pottsville age. A specimen collected 
by us from the shale overlying the fire clay in the Harbison- 
Walker mine at Soldier has been identified by Dr. White as 
Lepidodendron obovatum, which is upper Pottsville. This shale 
lies conformably on the fire clay, and in many places is separat- 
ed from the Pottsville conglomorate by a disconformity. 

This evidence would therefore seem to place the clay in the 
Pottsville division of the Pennsylvanian. 

Comparison has been made by some of the Olive Hill, Ky., 
flint clays, and the Scioto Furnace, Ohio flint clays, the asser- 
tion being made that they belong to the same deposit. 


Fig. 40. Conglomerate below fire clay on ridge south of firebrick. 


While there was no opportunity to make an exhaustive 
study of the Ohio occurrences still a visit to one of the large 
mines there brought out the fact that the Scioto clay reminds 
one more of the semi-hard Kentucky clay, than the flint clay, 
and moreover there is above the clay a peculiar bed of lean ore 
not noticed in the Kentucky district. There is, too, at a lower 
horizon than the clay a peculiar conglomerate containing large 


C of K—6 
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and more or less angular fragments of what appear to be quartz- 
ite, but which when examined under the miscroscope look like 
a silicified fossiliferous limestone. 

This same type of rock is found a little below the level 
of the fire clay beds, which outcrop on the ridges south of Fire- 
brick, Lewis County. Nothing like it was observed in any of 
the mines of Carter or Rowan counties. 


Boyp County 


Boyd County is underlain entirely by rocks of the Penn- 
sylvanian system, with the exception of a narrow strip of al- 
luvial deposits along the Ohio River. 

Of the Pennsylvanian rocks, the Conemaugh series forms 
the surface in that portion of the Big Sandy drainage area south 
of Catlettsburg. (Miller, Ref. 23). It shows a prevalence of red 
and purple shales which should be looked into by those interested 
in the manufacture of clay products. The other Pennsylvanian 
formations forming the surface belong to the Allegheny series. 

Underlying the Allegheny series is the Homewood sandstone, 
regarded as the top of the Pottsville, which outcrops in the val- 
leys. 

Shales of Allegheny Series. The Allegheny series contains 
deposits of shale, which at times appear to be of promising char- 
acter for the manufacture of products made from red-burning 
clays. Unfortunately time was not available to undertake a 
detailed study of these. 

Plastic Fire Clay of Allegheny Series. The most important 
clay resource of the Allegheny formation is the plastic fire clay 
associated with the Vanport or Ferriferous limestone. 

According to Phalen (Ref. 25, p. 113), the fire clay usually 
lies 10 to 40 feet above the top of the Homewood sandstone 
(Pottsville), and between coals Nos. 5 (Brookville) and 6 (Low- 
er Kittanning). If coal No. 5 is absent the clay may lie even 
nearer to the Homewood sandstone. 

This clay has been opened and worked in the hills both 
southeast and northwest of Ashland, and north of Catlettsburg, 
but some of the most important mines are located in Carter Coun- 
ty where the same fire clay also occurs, 
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The dip of the formations towards the center of the basin 
causes the clay to disappear near the mouth of the Big Sandy 
River, and it does not reappear north of Louisa in Lawrence 
County on the south. From Louisa it outerops in the hills in 
the form of a great are following the outer edge of the basin and 
coming back to the Ohio river at Ashland. (Ref. 23.) 

The plastic fire clay while associated with the Vanport lime- 
stone, 1s sometimes above and sometimes below it. Indeed at 
some of the mines in Carter County no limestone is found with 
the fire clay; moreover even in the same mine the thickness of 
the limestone may vary. 

It seems probable that at the horizon of the Vanport lime- 
stone there is a clay deposit of variable, and sometimes appre- 
ciable thickness, and that certain beds in this deposit may be 
of refractory character, but that these refractory clay beds do 
not all occupy the same position in the clay member, nor are 
they always of great extent. 

As proof of these facts we see that the fire clay is sometimes 
found above and sometimes below the limestone, and the state- 
ment of clay miners that the fire clay sometimes becomes im- 
pure, necessitating abandonment of the mine, or the driving of a 
new tunnel into another part of the deposit. 

While the Vanport limestone fire clay horizon is usually 
referred to as a plastic clay, nevertheless it here and there con- 
tains pockets of true flint clay, which may be completely sur- 
rounded by the plastic material. 

The variation which this fire clay may show is illustrated by 


the following sections: 
1. Section at mine in ridge facing Ohio River, 1 mile north- 


west of Ashland (Crider, Ref. 8, p. 672) : 


OVER TVD EM ROMO EY cee Sco EO ee seo PEPE er ae  eaee e Seree 12 it: 
COlaganyt £5 See aos 2 I ee oe eae eee ee ee By sa 
PAAS EI GlimemelayeeIAOk, WSOC gence creer rece sore net maser eer arene 2-3 ft 
STNG Sb O10 faeces ert ae A Bn ee ok a ede c ce ecarectede rca soncgtoe 10-12 ft. 
WiibemnCOmcLra bre pOoubers: Clay. ees. ece.s es eco eee 5 fit. 
Sialom wit Hel TNO TC mee ens a een eee te Se Aerie 
INI)S eee VOU FE NSH PIC 900) C2 Inif cesses eee ro ene ne ree ee 3%-4 ft 
Ferriferous limestone -...--....-- Fee ane sete 1-7 ft 

3-8 ft. 


INOseeon withites plastic, fire Cla yr cess esse. aces enzenaeen crease 
MGUEUTAS EG Teeter rea en EA 8 Ie Fae es Sed avesecibecks Mazes 
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Forty feet above the top of preceding section is a thin coal, 
and 100 feet above the limestone is a ferruginous flint clay which 
was worked some years ago. 

Phalen (Ref. 25, p. 114) gives a section from 1 mile west of 
Ashland which is somewhat unlike the preceding in that the 
limestone is missing: 


Ft. In 
SANGStOUS, UEC IO WR yee eee eee Des Ha 20+ 
COBY 5 Soee nuitacas rctecieten anlar ee wrasse oe late eae 2+ 
Shale, Wet drab: .cencae a Stioes sone eee 2 
CNR 5 Le E TO WDE cca eres ee eee 6 
IGlays ark Ete Sa ee eee 1 6 
Clay, drab, with scattered iron ore concretions. 

(Vanport limestone horizon) .-.....-2..2.... 4... 2 
Shale, Ligh tsdrap; Said yi cae ee tye ee ee eee 1 2 
Shale, drab: TanPine Wp: t@) 22... eee ee 
Clay, dark drab to black, grading into light drab at 

p00 (0 Pe Ol - Mamnne treba eRe Oe enc Geeter Ad Ad od ey St SY i 6 
Clays drabs.42. ee eee 3 
Pilint.. clay, 22:35. 2 ee eee eee a 1-4 
Clay, drab: Bes ss ee eee 3 6 
‘Clay, dark drab, almost biaek = eee = 3 
OT ea Si IED Ss er ee 8 


Four feet from the bottom of the lowest layer is a 1-foot bed 
of hght drab flint clay. 

There does not appear to be as much demand for the plastie 
fire clay as formerly, as the flint clay, and semi-hard clay ob- 
tained from the Olive Hill district and westward to Morehead 
are more refractory, although some is still mined to mix with 
the less plastic clays of the Olive Hill type. 

In Boyd County the only plastie fire clay mine in opera- 
tion at the present time is that worked by the Ashland Fire 
Brick Company, 1 mile northwest of Ashland. There is here 
a somewhat extensive deposit of fire clay which has been worked 
for a number of years. The clay outcrops in the ridge facing 
the Ohio River, and above the Homewood sandstone. Several 
tunnels have been driven into the hill. The section exposed at 
the opening being worked in the summer of 1921 was: 
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GO ailiae (NG Gi) ieee teres ne ee ls nk Cmte 
(CONASING owen dct Bh eee ee 20 ft. 
Sandstone and sandy shale 2-4 ft. 
EO DUG TVR LE yanemactrcse eee aie ees ee re Aa its 
VWanport Jimestone ac. oo .... 244-8 ft. 
Fire clay, average (Range 4-14 ft.) HOME: 


Very sandy shale, called ganister 


Fig. 41. Entrance to mine of Ashland Fire Brick Company, 1 mile north- 
west of Ashland, 


Fusion tests which have been made on the clays from this 
mine shows that the refractoriness ranges from cone 30-33, al- 
though the lowest bench sometimes drops to cone 29. Cone 31 
would perhaps be an average for the bed. 

In the next ridge to the northward along the river the same 
plastic fire clay horizon is found, and up to 6 or 8 years ago 
Chas. Taylor and Sons Company of Cincinnati bought considera- 
ble clay from a mine located near Amanda Station. 

The same clay was at one time worked by the O’Kelly Brick 
Company in East Ashland. 

Crider (Ref. 8, p. 672) states that near Cliffside Park, be- 
tween Ashland and Catlettsburg, the plastic fire clay was former- 
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ly used by the Weaver Pottery Company, but that here it over- 
lies the Vanport limestone. 

Pottsville Fire Clay. Below the Homewood sandstone there 
is a clay associated with coal No. 4 (Upper Mercer Coal). This 
coal and its underclay outerop in the eastern part of Ashland, 
and in 1905 was first utilized by the O’Kelly Brick Company of 
Ashland (Phalen, Ref. 22), but the firm is no longer in opera- 
tion. The same clay is said to occur on Catletts Creek. 

Floodplain Clays. The most important of these are found 
underlying the terraces bordering the Ohio River, and have 
been utilized in the manufacture of common brick. They are 
apt to be somewhat sandy. 

Clay Working Industry. The clay products produced in 
Boyd County at the present time include refractory and com- 
mon brick. Pottery was formerly manufactured also. 

Ashland Fire Brick Company. This company has two plants 
at Ashland. One of these is the old plant of the Clinton Fire 


Fig. 42. Ashland Fire Brick Company, Ashland. 


Brick Company, built in 1890, and taken over by the present 
firm in 1900. This has a daily capacity of 20,000 brick. 

The other plant, which was erected by the Ashland Fire 
Brick Company in 1886 has a daily capacity of 40,000 brick. 

At the larger plant the semi-hard and flint clays which 
came from the mine at Hayward, Carter County, are dumped 
in piles where they are allowed to weather. Some plastic clay 
from the company’s mine northwest of Ashland js also used. 
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All of the clays are put through a dry pan and then 
screened. That which is to be used for standard shapes is tem- 


pered in a pugmill and molded in a stiff-mud machine, while 
clay for special shapes is tempered in wet pans and molded by 
hand. . 

The different grades are of course made of different mix- 
tures of hard and plastic clay, and grog. 

The standard brick are dried in tunnels at a temperature 
of 200°F., while the hand-molded shapes are dried on floors. 
Tracks for the cars lead from the drying department to all the 
kilns. . 
The plant is equipped with 12 circular down-draft kilns 
and 2 rectangular ones. Natural gas is used as fuel. No pyro- 
meters or cones are used at the present time, but a recent cone 
test bent over No. 13 in top of the kiln. 

The two grades of brick produced are known as the Crown 
and Savage. The two following analyses of the company’s best 


168 CLAYS OF KENTUCKY 


erade of brick, and other tests of their product have been kindly 


supplied to us by the firm: 


‘tS Il. 
SULTCR erences ee ee ene eee 57.28 57.20 
PW Ub herb bat: Maer seteneeeeeet One MRNA SP mor meen 38.50 37.78 
BOrrig? OXLCO: ceivccuetesrawaaveea beets 2.80 2.84 
Thal S036 > soast ce ssccwach be raeceehiaaed Meee eaaidend ena 42 86 
IM STORIE) ccisenes:renreatenteymitaneeae +32 .04 
Alka ICS 2. ieee seeelees ene 1.10 48 
AWREH AROMA). OKs re ew etm. Ge mpe en | ee eee 92 


100.42 100.12 


SPECIFIC GRAVITY 


Ashland Crown steam pressed process 2.20; 2.19; average............ 2.20 
Ashland Savage hand molded and hand pressed 2.63; 2.59; aver. 2.61 


SOFTENING TEMPERATURE 


High duty requirements Gone” 2 Sosecee  s 31 
Ashland Crown steam (pressed process—cone .................-- 32-33 
Ashland Savage hand molded, hand pressed—cone ........ 33 


ENp CoLp CRUSHING STRENGTH IN ToTaL PouNps 
Ashland Crown Ashland Savage 


Test NOt eee 24,450 10,000 

VasteNOvs a os eee 26,500 11,650 

Regt Oo. (Bye eee ce RE 24,500 12,400 

OO go nN 2 eee eee ae aE 25,150 11,350 
SPALLING 


The bricks were heated one hour at 1350 degrees centigrade, 
plunged into five inches of running cold water for three minutes, air 
dried for five minutes and returned to the furnace. The average loss of 
the Crown after 10 immers‘ons was 6%, after 20 it was 12%, and after 
380 it was 19%. The Ashland Savage lost none after 10 immersions, 
8% after 20, and broke on the 28th losing 28%. 


Stag ActTION 


Cavities were drilled which were filled with open hearth slag at 
1350 degrees C. The action continued for two hours after which the 
brick were cut through the centers of the cavities and the penetration 
was measured. 

Ashland Crown Ashland Savage 

Depth of penetration ................ .00 inches -10 inches 

Depth of pentration -....000.000...... .00 inches 15 inches 

Average penetration .................. .00 inches 13 inches 
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REHEATING TEST 


After heating for 5 hours at 1400 degrees C., the following linear 
changes were noted upon cooling: 


Per Cent 
mMsinle Nal (rgenan, xenneleoe eee ee ee ee 45 
AshilandySavagse expanded 2c. c.cceccccececececctescece- ee 18 
Allowable expansion for high duty brick .......0.0000020-.-- ab 
ANU NONE). OTOUNEEKG MON, oe ee es ee eee U5) 


Loap Trst 


When the bricks were heated on end at 1350 degrees C. for 1% 
hours under a pressure of 25 pounds per square inch, tthe following 
compressions were noted (Standard high duty test): 


Ashland Crown Ashland Savage 


Original dimensions ................ 8.84x4.33x2.45 9.0x4.5x2.53 
Pinal dimensions o.2< ea 8.78x4.31x2.44 8.87xX4.5x2.53 
(OMD LESS 10 niger een: Re es 0.06 inches 0.13 inches 
Per cent compression .............. .68 per cent 1.44 per cent 


Allowable compression, 3% and in many cases the limit is 5%. 


E Porosity 
EMEA aia Crow toe tee face aes sts 14.25% 
J NESW OW EE 06 ESSER oe Hes Se er ee re 18.55% 
WaAteR ABSORPTION 
PNET IEW IGTE (OURO Fiala eapere eee ce ce ae res ere ee 6.48% 
SACUTE THC ay UVC Oe ge ee cae see eg eee one ce tensa fubteccantces 9.28% 


Some time ago we desired to get the shrinkage of our flint and 
semi-flint Kentucky fire clays as taken from the mines and after being 
weathered. The results of these tests which were also made at the 
Mellon Institute, are as follows: 


SHRINKAGE TEST. 


Drying Burning Total 

Shrinkage Shrinkage Shrinkage 
% % % 
Hlinteelay, (irom mine) 222... 2.01 5.39 7.40 
Flint clay (weathered) ..........-..----- 2.66 5.47 8.13 
Semi-flint clay (from mine).......... 1.74 — «4.48 Golly 
Semi-flint clay (weathered) ........ 3} ail 5.47 8.98 


-These tests show that generally longer weathering and larger 
amount of water are coupled with greater shrinkage. 


Means and Russell Tron Company. This firm has a plant 
at Bellefonte at which common bricks are made by the soft-mud 
process. The clay is obtained from a flood-plain deposit. 
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J. J. Gate and Company. This company also makes com- 
mon red building brick, using a clay obtained from the river bot- 
tom of the Ohio. 

O’Kelly Brick Company. This firm was formerly engaged 
in the mnaufacture of common brick. It is no longer in opera- 
tion and the machinery is being removed. 


Breatuirr Country 

Breathitt County is underlain by Pennsylvanian formations, 
and so any materials of value to the clay worker are to be sought 
chiefly in this system of rocks. Aside from this there is the 
possibility of finding some flood-plain clays along the North Fork. 

The Pennsylvanian might also possibly yield under clays 
of coal beds. 

A reconnaissance was made along the Louisville and Nash- 
ville Railway, chiefly to ascertain whether any clays or shales of 
commercial value were associated with the coal beds. 

Elkatawa. The mine of the Breathitt County Coal Com- 
pany, shows from 18-24 inches of soft gray slightly gritty clay 
in the roof. It is somewhat iron stained and contains thin 
streaks of coal. 

The material (Lab. No. 2457) has moderate plasticity and 
fires to a red brick, but it is not refractory. 

It was not possible to obtain a sample of the underlying 
material, 

Jackson. The Davis Coal Company, whose mine is located 
%4 mile north of Jackson on the Louisville and Nashville Rail- 
way is working the No. 3 coal. The roof is a very hard shale, 
and the floor of the coal is sandstone, so no sample was collected. 

On the west side of the Louisville and Nashville Railway, 
about 150 yards north of Jackson, a good bed of shale is ex- 
posed. The section shows: 

BAD SEONI: Bo vcesasideec disk cbeskinacnveps mulch nesec cpeena eee 5 

Cray Plamingted. SHA) 6: 8s cman ener eee af 

SiG6oussiPONstON 6 esc coats Cee ee 

CSR A VE SUB 6 B25 on. conte Balances ran rot ae eee eee 
Shales with COncretions) cx .c-..ct sewer soe eee 
DOLL TeGPbrown BNAIlG se on ee eee ee 
Greenish Sandy BbalG 25. eee see 


Sandstone 
Shale. 


woroonooow 
wo - bp 
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The 12-foot bed of shale weathers to small flakes. It is 
black when fresh, gray when weathered, slightly eritty and con- 
tains scattered flakes of muscovite., 

The shale (Lab. No. 2458), when ground up and mixed 
with water is not highly plastic, and yet it is sufficiently plastic 
to work. It fires to a bright red, but has to be burned slowly 
in order to prevent black coring. It could be used for common 
brick. 

Haddix. The three coal mines located about Haddix all 
have sandstone overlying the coal, and a hard shale of probably 
red-burning character below. 

About 114 miles southwest of Haddix in the Louisville and 
Nashville Railway cut, the section shows: 


SS (1 reer a ee ee et en a 
SEEDING Sey eet Sek Sa bie Be 4 me Oe i Sa 5 ft 
Laminated shale with concretions .....0..............22222eeeeeeeeee SP it 
Coa ere ee ee A tes av ee Y% ft. 
Clay with sand and comcretions ......-....2:...c..c0sc--ssecce-s-s0 Saetbe 
Coal. 


The clay and shale do not appear to be of promising charac- 
ter. 

Riverside. About 200 yards west of Riverside on the O. 
and K. Railroad, and on the property of the K-U Land Com- 
pany there is a deposit of clay whose section shows: 


BS EP 3 it. 


The clay is white, plastic, and very sandy, but tough when 
wet. It has scattered limonite stains. 

The clay is interesting partly because although very sandy 
it possesses excellent plasticity, and partly because of its firing 
qualities. 

The following tests of this clay (Lab. No. 2459) represent 
its character : 


TESTES) CBI KOEN WS) | Seance cca cee tee erie Soe ecencr oS ooo Er pee ee ‘None 
BU VAC ed 21) CELT 2s) ume neering nn eae Good 
B22) Fei eos oan oe ea ee eee ee ante Peat eas pea oe ea eee Very good 
AXiee Mave KS (UNCED) ese eee secre eee eer 7.5% 
(QRMGKO GVAASIP TREN as Sores en Dee Re Ee Re ee Buff 


Shersyeyh TEER cee ee ee ee Eee eee 950° C. 
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Fire Shrinkage Absorption 
%o %o 
OO at sadlerencdvannae nen 0. 18.5 
LOGUE Gy semuneeeaeesilee 4.5 7.9 
LDR NGL esters idl io 6.0 5.0 
LB OF Hi tae tastes ere 15 2.0 


This clay shows a curiously high plasticity in spite of its 
sandy nature. It would seem to be a good material for making 
face brick, and could be also used for common brick. It burns to 
a good buff color. 

Gauge. Easton (Ref. 10, p. 766) notes a clay overlying the 
Dean coal, from Shock Branch, 1 mile above Gauge. The ma- 
terial is said to have 5 per cent fire shrinkage, to be nearly vitri- 
fied at cone 11, and to burn to a buff color. 


CARTER COUNTY 

Most of the surface formations of Carter County are of 
Pennsylvanian age, the Pottsville conglomerate being an im- 
portant one. In the eastern part of the county the Pottsville 
dips below the surface so that the rocks of the Allegheny series 
are the prominent ones. 

The Mississippian formations are exposed in narrow belts, 
notably in the valley of Tygart Creek and its tributaries. There 
are also smaller areas as in the valley of Big Sinking Creek, 
around Grahn, and between Olive Hill and Grayson. 

Since the important beds of flint and semi-flint fire clays 
occur at the contact of the Pottsville and Mississipian, they will 
be found outeropping only where the former has been cut 
through by erosion. 

They are not found east of Aden, and from there eastward 
dip rapidly below the surface. Crider (Ref. 8, p. 659) states that 
at Denton the oil drillers struck 10 feet of flint clay at a depth 
of 625 feet below the surface. Between it and the Pottsville 
conglomerate above there was 15 feet of blue shale, and im- 
mediately below it there was limestone. 

The plastic fire clays of the Vanport limestone horizon are 
caught in the hill tops just east of Hitchins about 230 feet above 


the railroad track, and the same bed is mined south and east of 
Denton, 
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Shales of probable Pennsylvanian age, and worthy of de- 
tailed investigation are seen between Olive Till and Grayson 
and they should also be looked for in the region around Kil- 
gore. 

Allegheny Clays. An important deposit of plastic fire clay 
occurs at the horizon of the Vanport or Ferriferous limestone. 
The material may underlie or overlie the limestone, while at 
other times the limestone is absent. In some places more than 
one bed of fire clay appears to be present. Lenses of flint clay 
are occasionally found within the plastic fire clay. Indeed it 
seems probable that there is not one distinct fire clay bed 
throughout the district, but instead several locally refractory 
portions of a rather extensive deposit of plastic clay and clay 
shales. This view is held partly because the relation of the fire 
clay to the limestone is not always the same, and partly because 
in some mines the fire clay may grade into nonrefractory plastic 
clay. 

In refractoriness the clay is not equal to the flint and semi- 
hard clay found at the base of the Pottsville. It is worked at 
Ashland, Denton and Hitchins, and has also been mined in the 
past at other localities. The beds rise to the west, and at the 
most western point where it is found, viz., Hitchins, the fire clay 
is near the tops of the ridges. It does not occur either very far 
to the northward of the line of the Chesapeake and Ohio Rail- 
way. 

The shale formations of the Allegheny series should be 
looked into as it seems possible that some of them at least may 
serve for the manufacture of clay products. Attention is called 
to one deposit between Olive Hill and Grayson and another at 
Torchlight, Lawrence County. 

Conemaugh. The Conemaugh carries purple and red shales 
in portions of Lawrence and Boyd counties but no tests regard- 
ing their characters are available. 


Pleistocene. The alluvial clays underlying terraces along 
the Ohio River have been used for brick making at Ashland and 
Bellefonte. No doubt additional ones could be found at other 
points. : 
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Firr Ciay Drposits 

The fire clay deposits are described in general from east to 
west: 

Willard. No fire clay mines are being worked around Wil- 
lard at the present time. 

Crider (Ref. 8, p. 662) states that a bed of fire clay rests 
directly on the Ferriferous limestone, and has been worked at 
several places, but that the operations could not be successfully 
continued because of high freight rates. 

The section below the Ferriferous limestone is given by him 
as follows: 

Ferriferous limestone. 

Thin bed of flint clay. 

Thin bed plastic fire clay. 


Black shale 8-10 ft. 
Thin coal. 


He suggests that the black shale could be used for sewer 
pipe, but gives no tests of its qualities. If it were available for 
the purpose mentioned it would have to be worked by under- 
ground methods. 

An analysis of the fire clay given by Phalen (Ref. 25, p. 116) 


is: 

Siltea Goes a ee 60.54 
Alumina 93. .ct ne a ee 25.89 
Portic.0xldecasiiese ds Sn bo ee 1.75 
AB lies cewek ee ee Ee see pT Ee 53 
Maen osia 55.22. a a ee ee eee 12 
Potash ck eee oa ee eee 1.85 
DOUBT 1iisx 65a es ee Se eel ee 65 
Mangenous 0x106 sce. oee ee eee 26 
Stiiphur: trioxide: go2 nae a ee 12 
Teton Cassatt ets Sek eee 7.43 
MOISTUPS lee th oS ole eee 2.05 

101.19 


Two fire clay mines were formerly in operation at this lo- 
eality. One on the northern edge of Willard was worked by 
Dr. H. B. Fraley, the other on the eastern edge of town by the 
Willard Fire Clay Company. 
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The following analysis of clay from Fraley’s mine has been 
supplied by C. E. Bales: 


OME he eshte hae es taco cin cn a 54.48 
JNNAVR GOR RAEN, (Sea te Oe Re eee oie een ae 31.96 
GPT UG RCO X 1 CG re-take wes eet ee FE 2.80 
IDEN SOEY: cone e rs ak, Meera See te ge te ai RC me 78 
TNA Wes SUSU eT ca ws ons we nen A ek Se ee 40 
JMET SES 1 Lo 2a aint acetic es ore eR a 62 
Lesa Gl OT peters eon tee cm eee arches 0 NS 8.94 

99.98 


Denton. The only mines which are being steadily operated 
in this vicinity are those of the Harbison-Walker Refractories 


Fig. 44. Fire clay mine, Harbisson-Walker Refractories Company, south- 
west of Denton. 


Company. These are situated on a private branch railroad 
about 2 miles south of Denton, on Davies Branch of Dry Fork, 
and about 200 feet above Denton station. 

A narrow gauge steam railway runs from the Ashland Coal 
and Iron Railway tracks at Denton, to the clay mine, and also 
to the company’s coal mine still farther up the valley. 

The material is a slightly micaceous, plastic fire clay, 
which runs about 414 feet thick. It grades downward into a 


176 CLAYS OF KENTUCKY 


very sandy micaceous clay. Above the fire clay is a thin layer 
of coal, and this in turn is capped by about 50 feet of impure 
shales, the lower two feet of which is sometimes found to be re- 
fractory. These top shales as a whole are red burning, and 
contain scattered concretions of siderite and pyrite. Pyrite is 
also at times found in the fire clay. 

There is no limestone lying immediately above the clay 
here, as is the case in the mines at Ashland, but a bed of it oc- 
curs about 100 feet above the clay. A coal bed, said to be the 
No. 7 coal, lies about 60 feet above the fire clay. 

The clay is mined by an entry running south into the hill, 
and from this cross entries will be driven. 

Several other openings have been made in the same clay 
bed between the present mine and Denton, but the workings 
are no longer accessible. 

J. H. Burdett in 1907 opened a mine one mile east of Den- 
ton on the north side of the Chesapeake and Ohio Railway tracks. 
At the time of our visit the mine was not accessible and the fol- 
lowing data are taken from Crider’s report (Ref. 8, p. 669) : 

The opening lies about 50 feet above the level of the rail- 
road, and it is underlain by a massive sandstone. The Ferri- 
ferous limestone is absent at the coal horizon, but a coal which 
outcrops at the level of the railroad track is said by Crider to 
be No. 4. The section at the mine is: 


Ft. In 

BOOBY crater SR ee oe ae eee 14 
Black plastic: clay cc:.nccoeeee eee ee 4-6 

SOGTE. DEIN. “SRI COO TUE | CLE Y crs ce nthe oe oe es 2.4 
Good, No: 2 plastic ‘clay<.5.. oe 6 
Sand rocky called ‘eanister ...ociee .ne 4 


The No, 2 clay may be cut out at times by siliceous boulders. 
A flint clay is said to occur about 55 feet above the plastie clay. 

The clay from this mine has been shipped to Pennsylvania 
and Ohio. Mr. Burdett, of Ashland, Ky., claims that the clay 
underlies an area of 3 square miles, 


The following analysis of plastic fire clay from the Bur- 
dette mine has been supplied by C. E. Bales: 
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ODUNUCN 2 ok Se Se etd eee ee er 56.96 
BAUD Ices save ce sere eet eet tebe I 29.90 
FRG TSO KILO eer nats, or SS 1.62 
UIESITT) Ope corer Secchi Re ea eae oe 46 
TWH e OCG hpeteake Cte ae ore Cee Te oe 24 
SAT E6a TGS ame ee pera lee es RP RN Tagen 65 
eT Sen LO Th eee ceewee neers oe ee et a Sc ner nk On 10.17 

100.00 


This clay is used in the manufacture of fire brick. 

The Denton Plastic Clay Company in 1908 opened a mine 
200 yards east of Denton on the north side of the Chesapeake 
and Ohio Railway and about 200 feet above the track. It is not 
being worked at present, and has not been for several years. 


Crider (Ref. 8, p. 668) gives the section as: 


Light gray shale. Ft. In. 
Laminated. -micaceous sandstone .............222.c.2:0.2--. 6 
STF AToL Cea cL apa terse emirate oe tert, OE oe SUS lg Sey At We 4 
0 2 mere ee cat re ee Bt ren een ee 8 10 
Black plastic clays not worked =... ae 5 
Darkwhand siliceousSselay, MO USCM -2e..ccce-e-ce 4 
Plastic clay swiths stlicasboulders) se, 8 
Grea RSICG [ae aerate eS AE Ee Sn ee ee eS 4 


It is said to be at the Ferriferous limestone horizon, al- 
though there is no limestone present. 

Hitchins. General Refractories Company. This Company 
has deposits of plastic clay which lie near the top of the ridges 
about 114 miles east of Hitchins. A standard gauge track is laid 
from the plant up to the mines. 

The fire clay, which Crider claims is at the horizon of the 
Ferriferous limestone lies about 35 feet below the No. 7 coal, 
about 140 feet above No. 3 coal, and about 240 feet above the 
works. 

The fire clay, which varies from 4-12 feet in thickness, with 
an average of 6 feet, is very plastic, of gray color with iron 
mottlings. Near the top the clay becomes grayish black and is 
overlain by a very thin layer of coal. The clay shows occasional 
flakes of mica and thin crusts of gypsum. At one point in the 
bed the clay also showed pockets of oolitic material, the oolites ° 
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Fig. 45. Open cut in plastic fire clay, General Refractories Company, 
Hitchins. 


being about 1/32 inch in diameter. Lenses of flint clay are o2- 
casionally found in the plastic clay, and these may be as much 
as 8 feet long and 2 feet thick. This flint clay is a hard, grayish- 
black clay, with conchoidal fracture and spots of a carbonaceous 
matter. 

The floor of the fire clay bed is a sandy, micaceous clay, 
while overlying it there are ferruginous shales, with thin layers 
of sandstone. It is interesting to note that in the overlying 
shales there are small pockets of flint clay of excellent refrac- 
toriness, but none of them are sufficiently large to work. 

A part of the fire clay has been cbtained from open cuts, 
run around the face of the hill, the overburden being removed 
with a steam shovel. From these epen cuts tunnels are driven 
into the ridge where the overburden is heavier and the clay is 
mined from these. 

Several old workings lie in another ridge about 14 mile 
northwest of the present workings. 

The plastic fire clay can be traced eastward towards Den- 
ton, but it is not found west of Hitchins as the rise in the beds 
would bring it above the tops of the ridges in that direction. 
The following section given by Crider (Ref. 8) is that seen in 

a hill east of the fire brick works and near the ‘‘Blue Jay’’ coal 
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Fig. 46. Pit of General Refractories Company, Hitchins. Shows impure 
shales overlying fire clay, 


mine to the clay opening at the head of the branch. The entire 
thickness of the section is about 300 feet: 


28 Crest of high hill. ie. In. 
27 Covered. Ferriferous limestone comes near 
OPENERS eter ete an ees ee iy es ee 70 
26 Plastic clay containing thin irregular pockets 
ODT BC ayy ee eo ots eee wetness IB Sire hs Fe a a oe ae 25 
25 Gray laminated shale which weathers to a 
HIST SS Ete Leh yarese ae eee dees Da SE ps 3 2 
24 Gray plastic clay with two inches of dark clay 
inmchexcenter 2 Bc cop Pees ope ent PE 1 
OME Le Clg eS bial Cite eee se eases ese ees. ee eee Pal 
PAPA A BLO PSW No ne eee SY a ee OE 13 


21 Irregular bodies of stratified clay 
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Pale drab stratified fire: ClAY wescsccscmcocrse | eee 20 
Dove colored fire clay with streaks of iron 

OST atacand cand wanes ba Sdwak bod ad a dua phgeet camped ana aaa By) Mhaaeae 

Dove colored fire clay, uniform in color ...... eae ae 18 
Gray micaceous sandstone about ...................- 15 
GGVOTSE -aieei Raise eters yet eae eno eee 

5). A SETS COTO eects onneaeee Weeacey Rise ae Roe eee 

FS EG) Go Sp eRe a cae ets eer ck ola ence ce ale are een 3-4 

SOOO BLL, Sy ates csc tt a eee acer re 1 
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Goal + cassie Sica care dc ee ee eee tna ee acct SSceeteie 14 
Sf [cpa ee een neal me emcee eee uy ES, 25 
Sandstone changing to shale at same horizon 50 

Orig la gat =| 5025) (eee eee enn Sa ORE EEE De ee DE eatin ee. Fe 25 

COOLS einck ered sete heat Oe SS ie ee eee, Pe eetaee 3 
Sandstone, hard on bottom and shaly on top.. 6 
Black shale ee ee eee 20 
Sandstone. 
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“The fire clay occurring from 18 to 21 inclusive is the most 
promising horizon of the section. At horizon 26 is a deposit of 
laminated, micaceous shale which contains irregular blocks of 
flint clay. In places it occurs in kidney-shaped forms. The color 
is not uniform, but shows finely stratified lines of white, light 
gray to dark gray sand in the clay.”’ 

Crider further believes that there is also a possibility of 
getting the Olive Hill flint clay below the surface at Hitchins, 
because a bed 10 feet thick was struck in one of the oil wells 
at Denton, at a depth of 625 feet below the surface. Mississippian 
limestone underlay the fire clay, while above it there was 15 
feet of blue shale, overlain in turn by the Conglomerate sand- 
stone. The rise of the strata to the west would bring the Olive 
Hill flint clay horizon to within about 350 feet of the surface 
at Hitchins. Crider expresses the belief that if flint clay of 
good quality and 7 to 10 feet in thickness could be found below 
Hitchins, that it would be more economical to the mine even 
at that depth, than it would be to haul it from the Olive Hill 
district. Its presence or absence could be determined by means 
of a core drill. 
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Crider gives the following analyses and tests of the clays 
from the Hitchins property. They were made by J. M. Knote, 
and the comments following are also his: 


3 

S S 2 q oO o F 

as 3 o o's op og 3 “4 Fusion 

we a) Ko] i) Koes) S aso S Cone 

o& S x2 w= RS RS eI) = 

HH TR oy) OG O00 OA Ht <{ 
ie 12.24 53.30 eu 30.88 50 08 2.21 12 384 3290° BY, 
2. 8.16 58.90 SOL 26.28 45 0S 1.28 3.40 24% 3092° F. 
3. 10.32 56.46 iba 27.89 60 20 1.48 1.45 28 3182° FE, 
4, 8.48 64.38 =a fil 23.54 50 08 1.51 109) bl 3182° BF’, 


(1) ‘‘Flnt clay from bottom seam. Shrank from 12 to 
11 1/10 inches on burning. No shrinkage after cone 9. An ex- 
cellent clay and while a little higher in silica than those of Olive 
Hill, it should make very good brick. It is as good as the best 
Missouri, Pennsylvania and Maryland flint clays.’’ 

(2) ‘‘Plastie clay, shrank from 11 to 12 inches on dry- 
ing and to 1044 inches on burning. A very plastic and strong 
bond clay. It dries with a normal shrinkage and burns to a 
dense strong body at cone 3 and remains thus without change 
to cone 11. It would doubtless show little change up to cone 
22-25. Its burning shrinkage is normal. The clay is as plastic 
and strong as any but the exceptional fire clays. It vitrifies 3 
or 4 cones lower than the Maryland clays, but about the same as 
most Pennsylvania clays. The Missouri clays are much more 
porous at cone 11. In refractoriness it is just about the same 
as the best Savage Mountain clay or Pennsylvania clays. I con- 
sider it a very good bond clay. 

(3) ‘‘Plastie clay. Shrank from 12 to 11 2/8 inches on 
drying and to 1014 inches on burning. Nearly out at cone 3, 
all out at cone 7-9. Similar to No. 2 in every way.”’ 

(4)‘‘Flint clay. Shrank from 12 to 11 2/10 inches. All 
out at cone 9. This clay is a second grade flint clay and while 
of probable value for second grade brick, it is not as valuable 
as elay No. 1.’’ 

The plastic clay has a fusion point of cone 30-31. 

The plant of the General Refractories Company is located 
in the valley, just east of Hitchins and on the north side of 
the Ashland Coal and Iron Railroad Company’s tracks. The 
works, which has a daily capacity of 75,000 brick, was built in 
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1912, is of fire proof construction, and the machinery is all 
operated by electricity. Coal for fuel is obtained from a mine 
in the No. 8 coal bed, located along the track leading up to the 
fire-clay deposits. 

The raw materials used are plastic fire clay from the de- 
posits at Hitchins, and flint and semi-hard fire clays from the 
company’s mine near Grahn. 

The clay is all ground in dry pans, screened, and then 
tempered in pugmills. Standard brick are molded in a stiff- 
mud machine, with circular cutter, and subsequently repressed. 
They are dried for 3 days in concrete drying tunnels. 

Special shapes are molded by hand and are dried on con- 
crete floors, one of which is on top of the tunnel dryers, and 
the other at the level of the floor of the building. The drying 
tunnels are heated by waste heat from the kilns, the tempera- 
ture of this when entering the tunnels being 200°F. The lower 
floor is heated by exhaust steam. 

There are 16 down-draft circular kilns, whose diameter is 
36 feet, with a stack for each pair of kilns. Firing requires 
9 days, and it is said that cone 12 is bent over in the bottom 
of the kilns. The total shrinkage of the clay is 9/10 inch per 
foot. 

The chief product of the plant at present is the Carter or 
best brand, and this is used for hot blast stoves. 

Music. Plastic fire clay has been mined on Norton’s 
branch near Music by Messrs. Hatcher and Stewart of Ashland, 
but none has been shipped for several years. They report that 
the clays show considerable irregularity in quality when fol- 
lowed from one place to another. 

The Kentucky Gem Coal Company formerly worked a 
plastic fire clay at Norton’s Branch, two miles west of Rush. The 
clay was about 9 feet thick. Several entries were driven, but 
each one finally ran into hard rock, so that the mine was aban- 
doned. This clay they state was about 100 feet below the No. 7 
coal. 

Crider (Ref. 8, p. 671) notes that a No. 2 plastie fire clay 
was opened on the Lexington and Carter County Mining Com- 
pany’s property just north of the Ashland Coal and Iron Com- 
pany’s railway. It is said to be 9 feet thick, and to rest on 
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ganister rock like the clay at the Burdette mine east of Denton. 
There is a thin bed of coal near the top of the clay. 

A flint clay is reported to have been formed 2 miles north of 
Music, but this is probably one of the lenses of this material 
which are sometimes found associated with the plastic fire clay. 


Aden. Kerns Mining Company. The mine of this com- 
pany is on land leased from J. M. Saulsberry, and is located 300 
feet west of the station on the north side of the Chesapeake and 
Ohio Railway. It was not in operation during 1921. At this mine 
the tunnel has been driven about 300 yards and shows the fol- 
lowing section: 


Ft. In 
DON GS DO NC sce cree er eae et Bem ascate Gas ehieneacee ee macinades meres 
BUT Gee 2k a a 5 eres ras 4-10 
Coals (sometimes win: (Cheese ae ee 14 
INGO Se LET iG yaa eee ieee eee ee ee 26-1 
INO SOI i= ares Yc sees ee ad ee ee, 2-3 


White, sandy, iron stained clay. 


Mr. C. E. Bales has supplied us with the following analysis 
of gray plastic clay from Aden: 


SHAD DoE Wee AOS sear alee ie one in ene eee SEBO 51.40 
DW Dahan vk: Wig cer teen ee eas Oe eee Si ees 31.88 
POrpiCcO S10 © psie ee 1.92 
Op boa 2 gee Se eC See PRL es 32 
VT TST pera Be i 14 
POVNET a Seen: Cee eke WA eee eee nero 56 
AU gabe Corres (ee eee SE De ee ws TR see 12.80 

99.00 


The material is used in the manufacture of fire brick. This 
is the most easterly mine in flint clay. Between Aden and Grahn 
the section at the Chesapeake and Ohio Railway tunnel (Ref. 
8, p. 649) shows: 


W GAENOTOG BD B16 "aes ee necked 5 ia ee nee Tele 
CO SN BM SARC rr kore Oe RE eR eh eM atts 
POOT TURE OLY cean ccc eee arial ilaac a wes oe ee ee a1 ft 
LDONSOLG . sstet ater aed earoacaiie ton ees oa eee ee 1% ft 


Flinty limestone in beds 6 ins. to 83 ft. thick. 
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Lowsville Firebrick Works. This company’s mine is lo- 
cated about 1 mile west of Aden, on the south side of the Ches- 
apeake and Ohio Railway. It adjoins that of the General Re- 
fractories Company, and both mines have the same air course. 
The section is. 


Pottsville conglomerate. 


ENT NCHS 112] eee oc Abe en ct ote es te ek ere ok sy ts Cent Sette 
PS AGRE DL as LCM CLA Vpgeee ee eee eee pe es a A Eee i Stig 
EG CL ay ee ee ee SRR RNA Ss ee 0-1 ft. 
SG UUIE TM Lane lel yagere eee ee Os eee Ree ete eo ee oS 4-5 ft. 
SECC (Gites Let V meee ee we A ee ine ee St ee ee 


Neither the black plastic clay nor the flint clay extend 
throughout the entire mine, and where absent the semi-flint clay 
is correspondingly thicker. We are informed that since visiting 
this locality the fire clay has passed into a sandstone. 

General Refractories Company. The mine of this company 
is located on the north side of the Chesapeake and Ohio Rail- 
way, about 1 mile west of Aden, and adjoining the mine of the 
Louisville Firebrick Works. 

A drill hole record supphed by the General Refractories 
Company gives the following section at this mine: 


1D In. 
SUNAIC CRIN GOST Ua eee erie ee ARE ee Se A en 3 
SAT SEO, 1 a eae ee Ss Pe ane ee 22 
Bo LALO cane ene eS cet PE ae eres, if 
HS UTC 0 TG eae a were epee ek oes ae ee 6 cae 
SEH EYD ie INO ee ae Ol Pe RY 5 Amen Ses Cag ne eee ae a er eee 0 6 
TRING eR WOH EWG Je eeereee ee a one eee See ee ence Ree rea Re a 3 <2 
Srey Wiel eit CONE Wi es ire na eee ee ee ee eee 2 4 
Pintkieyenanid. yellow “OCMOI 2ecscc-2 sarees eect eceenn ees al 2 
(Limestone. 


Miscellaneous Occurrences. The following additional notes 
on the occurrence of fire clay in the vicinity of Aden are given 
by Crider (Ref. 8, p. 650). 

On the P. F. Maddix land, 1 mile south of Aden, and near 
the ford across Big Sinking River, a 60-foot tunnel driven into 


the hill showed: 


Conglomerate. 
COEF Ue Pee  Pol Pl i  e 1% ft. 
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The most eastward extension of the clay and limestone noted 
by Crider is on the Big Sinking River, on the south side of the 
stream, and just above the mouth of Hall’s Branch. 

A number of fire clay openings have been made on the Big 
Sinking River south and southeast of Olive Hill, but most of 
them are remote from transportation. 

Another locality noted by Crider (Ref. 8, p. 650) is the 
Prater Mine on Dry Fork, 2 miles north of Aden, where in an 
entry driven 180 feet into the hill the section showed: 


Sale TOO Ls cece-coesesose sce ee ee hee Stee Sa eee 2 ft. 
NO 42 TPG C18 Y-- oc eeee e piticapaihin atari ees 2 ft. 
[5 t-) URpameen anu Tene Pee PND eae Sey erre A AE, Sirs vamp Se ROhey SABE On Sg es 2 ft. 
HSMN DB ea cl C= Yn gee ae eee ee Sb ae ORR SRE SL EOE ET 7 tne) SIE te a Eh 
Semi-hard clay ...... Titrat at Se Rie oP Papi He = 3h < RG RT ERTL Z ft. 
TTY Gress SS sang Oe cn eed ieee eg ee 2 ft. 


rig. 48. Entrance to fire clay mine at Grahn. The roof is Pottsville con- 
glomerate, which rests directly on the clay. 


Louisville Fire Brick Works. This company has two fire 
brick plants at Grahn and has also driven several tunnels into 
the fire clay deposits, but all of these are not being worked at 
the present time. 

Two openings have been made on either side of a ravine 
located about 1/4 mile north of the works, and the one on the 
south side was being worked in 1921. At these two mines the 
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Pottsville conglomerate rests directly on top of the fire clay at 
many points in the mine, although occasionally shale and an- 
other conglomerate come in between them. 

These two mines are known as No, 1 and No. 2, and the gen- 
eralized section is: 

Pottsville conglomerate sandstone (exposed) ............ 40-80 ft. 


Conglomerate with pebbles of clay, siderite and shale 0-1% ft. 
Black shale, with smooth, shining surfaces, along 


the mpeddunem pla nes ee cire ere (Sy Tite, 
INO SE ZanDL AS TLCHNG la yarn ceter ele en eee ee 0-2 ft. 
DENS Rif RS Fee oe go ei oe 0-2 ft. 
SRSUTMMEN Sees ERE ce ee nc Oe eee ann cE 3-5) Lite 
PAIS WiC ane keV meee ee ee en ee SEO. Sn eee Pe de oietity 
Greentomeyclloweclava shal Guenter 2 
Limestone. 


The geologic relationships are so different here from those 
seen at other mines as to deserve special mention. 


The Pottsville conglomerate as will be noted from the above 
section rests in places directly on the clay, a fact not noted else- 
where. It is a sandstone containing irregular patches and streaks 
of quartz pebbles, the latter at times reaching the size of a 
pigeon’s egg. 

Immediately under the Pottsville conglomerate, and sharply 
separated from it are thin lenses of a conglomerate, which reach 
a maximum thickness of 18 inches, and which in the mine could 
be traced for a distance of 200 to 300 feet. This conglomerate, 
which is composed almost entirely of pebbles, has a matrix of 
micaceous sand, and the pebbles which vary from round to 
angular consist of sandstone, clay, black shale and siderite con- 
ceretions, but there are none of quartz. In places this conglomer- 
ate rests on black shale, in others, where the shale has been worn 
away it rests on the flint clay, the pebbles of the conglomerate 
extending into the clay. There is consequently a disconformity 
between the conglomerate and the black shale. 

The black shale, which in places has been eroded, contains 
concretions of siderite and also pyrite, and the latter may be 
also found in the flint clay. This black shale ranges from 0-18 
inches in thickness. 
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The fire clay, which is mostly flint clay towards the mine 
entrance, but mostly semi-hard in the mine, averages about 4 
feet in thickness. 

In the inactive mine, on the north side of the ravine, the 
Pottsville conglomerate forming the roof shows small stalactites 
of lime carbonate, formed by the water seeping through the 
Pottsville. 

At the south end of the workings of Mine No. 1, the fire 
clay appears to be bent into a monoclinal fold. This has also 
involved the overlying shale and sandstone, to such an extent 
that portions of the sandstone have been forced into the shale 
in dike-like bands. No coal was seen in this mine. 

In a mine which Crider describes (Ref. 8, p. 648) as being 
located on the north side of Grassy Fork, 144 mile up stream from 
Grahn station, he states that the limestone outcrops on the south 
side of the creek, and that in places the bottom of the clay is 
very uneven, due to the irregularity of the underlying lime- 
stone surface, because where there are sink holes like depres- 
sions in it these are filled with clay, thus making the latter doub- 
ly thick. In places, it is stated, the limestone may rise and al- 
most cut out the clay. In this mine too the conglomerate at 
times rests directly on the clay, but at others is separated from 
it by a thin bed of shale with a thin coal bed (0-8 inches) at its 
base. 

The following tests of clays from the mines of the Louisville 
Fire Brick Works at Grahn were kindly supplied us by the com- 
pany : 

No. 1 Flint Clay 
Bone Branch No. 2 Clay 


Mine ‘No. 2 Mine No. 3 Clay 
SUE YE gf: eee + Res 44.00 45.72 53 00 
Ahamivias 252-38 2a 39.96 39.23 22.64 
Merrignosidao oeean eee 2.20 1.75 11.20 
1 i fies. leben aac Oey 30 40 68 
DVIS TES SIAL: sdcaesecav cena. coax tr. tr. 34 
PAN ICB IG Gh emerccrtstenceenes 24 30 1.28 
DRMITLONS LGSm eeu cece 13.72 12.80 11.08 


100.42 100.20 100.22 
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PLASTIGILY scmvccutettetaeeres Poor’ Fairly good Good 
Air shrinkage, in. per ft. 3/16 YY Wy 
Fire shrinkage, in. per 

sf Ree ove ee ee cee pn 13/16 34 % 
Golor at: L816 >" eens Cream White Brown 
GONG OLeLSLOL auceeenees 34 34 20 


As previously stated the Louisville Fire Brick Works has 2 
plants at Grahn, but only one was running in 1921. 

The clay is hauled to the mines in dump cars drawn by 
mules. 

For standard-sized brick the clay is run through dry pans, 
screened and then after moistening it is molded in a semi-dry 
press machine, and repressed. For hand-molded shapes the clay 
is tempered in a wet pan, and then transferred to the molding 
table. 

The two plants are together equipped with 15 cireular down- 
draft kilns, and firing takes 5 to 6 days. No pyrometers or cones 
are used. The two plants have a combined capacity of 60,000 
9-inch brick daily. 

Olive Hill. This locality was the site of the first flint fire- 
clay mining operations in eastern Kentucky, and also of the first 
fire brick plants erected in the flint clay district, as noted in 
Chapter VI. 

At present there are two fire brick plants in active operation, 
at Olive Hill, both of them being located north of the town, 
and on the north side of the valley. 

One of these is the plant of the Harbison-Walker Refrac- 
tories Company, and the other that of the General Refractories 
Company, which in 1909 took over the property of the old 
Olive Hill Fire Brick Company and expanded it. Both com- 
panies have mines located several miles north of Olive Hill, and 
these are the nearest active ones to the railroad at present. 

In former years there were several mines operated much 
nearer town. One of these was the famous Burnt House Mine 
described under ‘‘ Inactive Mines’? below. The active operations 
will be taken up first. 

Harbison-Walker Refractories Company. The mines which 
this company is at present working are located about 4 miles 
north of Olive Hill in the valley of Trough Camp Branch. They 
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are known as the Quall Mine and the Old Garvin or Mud Lick 
Mine, the former being situated on the north side of Trough 
Camp Creek and the latter on the south side. 

The narrow-gauge road leading up to the mine passes 
through the hill from Henderson’s Branch to Trough Camp 
Branch, a distance of 1300 feet. One-half of this tunnel driven 
from the Trough Camp side was in clay, but the balance was cut 
in shale which eut the clay out. 

An extension of the old Garvin or Mud Lick mine is known 
as the Scott entry. A general section in the deposit is as fol- 


lows: 
Shale, OP SACS CON TO occ eee eee ee 
OGL eacccrces aes seca eae ae cece a ce 0-1% ft. 
No. 2 plastic clay ........... eg ee cae ic, Ma eer 0-2 ft. 
ELT Tite hk Veet: te est Se oP ne en 2 Dd cars 3-6 ft. 
Petey bau GEN AO WU Ed Cc Ay iene Nee aes ScMee ny etna! ie hy oer ke ee eae Rte a 3-6 ft. 
Pinkeye or sandstone. 
Limestone. 


In the Scott extension of the Mud Lick mine for example the 
clay is about 614 feet thick, and consists of both flint and semi- 
hard, there being but little plastic clay in that mine. The flint 
clay may be shiny, dull and earthy, or sandy in appearance, and 
in places pinches out completely, leaving only semi-hard elay. 
The coal is usually found above the clay and is overlain by shale 
or sandstone. The No. 2 plastic when present is always below 
the coal and above the flint clay. Pinkeye usually forms the 
floor and lies above the Maxville limestone whose outcrop on the 
hillside below the mine shows a thickness of 60 feet. In some 
places a sandstone overlies the limestone and on the outcrop 
may be 15 feet thick. 

The Garvin (Mud Lick) mine, (Ref. 8, p. 623), was opened 
in 1900 and by 1913 the west entry had been driven 1900 feet 


into the hill. The section in 1913 as given by Crider was: 

Ft. In. 

Sandstone: Tne er Aine oo.n.cceycs eect eerie a 

BIC “HUG 6b Ory yas lO 2) cst reece acetate ieee 10 

re WA oe om Som re, Saks Be ar Se eee eRe ret Oe Eee en 2 

Plastic clay, with leaf impressions .....0..0.....00.c..--. 2 

SIS OUAC ORIG OL Vic meena re en 3 

Somilshand Glay ar. ste et a ae oe 3 

PA ICOW Gt CI ye secs. ahs series ee ere Rok id doe 3 

Limestone. 
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Crider states that lens shaped bodies of sandstone known 
as “‘silica boulders’’ or ‘‘nigger heads’’ were present, and us- 
ually at the top of the clay. They consist of minute grains 
of sharp sand cemented by fire clay. 

The Qualls Mine (Ref. 8, p. 618) was also noted by Crider. 
It averages about 2 feet flint clay and 4 feet No. 2 plastic clay. 
In places there is 12-18 inches of semi-hard. 

Among the interesting features of this deposit are ‘‘silica 
boulders,’’ found in all parts of the clay bed but mostly at the 
top, and which may contain angular fragments of flint clay. 
This is similar to the whim rock found over the clay at Hay- 
ward. The fiint is separated into two grades, of which the No. 
1 may show oolites and No. 2 iron sulphide. Leaf impressions 
are said to occur both in the No. 2 plastic, and in the silica 
boulders. 

The following analyses have been supplied by the Harbison- 
Walker Refractories Company as illustrating the three types of 
fire clay found in the Olive Hill district: 


Flint Semi-hard Plastic 

Clay Fire Clay Clay 
SUE POr Vie ye ac Rr Nee a 45.66 50.52 58.40 
NOUGAT ay eek eee 37.92 34.83 A) OT 
Ferric oxide -................ 1.82 Bailb} 2.51 
ETAT Gee eee ee ee eo Pry .30 355) 25 
Maen eSigmme eee 56 74 5) 
ATR an GS Wien oe ee 88 -90 1.03 
PSnigtO nN pst es ee 12.72 10.61 9°35 

99.86 100.28 99.86 


The fusion point of carefully selected flint clay is said to 
be between cones 33 and 34. 

The factory of the Harbison-Walker Refractories Company 
is connected with the mines by a narrow gauge road, and the 
clay cars are run in on a trestle from which the clay can be 
dumped into storage bins. From these it passes to dry pans, 
then through screens to the bins for ground clay. Tempering 
is performed in wet pans. . 

Standard brick are molded in a stiff-mud machine and hand 
repressed, while special shapes are molded by hand. 


© OF Ref 
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All of the drying is done on steam-heated floors. There are 
16 circular down-draft kilns, and the firing takes 714 to 9 days. 
It is said that cone 12 is turned over at the bottom and cone 14 
at the top, but the completion of the firing is judged by the ap- 


pearance of the kiln. 

The plant has a daily capacity of 60,000 brick, and the 
product includes fire brick for blast and open-hearth furnaces, 
locomotive blocks, stove brick, ete. The brands are Hearth and 
Bosh, high grade, No. 1 and stove. 

General Refractories Company. The mines being operated 
by this company are located 5 miles north of Olive Hill, in the 


Fig. 51. Kilns at General Refractories Company works, Olive Hill. 


ridge between Trough Camp Branch and Smoky Creek. The 
generalized section is: 


Efe wee Ag OV ETL TAR CL: hee eee Ce ee ae ae enn has 0-114 ft. 
BOLERO: larg daventas cease ih cateet ee ee gee a, a Cea a 0-4 ft. 
BBE, CLAY tse cees elo oe, Rica 1-4 ft. 
Pinkeye clay or sandstone 
LATOR VORA «Sat a cecpecaseectcre bed oes tae ee Se 


The total thickness of the fire clay varies from 4-6 feet, and 
is mostly flint and semi-hard clay. The No. 2 plastic clay is 
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sometimes found above the flint clay, while the pinkeye gen- 
erally forms the floor. The fire clay may occasionally show 
specks of siderite, pyrite or gypsum. 

The flint and semi-hard clays are usually mined together, 
but occasionally the fiimt is sandy and then has to be rejected. 

The clay is hauled to the plant over a narrow gauge rail- 
road. It is first run through a crusher, and from this to a dry 
pan and screen. The different clays and ground grog are stored 
in separate bins. An ingenious automatic mixer is used to com- 
bine the clays and grog in proper proportions, and this machine 
may be adjusted to yield different mixtures. The mixture is 
tempered with hot water in a double pugmill, and in a single 
shaft pugmill. 

Molding is done in a stiff-mud machine, even some shapes 
which are commonly molded by hand being formed in this man- 
ner. 

Most of the bricks are repressed in power driven represses, 
but a few are handled in hand power ones. 

The bricks receive 3 days’ drying in a tunnel dryer, but in 
addition the flat top of the tunnels is sometimes employed for 
drying. There is also a large steam-heated drying floor. The 
plant has 27 cireular down-draft kilns, and firing requires 9 
days. No cones or pyrometers are used. The daily capacity of 
the works is 90,000 brick. The factory is spaciously laid out 
and of fireproof construction. 


Inactive MINzEs 


Burnt House Mine. This was opened up about 1899 by the 
Olive Hill Fire Brick Company, but has been worked out. 
Greaves-Walker (Ref. 19, p. 467) notes that a remarkable 
feature of this mine is its natural roof of sandstone from 1 foot 
to 18 inches thick, which is so strong and hard that rooms 30 
feet wide have stood for 4 or 5 years without the use of props. 
The section given by him is: 
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Te) “Sandstone” TOOL: Wohcrssethccssctieeewcrseeee-sceebe-cus 1-1% ft. 
2. Black, highly carbonaceous shale, firing 
dark butt and fusing cone 815.2. are 


8. No. 2-plastic clay, not always present.... 1 ft.or less 

4. Flint clay with oolites, called Aluminite. 

5. No.1 flint clay. Light cream color, sandy 15 to 
on outer edge of deposit, and there con- 30 ft. 
sists of flint clay matrix with quartz 
GUYS LS sactenes seenccluchadserctcereeeeeee eee aa 6 ft. average 


6. Semi-hard clay. White, buff, red, black, 
gray, and gray spotted red. 
7. Sandstone floor. Very uneven. 


Greaves-Walker gives a number of interesting analyses of 
the different grades or kinds of clay from this mine as follows: 


ii ioe Ill. IV. Vv. VI. VIL. VIUL 
SPUBGEE NS ¢ oie eee 44.52 43.56 43.82 43.04 46.20 57.68 58.34 34.76 
Alumina ........ 40.81 42.87 39.67 40.97 39.35 27.95 33.34 48.60 
Ferric oxide. 1.03 81 1.09 2.27 10 1.62 1.02 1.26 
Lim e@ee te .62 1.30 1.43 .74 15 51 -72 76 
Magnesia ...... 55 21 aud a 09 24 .36 11 
(ARAN GSy 5 eee Mie ed | eee ee, i > ee ee eee Sees 
TLenitiony ee. 12.11 9.86 11.96 12.52 14.00 11.452 6.13 14.08 
Cone of fusion 34 33 ae? eeceew SSIES SES 36 


I, Il. Semi-hard clay, gray to black color. III. Semi-hard 
clay, white color. IV. Semi-hard clay, red color. V. Flint 
clay. VI and VII. Siliceous flint clay. VIII. Oolite flint clay, 
called aluminite. 

Analysis No. 8 represents a peculiar type of flint clay of ab- 
normally high alumina content, due to the presence of oolites 
in the clay. Greaves-Walker suggested the name of Aluminite 
for this clay (Ref. 19). Galpin (Ref. 16) later showed that 
these oolites consisted of the mineral gibbsite. Crider has noted 
the occurrence of oolitie flint clay at one or two other localities, 
and the writer has noticed small amounts of it in the plastic fire 
clay at Hitchins, 

Greaves- Walker calls attention to the fact that in the School 
House mine, just across the ravine from the Burnt House mine, 
none of the Aluminite clay was found, showing that it is evi- 
dently of very local occurrence, 

Another locality for oolitic flint clay mentioned by Crider 
(Ref. 8, p. 630) is on Frank Rivers’ land, near the head waters 
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of Sugar Camp Branch, and within a few hundred yards of the 
Lewis County line. 

Olive Hill Caleine Company mine (Ref. 8, p. 631). This is 
no longer in operation, but was located on the right fork of Hen- 
derson’s branch, 1 mile from Olive Hill. (No. 36, Fig. 42). The 
section given by Crider is: 


Ft. In. 
SamdstOn ewan ect a Ogee ee eee ae 
Hardsshaley leak impressions) <c<eceseir ecco ne 20 
LCC ie ce ee Lah by 2 
No. 2 flint clay, with leaf impressions ...._................. 1% 
Plastic clay, with leaf impressions .............-......-.------ 1% 
Bee Wate “(Gy RE i SE ae ea eC Rt) te een ae 2% 
BUTT Mee CH gi LEV ae eed FA Ne ta 21% 
Limestone. 


Here it is interesting to note that there is neither pinkeye 
clay nor sandstone between the fire clay and limestone. The 
“silica boulders’? may come in from the top and cut out the 
clay, and Crider admits that they may represent the filling of 
erosion channels. However changes in the thickness of the clay 
are said to be due more often to inequalities of the floor than 
of the roof. 

ENTERPRISE 

Tronton Fire Brick Company. The company has a plant 
at Ironton, Ohio, and until recently had been operating almost 
exclusively on Ohio clay, but in the future intends to use noth- 
ing but clay from its Kentucky holdings. The firm has recently 
opened a mine on the south side of the Chesapeake and Ohio 
Railway about 14 mile southwest of Enterprise. In August, 
1921, the tunnel had been driven about 300 feet. The clay, 
which is all of the semi-hard type, so far as the tunnel had been 
driven, is more siliceous on the outcrop, and the section shown is: 


Ee in; 
Black shale with mud cracks ........-.....: Ne ee Re eee 
(CORN, TNO OOPAREIOUISS os Beery ee 2 
Smeal eieOL Tan governess oe eee oe 4 
Mass of tightly packed chert, with ferruginous 
CLAY aetTU Cm OD CMMI Se semetenes eeneeee cease cate ee cso nese ee 1%-2 
QUAM STON Geter eee eee ase A SEO PRCA Hey ORE ee 3 
Coen a ree ee ee ee ee eee a ED! 20 


WSSU (Sb CO tame eee ee watt cena Os cerns Pee ME oda ew este 
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The limestone is evidently not very thick at this point. 
The following analysis of the fire clay has been supplied 
by the Ironton Fire Brick Company : 


IS TTT“ peceacedcastwen eoctecsbooms Sieettide Coinata see ane ea ROD 44.84 
Whine aka ol: geeepeomen reese neh be eet e Rn nee Sos - 38.89 
Berets ORL soa ioe sisseca sn eiceeenne eames 1.35 
AG; heal: apenerss eee eee eM Sart Sn. SW eee ee 52 
MES RUSS TS oro ae anette 40 
ALRAIIOR ois ,.chicke a Seka eee 53 
Le TI TEON Sc eae tees aes 13.72 

100.25 
Ooné: of fusioir-....cs eee 33 


Chas. Taylor and Sons Mine. This firm has a fire brick 
plant at McCall on the Ohio River in Greenup County, and an- 
other one at Cincinnati, Ohio. Their mine is located 34 mile 
southwest of Enterprise on the south side of the Chesapeake and 
Ohio Railway. 

The order of succession of the different materials in the 
mine, as given by the mine foreman is: 

Slaty shale. 

Whim rock (sandstone). 

Coal. 

Sand rock. 

Semi-hard clay with little flint. 
Pinkeye. 

Green or yellow ocher. 


In drilling over 6,000 acres of ground they found the pink- 
eye reaching a maximum thickness of 18 feet, but in places it 
was replaced by sandstone, which occasionally also took the 
place of the fire clay as well. In some bore holes the flint clay 
was found to rest directly on the limestone. The ‘‘huckleberry’’ 
clay may be almost directly over the fire clay or 50 feet above it. 

Hayward. Ashland Fire Brick Company. This company 
has fire clay mines and also a refractories plant located at Hay- 
ward, both being on the south side of the Chesapeake and Ohio 
Railway tracks. The company has about 2,700 acres of clay 
land. There are two mine openings in the hills east of the 
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works, the two being known as the Gartrell and Hayward. The 
workings are connected. 


The general section in the mine is: Ft. In. 
SEY Eli] ae ee ee et ce So carr Pe lee eRe Soest uetcecgs, | Lodeascd 
Sandstone (Whim rock) ................ Oe ee eh ie Oe lee 18 
CSO case Ne ci ace mS ee Re ce 1-2 
SEIN GrClaiyamen VOL HS Cure. mene ne tees Ctl Ae ea NS 3 

BS) COTM eT CIN a Vs eee tee eters 62 8p, ot ae 4 
Maximum |} (S, No. 2 plastic occasionally with 

nae pies semi-hard.) 


Sandstone or pinkeye clay. 


The following comments are to be made on this section. 
The whim rock is a hard sandstone, which is rarely over 18 
inches thick and rests directly on the fire clay, except where a 


Fig. 52. Looking towards entrance of fire clay mine of Ashland Fire Brick 
Company at Hayward. 


layer of coal 1-2 inches thick hes between. It sometimes shows 
small angular inclusions of what appear to be fire clay. In places 
the whim rock dips, and the fire clay appears to grade into it. 

Below the whim rock, there may be flint clay, semi-hard 
clay or No. 2 plastic, or in other words the three grades of clay 
show no regularity of arrangement. Most of the clay is of the 
semi-hard type, and there is very little of the plastic. 

The flint clay ranges from light to dark in color, and oc- 
casionally shows red tints. It is sandy in places, and in the 
Hayward mine grades into a soft sandstone towards the entrance. 
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The semi-hard is mostly above the flint in one mine, and 
mostly below it in the other. It shows the usual slickensides, 
and these dip usually east or west, both sets not being found in 
the same part of the deposit. 

The shale overlying the whim rock contains abundant Stig- 
maria, some of these being as much as 10 feet long. 

Gypsum in thin films is occasionally found in the joints of 
the fire clay, and there are also sometimes found small white 
specks of undetermined character. The floor of the mine may 
be either pinkeye or sandstone. 

Crider has also referred to this mine and notes the occur- 
rence of shale, which partly underlies the clay. The sketch 
which he gives resembles an unconformable relation between 
the two. 

The clay from the mines is in part shipped to Ashland for 
use at the works of the company at that place, and in part used 
at Hayward. 

The Hayward plant has a daily capacity of 25,000 brick, 
and produces both standard fire brick and special shapes. They 
are all made of a mixture of semi-hard and flint clays, which 
are stored in piles before use. 

The clay is ground in a dry pan and tempered in a wet pan 
or pugmill. The standard shapes are molded in a stiff-mud ma- 
chine and the special shapes by hand. All drying is done on hot 
floors. Firing is done in down-draft kilns. 


SOLDIER 


J.D. Patton Mine. This is located just west of Soldier and 
northwest of the Harbison-Walker Refractories Company’s 
Mine. It was idle at the time of our visit. The general section 
in the mine is: 


Ft. In 
Sandstone: (asphaltic)! co. cek scene eee eee 
Fs CHE: een ae mee MRE Soret eae ne ROO A here each cE OF a One oe ire 
O81, Dit CONTIN TONE 4 baths ati Aen eee ie ele ea 0-2 
ty fo Fey ed CVS ATOM ct ty gee een ean et Mee Ep EN MU 8 a el 0-12 
TRE OF Sr avccsetssack Cat cwceeee eats. eet ee 1% 
PSPSMOISN Ara GLa A cue eese so ee te a ee eee 2-4 


Sandstone or pinkeye. 


‘paemAvET ‘AuvdulopD Yo eT puelysy “eg “SIL 
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The shale roof shows asphalt seepages, the material from 
these having soaked down into the cracks of the clay. 

As can be seen from the section there is very little of the 
No. 2 plastie clay, and in places it is absent. It varies from 
light colored portions to others which are almost black. 

The flint clay averages 18 inches or less and sometimes is 
very sandy. 

The semi-hard fire clay is the chief kind found in the mine, 
and runs usually from 3 to 4 feet thick. Its fracture surfaces 
may be coated with thin crusts of gypsum. 

Crider also makes reference to the Patton mine (Ref. 8, 
p. 638) in his report. 

The following analysis by C. E. Bales, is of clay from the 
J. D. Patton mine: 


SHH bce: pentane eeere a ee Mee PS Mame 2LEs Snes Sat yaL SS eset 56.20 
DSL N G0) hak: Ween ot re ee nn MEM cet erates ae ee 31.22 
PESTON os) SC Ga ea eee 1.80 
fb sul: ieee tee Noes ER OE SER een EET NREL 14 
Masnesia occ 8o5 Se 5 oe ae ee rere 13 
BN WA 2 Se ne fee Ener oreR te coe Re a 46 
PATNA COTE Hace cae Pe Ses a er Be 10.06 

100.01 


This clay has been used in the manufacture of fire brick. 


Harbison-Walker Refractories Company Mine. This is lo- 
cated just south of Soldier and on the south side of the Chesa- 
peake and Ohio Railway tracks. 

The fire clay averages 314-5 feet in thickness, and about 
one-third of this is flint clay. There is little No. 2 plastic clay. 
Neither the flint clay nor the semi-hard clay occupy any definite 
position in the fire clay deposit. 

The roof is shale with a thin layer of coal under it at times, 
while the floor is pinkeye or sandstone. 

In mining the clay, the semi-hard and flint clays are mixed. 

The following analysis of No. 2 plastic clay, from the Harbi- 
son-Walker mine has been supplied by Mr. C. E. Bales: 
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STIL ie Sa Re Sc ccdcapncceed 48.52 
SAUNDTRAWH OVS j 8 eee Se ee 36.04 
LENE SSS) Copole ly as Se eens ee een ir eee 1.98 
TBTROYEN: ye tiln lk eee SE, ee eee ae tr 
IW IEEH =) aa) She Wee ne eee eee eee None 
PN AOU Sees Meet at An te See cet buns aN cea cks 40 
ST. SITS bel OTe ee ee eens ha ee 13.10 
100.10 


P. Bannon Pipe Company. This firm has about 300 acres 
of clay holdings in the vicinity of Soldier. A mine hag been 
opened up 144 mile north of Soldier, and a tunnel driven about 
180 feet. The roof is said to be sandstone, and the fire clay 
about 5 feet thick. It consists of flint and semi-hard. 

The mine is not being operated at present. 

Ashland Fire Brick Company, Clinton Mine. This mine 
was formerly operated by the Clinton Fire Brick Company, 
and for a time after the Ashland Fire Brick Company absorbed 
the former corporation they also continued to work it. It has 
not, however, been worked for several years, as it is more con- 
venient to get the clays at Hayward. The fire clay was from 
5 to 6% feet thick, and ran about 25% flint and 25% plastic. 
Tt had a shale roof and sandstone floor. 

Richards Clay Mining Company. This company is prepar- 
ing to ship clay from a mine located 34 mile northeast of Soldier. 

Miscellaneous Localities. Crider (Ref. 8) notes several 
other openings around Soldier, one of these being 214 miles 
north of this locality. 

One occurrence noted by him is on the J. Pence land 1 mile 
east of Carter, and on a branch of Buffalo Fork. The section 
recorded is: 


WoW SOMA ES ees aeaeeceene eee beceerezcseaaenstecectedcuensestentarcsascstein oreesce7 
(CLORHERG EG! tees cece arg ee ee ee SEE ee Ee ee & it. 
COGS Tab Tag 01 Ey me ae en oe eer a eee 4 ft. 
ineayeRiRe: Seah sibbaye (eR 2 eee eee eee eee eee 1% ft. 
Pinkeye. 


Crider claims that at the extreme north end of a hill facing 
Buffalo Fork, the fire clay was found at two horizons, one at 
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the base of the conglomerate, and another 20 feet above its base. 
As we have not seen this section we are unable to verify it. 


Non-refractory Clays. The new Midland Trail between 
Olive Hill and Grayson has a number of cuts along it in which 
Pennsylvanian shales are exposed, and which are worthy of more 
detailed investigation than we were able to give them in this 
reconnaissance work, 

One of these cuts is along the road about 3 miles south- 
west of Gregoryville. Here the section shows about 15 feet of 
soft gray clay shale, with limonite mottlings, and occasional con- 
cretions of limonite. The full extent of the deposit can only be 
determined by boring or test pitting, but a sample was collected 
by trenching down the face of the bank from top to bottom. 

The following data represents the results of some tests made 
on this material (Lab. No. 2448) : 


JoTMTG MCAD ON AEC ca tees se cea cases nee ec ee ge eg ee ee None 
Wo TA TTD CY as er ae ge nc ce Excellent 
Plasticity 2 scone ee oes hy ee ee ae ee Excellent 
SLAM METS: Socata ae a a cca leeed oe ees 30 minutes 
Aijrrehrinkaee: (Cline ar) sae ne re ee Ser eee ee eee eT 5% 
Olay Coy dare) =) oie alkg hugger ce are SRE ass Seow IEP Buff 
Steel snard  tatn rancor nee ate oe SETS AEH 2 PO ek cP EE: 950° C. 
Fire Shrinkage Absorption 

% % 

kl eee Cen ice. Mepewe ea er 2.5 8.0 

OG 0 Che pec noe __ 6.0 80 

ANY Cig Me) 8 alee coke rea ae se eee 7.0 1.5 

ol del i eee eee ee 8.5 0.2 

OBOE (Cie ena ees ee 7.5 0.6 


This is an excellent buff-burning clay which should make a 
good face brick. It may possibly prove useful in paving brick 
and sewer pipe. 


Euiorr Country 


This county is undeveloped so far as its clay resources are 
concerned, due partly to the fact that there are no steam lines 
of transportation entering the county, and partly because fire 
clays can still be obtained from more easily accessible localities. 
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It seems probable, however, that there may be considerable 
reserves in this county, some of these being held by large com- 
panies. 

Deposits of fire clay which in some eases are over 20 feet 
thick have been reported. 

Crider (Ref. 8, p. 641) reports fire clay outcropping in the 
town of Elliottsville a short distance below the postoffice. It is 
also said to show on the Jesse Bryant place near the head of 
Andy White branch, where it is 30 feet above the limestone with 
sandstone between, while farther down the same branch the clay 
rests directly on the limestone. 

Again on the Walker branch 2 miles below Elliottsville, the 
flint-clay shows 7 feet thickness. 


GREENUP COUNTY 


Greenup County lies in the northeastern corner of the state. 
Most of the county is underlain by Pennsylvanian rocks, but 
the Mississippian is exposed along Tygarts Creek and its 
branches. Along the Ohio River there is a narrow strip of river- 
terrace deposits which might yield pockets of alluvial clay. 

The flint fire clay and its associates have been pretty well 
tested out by drilling in this county, especially in the Tygarts 
Creek drainage area, but all of the clay found at the fire clay 
horizon is not of refractory quality nor is the Mississippian lime- 
stone always present. In fact, from Coal Branch, 1 mile north 
of Greenup, up to Tongs, it is absent. North of Tongs it forms 
thin bands around the hills around the point between the Ohio 
River and Tygarts Creek. At Limeville a bed of greenish re- 
fractory shale is found over the limestone, and at the flint clay 
horizon. It is only where the Mississippian rocks are exposed 
that the flint and associated fire clays will be found outcropping. 

In the extreme eastern part of the county, near Russell, 
the plastic fire clay horizon of the Vanport limestone is accessi- 
ble. 

At the present time no fire clay mines are being operated 
in Greenup County. Some years ago the Chas. Taylor and Sons 
Company, of Cincinnati, operated a fire clay mine on the south 
side of Schultz Creek, 6 miles south of McCall, where the firm 
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has a fire brick plant. The section given by Crider (Ref. 8, p. 
659) is: 


Ft. In. 
Qoarse: erated SaAmMdstOne pecs ein 100 
FB] ea actos streak Sect praia pe ha has oleae deg messes 8 
CNET tet ee ei ea coe ae ec 2-6 
Now 2 plastic dark Dime clay vicneet cree é 
IN GL Rt UG iene raccaee cette ae 5 
Pinkeye. 


The clay is inferior to that mined in the Olive Hill district 
and the company is now obtaining its supply from its mine near 
Enterprise, Carter County. 

The two following analyses are given by Gardner (Ref. 13, 
p. 204) of fire clays from the Tygart Fire Brick Company at 
Fullerton. These are supposedly from the mines on Schultz 
Creek. I is No. 1 flint clay and II is No. 2 fire clay. 


iF Il. 

ethic Apa ee eee me a 2 42.52 67.52 
A SUD RINT) 9 oa eee 35.81 19 93 
POrric-Os100 aes eee 3.24 1.26 
line: Se cect ci cet eee 34 .29 
Magnesia "3S cee RE 12 14 
POCS Sl aes aes epee ee eed .20 1.41 
DOUG: ates pee Sn eee .20 22 
SDUCBIIG sOK10 Cee ee 2.00 1.60 
Sulphur tridbxide+. = .09 12 
Re pitiones.. OSS: 22S oe eee 14.13 6.58 
Mois tire ree tenet ee ne 51 .68 

99.16 99.77 


Chas. Taylor and Sons Company, successors to the Tygart 
Firebrick Company, have a fire-brick plant located at MeCall 
postoffice, opposite Portsmouth. The product consists of fire 
brick and special shapes and the plant has a daily capacity of 
40,000 brick. The raw material used is obtained chiefly from 
the company’s mine at Enterprise. The clay is tempered in 
wet pans, and the bricks are molded in a stiff-mud machine and 
repressed in hand-power presses. Drying is all done on heated 
floors, and firing in down-draft kilns, of which there are 6 round 


and 3 square ones. Cone 9-10 is bent over in the bottom of the 
kiln, 
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The brands are Tiger Steel, Tiger Crown and Tiger. The 
company also manufactures a brick of special refractoriness 
which bears the trade mark of Tayeo, and which is made of dif- 
ferent clay from the other brands. 

The following data on the Tiger Steel brand of brick made 
by Raymond M. Howe of the Mellon Institute, have been sup- 
pled by Mr. Taylor: 


NSE REET Oe Ben ee a a eee a 59.46 
PASULL TINCT eae soe ee Me see aot mee ae 36 07 
1 DNEY iO LeL a Ob. GUS betes Se ke oe a Eg OE ee ME ERO 2.72 
Li vHOGNSY". 5 RS eek i es eS Ri .68 
IVER TVG SA eee a ene  es rr e ce | 48 
PANIC E TT 6 aes ence rears en eh DF ah AL 
{est aU Ley 6 Wess 5 2 2 een ce aN Ee ee a ee Se 00 

99.82 
CONGTOLETIISLO Ngee seer cen tee ee ee 32 


Knox County 


Little is known regarding the clay resources of this county. 
Crandall and Sullivan (Ref. 5) in their report on the coalfield 
around Pineville Gap, give a number of sections showing clay 
under the coals, but no mention is made of its character. 

The only clay being worked in this county is at Barbours- 
ville, where the Barboursville Brick Company is manufacturing 
common brick from a deposit of alluvial clay which is 6-14 feet 
thick and underlain by sand. 

The clay is ground up in disintegrators, tempered in a pug- 
mill, and molded in a stiff-mud, end-cut machine. The bricks 
are dried by artificial heat, and fired in circular down-draft 
kilns. 

The plant is located at the junction of the Louisville and 
Nashville and C. and M. Railways. 


LAWRENCE COUNTY 
An interesting shale has been sent to the Geological Survey 
by Mr. C. E. Stafford of Huntington, W. Va., who states that 
the material is found overlying the Peach Orchard coal seam 
at Torchlight, Kentucky. 
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The material is a dark gray shale, said to be from 2-5 feet 
thick, with the coal as a floor, and sandstone as a roof. It would 
not be practicable to work it alone, but it is claimed that the 
shale could be easily worked in connection with the coal, which 
is 4 feet thick. 

The following tests of the shale (Lab. No. 2472) were made 
on a sample supplied by Mr. Stafford: 


TER EH ho eal ee eee ot ee ee eee Pe aed LER. Povey Meee Fair 
Sack re Cir ip acon a ee ee 12 minutes 
AS? shrinkags (QUIN GAS)) . Siecte secs ceed So se eee es 3% 
Steel Hard Ob OV Ce paces cet eee eek ak ee ee 1250° C. 
Firing tests. 
Temp. Fire Shrink. Absorption Porosity Color 

% % % 

OS 0S Core 15 8.2 25.4 Buff 
LODO Cees 2.0 6.7 21.2 Buff 
TS Ve CAs 2.0 5.5 Buff 
A IPAS Vial Gene = 2.0 4.5 Buff 
PSL OPT peers 4.0 13 7.8 Gray buff 
TASOC Clee Overfired. 


This is a good material which burns to a good product and 
a splendid buff color. It should be of use in the manufacture of 
face brick, and could probably be used in a flue lining or sewer 
pipe mixture. It is not a fire clay as it is overfired at 1430°C. 
While the plasticity is not high, it is sufficient to permit its be- 
ing molded in a stff-mud machine. 


Lee County 


Most of this county is underlain by Pennsylvanian forma- 
tions, but along the Kentucky River between Evelyn and Beat- 
tyville the Mississippian shales are exposed and might supply 
brick material. 

At the mine of the Beattyville Coal Company, 2 miles west 
of Beattyville, the coal has a hard shale roof and a hard sandy 
shale floor. 

At the mine of the Kentucky River Coal Company, 114 
miles east of Beattyville, a similar hard shale overlies the coal, 
while the floor is of sandstone. 

No tests of the shale were made in either case. 
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LeTcHER CouNTY 

This county is all underlain by Pennsylvanian rocks except 
a narrow strip of Mississippian along the Pine Mountain thrust 
fault. If the Mississippian is of any value the best place to work 
it would be in the vicinity of Jenkins as it is near the railroad. 

At McRoberts in mine 213 of the Consolidation Coal Com- 
pany, the Elkhorn Coal has a roof of blue slaty shale, and a clay 
parting about 31% feet below the roof. This parting which varies 
from 1 to 40 inches in thickness, with an average of 18 inches, 
is hard, black, free from grit, but slakes easily. The material 
(Lab. No. 2460) is to be classed as a lean non-caleareous shale, 
which fires to a red, fairly hard body, and is not refractory. 
The material below the coal is like that forming the parting. 

At mines 214 and 215 of the same company, located 14 mile 
east of McRoberts on the Louisville and Nashville railroad, the 
same clay parting is found, but it is only from 1 to 6 inches 
thick. 

At Jenkins, the Elkhorn coal in the mine of the Consolida- 
tion Coal Company, shows the same parting as at MOONS but 
here it runs about 16 inches thick. 


Lewis County 

Clay-bearing Formations. This county lies amntive ts without 
the Pennsylvanian area. The larger part of it is underlain by 
Mississippian formations. 

Thus the Waverly formations occur in the hills along the 
valley walls, and form the surface formations in most of the 
county, with the exception of a narrow belt along the western 
border of the county, one extending up the Ohio Valley and one 
up the deep valley of Salt Lick. 

The shale formations found in the county are the Estill, 
Ohio, Bedford, Sunbury and New Providenee. 

The Estill is to be looked for only in the western part of 
the county. Easton (Ref. 10, p. 861) gives some partial tests 
of a sample from ‘‘Carr’s Fork of River Road,’’ which he states 
is very plastic, with 5% air shrinkage, 5% fire shrinkage, and 
vitrifying at cone 1. It burns to a dark red color. 

The Ohio and Sunbury shales on account of their carbona- 
ceous and gritty character when fresh are of no value. 
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The Bedford shale is rarely present in large quantities, and 
is not to be regarded as the best type of shale for making clay 
products. A sample (Lab. No. 2446) was collected from a point 
2 miles south of Vanceburg, not because the deposit is commer- 
cially important, but more because it afforded a good place to 
collect a sample. It can be described as a gritty, non-caleareous 
shale, which has enough plasticity when ground and mixed with 
water to permit its being used for making brick. It fires to a 
rather porous, but moderately hard red brick at 950°C., but is 
inferior to the New Providence, Lulbegrud or Estill shales. 

The New Providence shale is by far the most important one 
in Lewis County, and is worked at Fire Brick on the Ohio River, 
a short distance southwest of Portsmouth, Ohio. 

Firebrick. At this locality the New Providence shale is 
utilized by the Peebles Paving Brick Company for making pay- 
ing blocks. The plant has been operated by the present com- 


Fig. 54. Shale bank of Peebles Paving Brick Company at Firebrick. 


pany since 1914, and before that was known as the Portsmouth 
Granite Brick Company. Still earlier firebrick was made here, 
the fire clay being obtained from the Pennsylvanian formation 
which caps the ridges to the south of the plant. 
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The New Providence shale utilized at the paving-block 
works is exposed in a high bank to the east of the factory. The 
material is blasted down, and a little residual clay from the 
shale gets mixed with the latter, The following tests indicate 
the character of the shale (Lab. No. 2449) : 


Hb SUAS GENEL ODEON EO cae ary ane es ae A a eB 


None 
NAVAIR TES OPUUEN ENE Yee ea ce a Oe ee Good 
TEVSUSV OHI oo ce aches go ade oe | eee Ona Re se Good 
VGC Cr OtemDLAUSLT CIE ysaieersn Ae weak ks ORR Peek CR de SAN oe eb 18.6% 
SUN ehaaee Teron, TaewhaRb krone it - .cemeleg eee en ce oe gee ee a eee a mn eee 26 
WICGUIES Ol TLD ELUNE LOS dep Tas Usp Alsace eaten sete ee ee ees 80.8 
PAtHrIS Rami Gen My Cay" yim eet ete ie ee ee 3% 
Golorsafter iring =.2.2 5 5 Nene ee Red 
MNEENSH LEE YG auc a ee a ere ae ee Eee 950° C. 
Fire Shrinkage Absorption 

% %o 

PDE. (Gy, Sie ae Oe eee I. 10.7 

A050) SCs eee ee 3. 3.0 

109 Oa hae ee es 30 2.4 

HSL Oe Coys eee 6.5 1.4 

ORC ce ee ee Nearly overfired 


ALLS BOE, 


Fig. 55. Peebles Paving Brick Co., Firebrick. 


This clay is used for paving block, but it could also be used 
for hollow blocks, drain tile and common brick. 
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It is similar to the shale from the same formation at Junc- 
tion City and Coral Ridge. 
The shale after quarrying is trammed to the works where 


it is ground first in a dry pan and then screened. Tempering 


Fig. 56. Kilns of Peebles Paving Brick Company. 


is done in a pugmill and molding in a stiff-mud side-cut machine, 
using a Dunn device for making an undulating cut through 
the clay bar. At the same time the name of brick is stamped 
on the clay bar. 


Drying is done in tunnels heated by waste heat from the 
kilns. -The tunnels are 140 feet long and the drying takes 48 
hours. 

There are 6 circular down-draft kilns, which are part of 
the original plant built here by the Harbison-Walker Refrac- 
tories Company. In addition the present company has built 
4 rectangular down-draft kilns. 


The clay shows some tendency to scum, but it makes a good 
hard block. According to figures supplied by the company the 
paving blocks show a loss of from 17 to 20 per cent on the abra- 
sion test. 
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Perry Country 


There are several coal mines in this county, which have 
shale associated with the coal, but none of them were tested. 
The following may be noted: 

Lypo. Liberty Coal Company, 2 miles east of Typo or First 
Creek branch of Louisville and Nashville Railway. The No. 6 
coal, which is being worked, is overlain by 2 feet of soft gray, 
slightly gritty clay, full of leaf impressions. This is evidently 
softened by weathering, as farther in the mine it becomes very 
hard. The fioor of the coal is composed of a 3-foot layer of very 
hard slaty shale 

Hazard. In the mine of the Bluegrass Coal Corporation the 
No. 6 coal has a shale roof, but it contains several thin coal 
streaks. The floor is a hard shale of very low plasticity. 

In another mine of the same company, 144 mile south of 
Hazard, the No. 4 coal shows a roof of hard shale and sandstone, 
while below the coal is 18 inches of soft, gray, slightly gritty 
clay, containing many fern impressions. The No. 7 coal worked 
by the same company-shows similar materials in the roof and 
floor. 

The Perry Ice and Coal Company is also working the 
No. 4 coal, and the roof and floor materials are like those in the 
other mine 

PIKE County 


Most portions of this county lie rather remote from the rail- 
way. Samples were obtained from the mine of the T. N. Hoff- 
man Coal Company, on the east side of the Big Sandy River at 
Pikeville. The roof material is a slaty shale, and the floor is of 
similar character. Neither materials are refractory. 


Rowan County 


Clay-bearing Formations... Rowan County contains forma- 
tions ranging from the Silurian to Pennsylvanian inclusive. 

Silurian beds occupy but a small area in the most western 
part of the county bordering the valley of the Licking River. « 

Devonian strata occupy a narrow belt in the valley of Trip- 
let Creek eastward to Morehead, in the valley of North Fork 
_at Triplet Creek, and in the Licking River Valley. 
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Mississippian formations underlie most of the remainder of 
the county, except for a strip of Pennsylvanian along its eastern 
border. There are also some outliers of Pennsylvanian rocks. 

Of these several formations the only ones that have been 
worked are the fire clay beds lying on the boundary betweer. 
the Pennsylvanian and Mississippian. 

Fire Clay Deposits. Fire clays were being worked during 
the summer of 1921 at Haldeman and on Christy Creek, 5 miles 
southeast of Morehead. 

Halden:an. Kentucky Firebrick Company. This company 
whose main office is in Portsmouth, Ohio, has extensive clay 
holdings at this locality, while a holding company known as 
the Kentucky-Pennsylvania Fire Clay Company, associated 


with the preceding has additional clay lands. Other companies 
holding clay land in this vicinity are the Gilmore Fire Clay 
Company and the Harbison-Walker Refractories Company. 


Fig. 57. View from upper mine of Kentucky Fire Clay Company at Halde- 
man, looking towards dump of old mines. 


The only company operating here at present is the Ken- 
tucky Firebrick Company which has two fire-brick plants. 

The mines worked are located in the hill south of the plants, 
and the deposit has been opened up by several tunnels and with 
cross entries connecting them. One tunnel enters the hill above 
the eastern plant and the other nearer to the western plant. 
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The deposit contains flint clay, semi-hard clay, and No. 2 
plastic clay, but the position of the flint clay with relation to the 
other two may vary in different parts of the mine. This is 
shown by the following four sections: 


iis 
IMI In 

HES ales as Gt eal meter es eee wee een ee ed SO 2 oR 52-3 
CO ah Dreger epee ae Se ee ee ote 
Tena evel ei es Ae et SIE Ns SOR Ne et ee ee 2-3 
Seve NeW asl aay ee oe en an es ee ee ee 3 
No. 2 plastic clay. 

qe 
‘Black shale. Ft. 
AQ B ys, cP OES BIC MG Tia 5 5 Aion ee ee OE OC 1% 
GETS sano ch Vee eine ee 8 al Se eer EA OY ba 3 cc 2 
SGU REI CIE RS — at OE ee i eae 2% 
Pinkeye. 

IIT. 
Shale Ime ABA, 
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DGD TOURIST 0) REV oe see a ee 2 

IV. 

Ft. 

SIEVE, SOs aces ore tan Bae ge aR eee nape el ee eo 2 
OPSN SOU Ge EE LCM Yn ae oe ge ee 2 
HENS Orme LEVEL Gye meena aos re en ee een OS oe 2 ecteeesce ck 1% 
Pinkeye. 
Sandstone. 


Vegetable matter and thin films of gypsum may be present, 
especially in the flint clay. The pinkeye which frequently oc- 
curs in the floor, fires to a buff brick with minute iron spots. 

Crider (Ref. 8, p. 638) also gives a section from this mine, 
which in a general way resembles those given above except that 
he notes occasional thin shale layers between the coal and plastic 
clay, and also gives the coal as 4 inches thick, showing that it 
is of variable thickness. 

The clay is trammed from the mines in small cars to the 
tipple, where it is passed through a jaw crusher. It then goes 
to dry pans and screens, after which it is distributed to the bins. 
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All three grades of clay are used in different proportions, 
together with grog for making the different erades of brick. 
The clay for special shapes is tempered in’ wet pans, and these 
as is commonly the custom are molded by hand. For standard 
shapes the clay is tempered in a pugmill and then molded in an 
auger machine, 

The special shapes are dried on floors, while the standard 
shapes are put through tunnels heated by waste heat from the 
kilns, and this requires 36 hours. 

Burning is done in down-draft kilns of which there are 13 
at the No. 1 plant and 11 at the No. 2 plant. The firing requires 
9 days, and cone 8 is said to be turned down: in the bottom of 
the kiln. 

The two plants have a capacity of 40,000, and 35,000 bricks 
daily, respectively. 

Hays Crossing. Gilmore Fire Clay Company. The head 
office of this company is at 421 Wood street, Pittsburgh, Pa., 
and the corporation has over 5,000 acres of land in this region. 
Most of the fire clay is said to be located on the waters of the 
East Fork of Triplett Creek, Buffalo Run, Slab Camp Run, 
Sees Branch, Paddy Lick, and Deep Ford of Christy Creek. 
The clay is nearly all on the south side of the Chesapeake and 
Ohio Railway. 

The Hays Crossing mine contains mostly No. 2 semi-hard 
clay, 5 to 8 feet thick, with a shale roof and a floor of pinkeye 
3-4 feet in thickness. Below the pinkeye is limestone. 

A layer of coal 14 to 12 inches thick runs all through the 
property, and is usually present as a parting in the semi-hard, 
4-5 feet above its base. 

The company has flint clay on the Slab Camp Run, Deep 
Ford Paddy Lick, and Sees Branch of Christy Creek. This clay 
is said to be 3-4 feet thick, with 2-4 feet of semi-hard coming in 
on top of it. The flint clay has a sandstone floor and roof. 

Mr. C. E. Bales has supplied the following analysis of a 
No. 2 plastic fire clay from*the mine of the Gillmore Fire Clay 
Company : arena) 
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SUTRA. beeesce ome sicro ce Meweans nian cobcenvareas aetna 53.86 
EW hh hack 610: een neatnenn ISS, onememae ne wt oe amy i RRS 32.40 
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SERCO, ov aneee sins bccn tte aed aad cate 11.40 

99.98 


Morehead. General Refractories Company. This company 
is operating mines located 5 miles southeast of Morehead, on 
a spur track from the Chesapeake and Ohio Railway. There are 
two mines known as Nos. 1 and 2, and the two following sections 
give the average thickness and character of the material in each: 
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Overlying the roof shale is sandstone, but the contact be- 
tween the two is more or less obscured by weathering products. 
The No. 2 clay is occasionally as much as 3 feet thick. In the 
No. 2 mine the No. 2 clay is sometimes found entirely above the 
coal, in which ease the flint clay is usually overlain by a thin 
layer of coal, and sometimes even grades into the latter. This 
clay is generally light in color, and may contain small white spots 
that are possibly gypsum. 

The semi-hard clay varies in thickness in both mines, but 
does not show the white spots above mentioned. It is usually 
sharply separated from the flint and always lies below it. 

Miscellaneous Fire Clay Occurrences. The Clearfield Lum- 
ber Company owns large tracts of land in Rowan, Morgan and 
Elliott counties, and has done some prospecting in the flint clay 
deposits. 

One flint clay deposit shows up on Clark Mountain 3 miles 
from Morehead: also on Buckett Creek in Morgan County, 17 
miles from Morehead. The section here is: 
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Crider (Ref. 8, p. 643) refers to a fire clay which has been 
worked on Sam Bradley’s land, 8 miles south of Morehead, 
near the head of Morgan branch. If Crider’s diagnosis is cor- 
rect, the peculiar feature of this clay igs that it occurs in the 
conglomerate, 40 feet above top of Maxville limestone. 

Other occurences are noted on the map of a portion of 
Rowan County, Ky., which is included within this report. 

Blairs Mill. A puzzling occurrence of clay is that found on 
the Morehead and North Fork railroad, south of Morehead, and 
near the station of Blairs Mill. It has already been noted by 
Miller, (Ref. 22), because of the possibility of its throwing some 
light on the age of the flint clays of this region. The exposures 
near Blairs Mill are as follows: 

Along the bank of the creek and in the railroad cut about 
200 yards southeast of Blairs Mill the section shows: 
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MES GVA Ol me eae res aca coe Ns est Sate sac ieee Se eeeadaesee Ne 20-30 ft. 
SOD CIS GW TNC ae see tee sc ee Pe a eae aA oe came aaa ca ee tetas by nem 
Gray Clary. Sel Ca eee oe ce aha acs soee cues essed Sanecteeectz 1 ig 
GOSS LTS MOUS Ml MMNES LOM Gt acest eee Seo ee ee caste cesses coheeease ee AS its 


The gray clay shale closely resembles the so-called huckle- 
berry clay which is found above the fire clay in many parts of 
Carter and Rowan counties. 

In the railroad cut 34 mile north of Blairs Mill the sec- 
tion is: 


(Qlonavea lon eay CAS eee eer eee peer ae eR a eae eT ASS gil 
GE Tr ctype LALIT SC) TM Maas neo eee ener een ee Gattis 
SIMON SEACH MUROTEIS ORNS) Fc ee eee eee ere cree ene ee Serbs 
Mossiliterous smahy. Wms tome soos eae ne nrc e ween sence nee ene eee Bj aes 
Massive gray limestone -.....-.-..--------------2--------seececcecentenenee iow £0, 
NUON TET HORNG) sa aceasta eee ce er eo ee ee ets 
SWIG CLAY ne, en en eeeneeeccnecec scence cence eececerenenecenecenececeeccsstsceeesenes 4 ft. 
Limestone. 


] ro 
bo 
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The conglomerate which shows at the top of the section may 
possibly not be in place, but higher up the mountain slope are 
great cliffs of conglomerate. The gray shale resembles the 
huckleberry seen south of Blairs Mill, but here is interstratified 
with very thin layers of shaly limestone which are fossiliferous. 
The so-called flint clay outcrops about the level of the railroad 
tracks. In its fresh condition it reminds one somewhat of an 
impure flint clay, has a conchoidal fracture and is quite hard. 
It is not refractory, since at 1430°C. it is pretty well fused. 

Again at a point 114 miles north of Blairs Mill the railroad 
cut shows the same bed of supposed flint clay, under the yellow 
limestone, but the clay here is weathered on the outcrop to a 
somewhat plastic mass of a greenish color. The section at this 
point is: 


UGTA lLMOS CONG a pacecneacce et ee ee ee eee 4-5i. 
ON Relon ew Whee vs toh koa eee ek ae. ee ee May TB oe Te a! 9 ft. 
“Hlint clay; weathered (Un OulGrop Se es 4 ft. 


Railroad level. 


It should be said that the limestones referred to in the 
above sections are all of Mississippian age as determined by 
their fossils. The fossiliferous shale is classed by Prof. Miller 
as Pennington shale. 

One-half mile south of Blairs Mill a small tunnel has been 
constructed to carry the water of the North Fork of Licking 
River. Most of this tunnel is in Pottsville conglomerate, of 
which at least 40 feet is here exposed, but immediately below 
the conglomerate there is to be seen 3 feet of a shaly rock which 
in appearance closely resembles flint clay, and which is probably 
refractory, for at 1430°C. it shows no signs of being affected by 
the heat. 

The relation of these exposures to the general geology of 
the flint clays is discussed on an earlier page of this chapter. 
It is of interest to note in this connection that Crider (Ref. 8, 
p. 644) gives a section on Yocum Creek, a stream entering the 


north fork of the Licking River, opposite Paragon, which is as 
follows: 
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Ft, In 
(CHO TAYER OTE TAN ee aa eon ee ge 
PMN AMts OLD Les iM EStON Cie ee eee asec tcecs  ccueeese 4 
Calcareous black shale ................... Poe seers sieae be costev ethos 5 


Mississippian limestone 


The similarity to the Blairs Mill section les in the ocecur- 
rence of the clay rock between the limestones. 

New Providence Shales. At Rockville station, a hill lying 
just west of the quarry of the Kentucky Bluestone Company, is 
said to show a section of soft, blue, New Providence shales, 90 
feet in thickness. The overburden consists of about 15 feet of 
loose soil, that could be easily stripped off. 


WHITLEY CouNTY 

Whitley County les entirely within the area of Pennsyl- 
vanian formations. The only development of clay that is known 
in the county is at Woodbine, where the Corbin Brick Company 
has a brick plant located 14 mile south of town. Both common 
and rough texture brick are made. At the present time only 
the local market is supplied, but a switch was being put in 
during the summer of 1921 so that the product can be shipped 
by rail. 


Fig. 59. Clay pit of Corbin Brick Company, Woodbine. 


The clay is obtained from a bank located close to the works, 
and is largely residual from a shale deposit which contains lay- 
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ers of sandstone. However, a portion of the top may be of al- 
luvial character, having been deposited by the neighboring 
creek, 

The section in the pit is: 


Ft. In 
SOl]. CSUPED DOG) veeccectwenceess eo oaepeencpete enna ener MeCsaeee 8 
WOllow lay: (Umi: Wy TC) seeete onecttweeeecanre cele 2 
Dark elay . (bnrns: red.) (2 ee eee 3 
Gray fissile: sie hes ce ces tate eased erent eneaos 1-4 
Sandy lay ( (not Used} ..25.2 eee eee 1-4 


The clay is dug down to the shale floor of the pit. It is 
hauled up an incline to the works and dumped into rolls. From 
these it is carried by a conveyor to the pugmill and then to the 
stiff-mud machine. The clay is sufficiently moist in its natural 
condition so that no water has to be added to it. Drying is done 
in tunnels, which are heated by brick flues leading from fire 
boxes at one end of the tunnel. It requires about 36 hours. The 
burning is done in 4 circular down-draft kilns, 30 feet in diame- 
ter, and requires about 9 days. No cones or pyrometer are used. 

The brick vary somewhat in their color according to the clay 
used. The upper clay is white burning while that in the lower 
part of the pit burns red. Below the shale seen in bottom of 
pit is a bed of sandy clay, which is said to burn white, but this 
is not used. 

Gardner (Ref. 13, p. 223) gives the following two partial 
analyses of clay from Whitley County, without any further 
data concerning them: 


if Il. 
SENG ay: eee eee are te PR al eee 59.10 84.76 
FMT Ui) bs): ee eeeneme nee Re ae 29.76 11.40 
Merrie Ox) deat aes co ce oe tr. 
{510 Een: eee Seen eee tN tr. tr: 
WAS NGRTA sient ute es 72 65 
POURS otc aren maeecneeeentoatias ee 3.66 1.58 
BOG cen aa ieee cae tr. 05 


I. Is said to be a 5-foot bed on Indian Creek, 
Il. ‘‘Jellico clay’’ from near the Tennessee boundary. 


- 
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Wore County 


This county is underlain entirely by Pennsylvanian forma- 
tions, except some small strips of Mississippian formations in the 
western part. There may also be small alluvial deposits along 
some of the streams. 

Several occurrences have been noted by Easton (Ref. 10) 
and Gardner, (Ref. 13). 

Hazel Green. On the O. W. MeNabb place 1 mile northwest 
of Hazel Green, there is a light plastic clay which is said to be- 
long in the coal measures. No data are given regarding its thick- 
ness, or the amount of overburden. THaston states that it fires 
to a pink color, burning to green at cone 9. It has 5% air 
shrinkage, 5% fire shrinkage, and 29.5 pounds per square inch 
tensile strength. The clay is vitrified at cone 8. 

On the J. B. Kash and J. W. Stamper farms, near the sum- 
mit of the hills, there is a deposit which Gardner calls flint clay, 
and which he states is of workable thickness. The material is 
almost devoid of plasticity and burns white. It has 0% air 
shrinkage, 6% fire shrinkage and very low tensile strength. At 
cone 11 the body is granular and porous. 

On the 8. W. Perkins place, 114 miles west of Hazel Green, 
along the Hazel Green and Mt. Sterling road, there is a deposit 
of alluvial or flood plain clay on the east side of the Red River. 
It is bluish, plastic, and runs about 6 feet in thickness, with an 
extent of 30 acres. The material is capped by soil, and rests 
on shale. It has 5% air shrinkage, 3% fire shrinkage, 52.5 
pounds per square inch tensile strength. It is not vitrified at 
cone 9. 

On the farm of W. C. Coldiron there occurs a very smooth 
plastic clay. Nothing definite is known regarding its extent. 
A sample sent to the Geological Survey fired to a light red color 
and was steel hard at 950°C. It is not a fire clay, but could 
probably be used for brick and tile. 

Torrent. On the J. Taylor Day place, 14 mile west of Tor- 
rent, according to Gardner, there occurs a gray clay said to 
belong to the Pennington formation. It is of low plasticity, has 
7% air shrinkage, 0% fire shrinkage, and is incipiently fused 
at cone 7. The clay burns to a red color. 
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Glen Cairn. Gardner notes a clay on the N. Fulks place east 
of town. It outcrops on the side of a hill above the first cut of 
the Lexington and Eastern Railway. The section as given by 
him does not indicate workable conditions at this particular 


locality. It is: 


Sits LiOais NEM OStOUS sp crecscsodsrews taut ia seccndel arent ei 40 ft. 
OLE RGEOTY ? CLAY. .c5lleivenninnrestiens 2a ease anemia eee are 1% ft. 
Ochs 2) ul: Gane Ree ee ee Re ee nee wea NEA te) 20 ft. 
iY ic: aes) Ch ae ee ee eS a ee ee Re 2 £t. 
Waverly *8hale2. Sn eee Fees ee Oe 23 ft. 


The shale is rather low in plasticity, fires to a red color 
and is vitrified at cone 5, 


CHAPTER VII. 


THE Cray Worxkine Inpustry or Kentucky 


Reference to the different clay-working plants has been 
made under the individual county descriptions on the earlier 
pages of this report, but it may seem advisable to give here a 
collective statement regarding the different branches of the 
elay-working industry as now developed. 

The products at present manufactured in the. state include 
common, rough textured, pressed and paving brick, hollow 
blocks, flue linings, floor, wall and roofing tile, sewer pipe, drain 
tile, chimney tops, fire brick and other refractory shapes, red 
earthenware, stoneware, and art. pottery. In the majority of 
eases the different plants obtain their clays close to the fac- 
tory, only a few of them purchasing clays from outside of the 
state. 

In addition to the manufacturing branch of the clay in- 
dustry there are a number of individuals or firms engaged in 
the mining of clay, the product of whose pits 1s disposed of to a 
large extent outside of the state. 

The different kinds of product will be taken up separately. 


ComMMON Brick 


These are manufactured at a number of localities, many of 
the plants having a thoroughly modern equipment. The raw 
materials used are all of red-burning character and include al- 
luvial clays often underlying river terraces, residual clays and 
shales. The bricks are nearly always machine made, usually 
either the soft-mud or stiff-mud process being used, but a few 
employing the dry-press method of molding. Important localities 
of production are Paducah, Louisville, and vicinity, Maysville, 
Madisonville, Firebrick, Henderson, ete. There is an abund- 
ance of both clay and shales for common-brick manufacture in 
many parts of the state. 


CG ks 
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The following firms are engaged in the manufacture of com- 


mon brick: 


County Town Firm Name 
BOTTSM, 4.scwenuesce GHIA BZOW © cocnsccensnsaom Dickinson Brick and Tile Company. 
EGIL sreeeceiieeaed SSHULG. cLsletaememcates ._W. M. Harrick Brick and Tile Co. 
BOY Ul ea utencnaers Ashland ed, Jo Gates and Company. 
BOY. sevaatzcacctatneves Bellefonte «0 Means and Russell Iron Co. 
Campbell 242i. Mentor ... ....... Busse Brick Co. 

HTS iden exotics Hopkinsville ........ Dalton Bros. Brick Co. 

Clint0n, <2... ilbany awwkt. Le SICA. 

Daviess: S..eee . MaCOn: cme Maceo Brick and Tile Works. 

Daviess ici... OWEnSsboro 22. S. B. McCullough. 

Daviess, csc ee Moseleyville .......Clark Manufacturing Co. 

Hayeticm. see Lexingtom <i...5 Lexington Brick Co. 

Graves? geet Mayrield eens. Standard Brick Co. 

Heardin e208 West Point .......... West Point Brick Co. 

Henderson .......... Henderson ............Kleymeyer and Klutey Brick and Tile 
Works. 

LICK Mari, poe ee OL COT eee J. A. Harpole. 

Etclonia Tees Colm his =e Thos. Boodman. 

EVO kin's tee Ashbyburg _..........Clark Manufacturing Co. 

Hopkins ............Madisonville _.... W. L. Hall. 

Jefferson .......... Coral ‘Ridge. .--s.: Coral Ridge Clay Products Co. 

Jefferson ........... Whitner 2.2. Southern Brick and Tile Co. 

Jefferson —.......... Louisville... Progress Brick Co. 

Jefferson.............. Louisville ...........0.. P. Bannon Pipe Co, 

Jessamine ........ .. Nicholasville ........ A. H. Schneider. 

Kenton x29 COvinetOn) -.cc Busse Brick Co. 

Kepton’ ses ee Covington ..Broering & Merer. 

I Gop eet Fat aaa Barboursville ..... Barboursville Brick Co. 

JWT chvipksj is SRO Se VWirebrick .............. Peebles Paving Brick Co. 

McCracken ........ Paducah ................Hill and Karnes Brick Co. 

McCracken ........ Paducah 42.224... Paducah Brick & Tile Co. 

NBS E OT coat OV OB Altec teace. ae Walter Cornelison. 

IMAGTSON ©... ccsewe AWC O tases eee Gristead and Stone. 

Manloit 22..223..2 Lebanon.” Goodwin Brick and Tile Co. 

Mason ssueecaee MaySVille .............Maysville Brick Co. 

IMS Bon seo h Maysville .............. Spahr Brick Co. 


Muhlenberg......... Central City 
Nelson. ....... 


eee Central City Brick Co. 
dtbncs WOW FLAVOR 1... 


.Nelson Brick & Tile Co. 


PERRGIL © sesdiscncen aves StANtGR aren Atkinson and Baker. 

TRAVIOR© uthtoanc Campbellsville ...Russell Creek Association. 
{Oeok(ayl tee em eee Staerig i. ee ee Quinwin Brick and ‘Tile Cc. 
"W GDStGr .202G5 ire: Providence .......... Providence Brick Co. 
Webster .............. BeDPe6 yes eee U. S. Bishop and Sons. 


WiRGIGY scsiceeace Woodbine 


— Corbin Brick Co. 
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Roven Texture Brick 
A few firms engaged in the manufacture of common stiff- 
mud brick also produce rough texture brick; a rough-surface 
brick used for facing walls, and much admired by many people. 
These include the following: 


County Town Firm Name 
isp abba eee eee Wiest Point West Point Brick Co. 
Bewis tees. ee Be DTC kaa eee Peebles Paving Brick Co. 
Mason) 282s Maysville” see Spahr Brick Co. 

VVIIETG War eet Woodbine .-._........... Corbin Brick Co. 


Face Brick 
Red face brick, of different shades, and sometimes flashed 
are produced by some of the manufacturers of comomn brick. 
In many instances they are simply selected common brick that 
are used for fronts. 


Pavine Brick 
The only firm engaged in the manufacture of paving brick 
is the Peebles Brick Company of Firebrick, Lewis County. The 
product is paving block made from the New Providence shale, 
a formation that encircles the Bluegrass region from Lewis Coun- 
ty to Jefferson County. 


Hotitow Brock 


There is an abundance of shale in Kentucky which ean be 
used in the manufacture of hollow block, such as the New Provi- 
dence, Estill and Lulbegrud shale. Some of the coal measures 
shales like those around Madisonville would also serve well. 
Even alluvial and other clays are sometimes employed. The 
product in every case is of red color, and bears an excellent 
reputation. The following firms are engaged in the production 
of this class of ware: 


County Town Firm Name 
Da Vis Stes eee Meoseleyville -...-... Clark Manufacturing Co. 
Eleqelichns) ee Madisonville -..._. Hall Tile Works. 
Jefferson ............ Coralie Cie Coral Ridge Clay Products Co. 
Wefhers Ole Louisville“ -2e—2- P. Bannon Pipe Co. 
(Opetoyal Sasa SULTS eee eee eee Quinwin Brick and Tile Co. 
Web Steir en A ghiby burg 2---------- Clark Manufacturing Co. 


WViGD SCCM: .2s2-ce----=8 Sebree aii 2a U. S. Bishop and Sons. 
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It is interesting to note that no hollow blocks are made 
in the eastern central part of the state, although the New Provi- 
dence shale occurs there in large quantity. 


Fiver LIniInGs 
These are commonly made from low-grade, buff-burning fire 
clays or shales. They are at present regularly manufactured 
only by the P. Bannon Pipe Company of Louisville, and the 
Owensboro Sewer Pipe Company at Owensboro. The former 
uses Indiana clay in part, the latter only Kentucky clay. With 
suitable demand this branch of the industry could be increased. 


F'Loor TILe 


Only one factory, the Cambridge Tile Manufacturing Com- 
pany, of Covington, is engaged in the manufacture of white vi- 
trified floor tile, and similar ones of blue, green and other colors. 
The product is of the type known as ceramics, and is widely 
used. The clays employed are obtained from other states. 

Red quarry tile of excellent quality are made at Clover- 
port by the Murray Roofing Tile Company, the raw material be- 
ing obtained from the Buffalo Wallow shale formation. 


Wau TE 


White and colored wall tile, with dull or bright glaze finish 
or with smooth or embossed surface are manufactured by the 
Cambridge Tile Manufacturing Company of Covington, and the 
Alhambra Art Tile Company, of Newport. The raw materials 
are obtained largely from other states. 


Roorine Time 


Only one factory in Kentucky, the Murray Roofing Tile- 
Company of Cloverport, is producing this type of work. The 
product consists entirely of red shingle tile of fine color and 
excellent quality. The factory was originally established for 
manufacturing paving brick. In former years some roofing 
tile were manufactured from the Irvine clays in Madison 
County. 
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SEWER PIPE 

As clays suitable for making sewer pipe are not as abun- 
dant as other types, factories producing this class of goods are 
rather restricted. Indeed there are only two sewer-pipe plants 
in the state. These are the P. Bannon Pipe Company, of Louis- 
ville, which utilizes a mixture of Indiana fire clay, semi-hard 
clay from Carter County, and some New Providence shale. The 
other is the Owensboro Sewer Pipe Company, of Owensboro, 
which makes use of low-grade refractory shale from Hancock 
County. 

The practice at both plants is rather unique because of the 
low temperature at which they salt glaze their ware. 


Drain TILE 

In point of numbers, the plants engaged in making drain tile 
in Kentucky, stand next to those produeing common. brick. 
They are in some cases the sole product of the plant, while at 
others they are made in conjunction with brick. While the 
clays employed must be smoother and more plastic than is 
necessary for common brick, still at many plants the same ma- 
terial is sometimes used for both. 

Alluvial clay, residual clays, and shales are all used at one 
locality or another. The clays employed are all red burning. 

The firms engaged in making drain tile are given below: 


County Town Firm Name 
BYE W AON. So Se erase eset Salt oie kgs ees W. M. Karrick Brick & Tile Co. 
‘Cline Hopkinsville ....... Dalton Bros. 
Daviess. 2 Moseleyville —...... Clark Manufacturing Co. 
Henderson ......... Henderson -2.......2 Kleymeyer-Klutey Brick and Tie 

oe r Works. 

IS hoy OMeRaNS) ces eee AVS iD)y/ DUT eee = eee Clark Manufacturing Co. 
low kine es. Madisonville .-....... Madisonville Drain Tile Co. 
Jetterson) = -2--=- Wihitner =e. Southern Brick & Tile Co. 
Madison <222---: Bybee Walter Cornelison. 
IME NOWIGYoyo ee eee Waco Waco Pottery. ; 
ta ri@ Tigeere ee Lebanon <2..2.-.4.2 Goodwin Brick and Tile Co. 
INielSOnge es New Haven ......... Nelson Brick & Tile Co. 
Union ... Wmtomtow ty eee Alhorn and Waller. 
Union Sn Seeker ee eee Quinwin Brick & Tile Co. 
Wiebster es Sepreces. Se U. S. Bishop & Sons. 


NVioliicw eee Hazel Green ........ Hazel Green Brick & Tile Works. 
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THe Fire Brick INpusTRY 

The refractories industry of eastern Kentucky is of such 
importance that it is deserving of special mention. 

According to Crider, (Ref. 8), S. Eifort, K. B. Grahn and 
J. MeL. Stoughton bought 10,000 acres of land in the Olive 
Hill district about 1868, with the intention of erecting an iron 
furnace. They formed the Tygart Valley Iron Company. The 
railroad through this region was not built, however, until 1882. 
The furnace venture apparently was not continued and the 
three members of the company divided up their land, and later 
Kifort began to ship fire clay. 

In 1871 fire clays were mined in Lewis County and shipped 
to Cincinnati for making fire brick. It is also claimed by some 
that in 1870 they were being made at Bellefonte Furnace near 
Ashland. 

Eifort in 1883 shipped the first Olive Hill clay to the Iron- 
ton Fire Brick Works, and this gave such good results that 
soon plants in Ashland, Cincinnati, Sciotoville and Louisville 
were obtaining clay from there. It will therefroe be seen that 
much of the clay mined at that time was shipped out of Ken- 
tucky. 

About this time or in 1884 fire clays were worked at Amanda 
Furnace, although they may have been worked at a still earlier 
date. 

In 1886 the Ashland Fire Brick Company constructed its 
plant at Ashland, and this was one of the first plants to be com- 
pleted in the state. 

It was not until 1895, or 5 years later, that Eifort, Grahn 
plant at Ashland, but this some years later was purchased by 
the Ashland Fire Brick Company. 

It was not until 1895, or 9 years later, that Eifort, Grahn 
and Stoughton erected a fire brick plant at Olive Hill, and known 
as the Olive Hill Fire Brick Company. This plant was sup- 
plied from the old Burnt House mine which was said to have a 
deposit of clay is 27 feet thick. From another source we are in- 
formed that this plant was built by A. E. Hitchins and Geo. H. 
Parks. It was subsequently taken over by the General Refrac- 
tories Company, which has erected a modern plant at the site. 
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Another early plant established here was the Olive Hill 
Calcine Company, which was run for the purpose of mining and 
Calcining flint clay. Their mine was a Short distance from the 
Chesapeake and Ohio Railway, up Henderson branch. The en- 
terprise was not very successful, it is said, and the plant was shut 
down when the clay gave out. 

In 1900 the Ashland Fire Brick Company erected its plant 
at Hayward, Carter County, followed in 1901 by the construc- 
tion of Harbison-Walker Refractories plant at Olive Hill, and 
in 1903 by the Kentucky Fire Brick Company at Haldeman. 

In 1911 the Louisville Firebrick Works erected a plant at 
Grahn. 

In 1912 the General Refractories Company built its fac- 
tory at Hitchins. 

We thus find a chain of factories extending from Ashland 
to Haldeman, distributed as follows: 

Ashland, 2; Hitchins, 1; Grahn, 2; Olive Hill, 2; Hayward, 
1; and Haldeman, 2. These combined plants have an aggregate 
daily capacity of 445,000 expressed in terms of 9-inch brick. 
To this might be added the plant of Chas. Taylor & Sons, at 
McCall, with 40,000 capacity, and the Louisville Fire Brick 
Works at Highland Park near Louisville, established in 1889, 
with 50,000 capacity, making a total for the state of 535,000 
bricks. 


County Town Firm Name 
BO eee a INGVGHER UNO <Ses-eensereaeeee Ashland Fire Brick Co. 
artes ----- COE N Oh Wieeten tke ees Louisville Fire Brick Works. 
(Ogheier 2, See eee LEE aren el, ike tekapbaees Ashland Fire Brick Co. 
(Carter: eases (i Be rcop OU DA Seep neon General Refractories Co. 
Carter. See. Olive Tile as Harbison Walker Refractories Co. 
Carters a oe, Olive Hill....p==-.... General Refractories Co. 
Greenup 22. APG EN [es erent Chas. Taylor Sons Co. 
VettensOr mee es \yogbhkenytllives oes eee Louisville Fire Brick Works. 
Jeterson == Woursiva lle sen P. Bannon Pipe Co. 

Rowan ee Haldeman -..------.-- Kentucky Fire Brick Co. 
POTTERY 


More record appears to have been kept of Pottery manu- 
facture in Kentucky than of many other kinds of clay wares. 
The first establishment noted is that of the Lewis Pottery Com- 
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pany, started in Louisville in 1829. It, however, only continued 
until 1836 when the owners were induced to move to Troy, Ind. 
Again in 1840 another pottery was established by a Mr. Han- 
cock, in Louisville. In the Geological Survey Report for 1856 
a Calloway County clay is said to have been used by Captain 
Bonner.in that county for making stoneware. This material 
was possibly some of the Tertiary clay of that region which has 
since become important for use in pottery and tile manufacture. 

Pottery works were started at Paducah in 1886, but the 
clays employed came from Grand Chain, Ill, Boaz, Ky., and 
Round Knob, I. 

By the year 1888, potteries making brown jars and jugs 
were in operation at Pottertown, Bell City, Lynnville, Paducah, 
Columbus and Hickman, but they were small plants built to 
supply local trade, and all located in the Purchase region. Some 
of them are no longer in operation. As late as 1906 potteries 
were in operation at Paducah, Pottertown, Rock, Tompkins- 
ville, Wickliffe, Water Valley, Mayfield and Columbus in the 
Purchase area, but only at the first named locality is one still 
in operation. 

Crider (Ref. 8, p. 675) describes a pottery plant located 
near Cliffside Park, between Ashland and Catlettsburg, which 
was still in operation in 1912, but is so no longer. It made 
stoneware jugs, ete. 

At the present day there are few potteries in operation with- 
in the state, although there exists an abundance of raw materials 
suitable for common earthenware and stoneware manufacture. 
The New Providence shale supplies an excellent clay for mak- 
ing red flower pots, while stoneware clays can be obtained either 
from the Tertiary formations of the Purchase region or from 
those of Madison County. 

The following list gives the potteries at present operating 
in Kentucky together with the class of ware produced: 


County Town Firm Name Product 
Calloway ..... Pottertown ..Falwell and Son.............. Stoneware. 
Graves ......... Ball City ew Mv iD> RUSBBID Se recent Stoneware. 


Jefferson ..... Louisville ....Louisville Pottery Co...Stoneware, Red 
; Earthenware, Imi- 
tation whiteware. 
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County Town Firm Name 
McCracken .Paducah .......Paducah Pottery Co...... Stoneware. 
Madison ....... BYDCC. Season Bybee Pottery Co........... Hand made blue 
art pottery. 
Madison ...... Wid C0 meeereeee AWC Oy TORS Gace Stoneware and blue 


art pottery. 


Ciay Minine INpustry 

The clay mining industry is developed in three areas, viz. : 
1. The Purchase region. 2. Around Covington; and 3, the 
Olive Hill region. 

The clays dug in the Purchase region are nearly all obtained 
from the Lagrange formation, and are worked in Graves County. 
They are refractory clays, often of high plasticity, and good 
bonding power. Many of them burn sufficiently white to be 
used in whiteware bodies. They are consequently employed in 
mixtures for white earthenware, electrical porcelain, sanitary 
ware, wall and floor tile, glass refractories, graphite crucibles, 
sagegers, etc. 

Those which are dug near Briensburg in the Purchase region 
are used in stoneware. 

The clays that are dug around Covington are not refrac- 
tory, but are used locally at founderies and iron furnaces. 

The clays obtained in the Olive Hill district bear a wide | 
and excellent reputation for the maintenance of refractories. 
Some of the mines are operated by the companies using the clay, 
while others are worked by companies or individuals who have no. 
brick plants, but sell the clay to the consumer. 

Not a little of the fire clay therefore finds its way to plants: 
located in Ohio, notably those at Portsmouth, Cincinnati and- 
Tronton. The balance is used chiefly at fire brick plants located. 
in the eastern coalfield, though some is shipped to Louisville. 

The following is a list of clay miners, who do_ not 
own clay-manufacturing plants, or whose mines are not adja- 
cent to factory: 


County Town Firm Name 
Ballardpes Wicklifters. 222 American Clay Co. 
ISU ROL Cee AYMAN el Dey eater La Clede Christy Clay Co. 
Callowayee = Ws ro Trid 2p cee, sree U. S. Clay Co. (Not developed.) 
ORINOCO INCOR Coe eee errors Calloway County Clay Co. (Not de- 


veloped.) 
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County Town Firm Name 
CATTOL  -nevensereeeoe A MOM. .paenonnverccnnaanenane Kerns Mining Co. 
COTTE creesusdttnees DOMGOT  secccevencnnreny J. H. Burdette. 
BTUSIE® serenactts DeritOn. <indcewe- Hai bison-Walker Refractories Co. 
CGY UGIL ccsasiedev=s SOLOS vvvmutkonsomcsesyl, Ly LLROEL 
GLUT copes SOLULSI wecccessntteermon P. Bannon Pipe Co. 
Arter. ayer Se TaN ath Gae eee eee Harbison-Walker Refractories Co. 
GYB VES: fies Hickory  ...........----- ©xcelsior Ball Clay Co. 
GYBV SR oicerciacs,. HAGRDLY  — mearaetedons Colonial Clay Co. 
GLE. VO8 F sccsctacecews, FUNC CORY. 0 deers Old Hickory Clay & Tale Co. 
GRAVES Aes scnccastn PRTG OM yy seeders M.. B. Cooley Clay Co. 
Tay CSiie ences Hickory 2. . ..West Kentucky Clay Co. 
Gray 6s et VIGOR" corer -nsanecosns Kentucky Clay Mining Co. 
VAY AVOS! feccetce Pryorsburg <2. Kentucky Construction and Improve- 

ment Co. 

Graves! cemesneee PYyOrspare alee. Mayfield Clay Co. (Not operating.) 
KOMCOIM, eceeeoneces COVWINELOR “sass S. J. Moore. 
Marsnalie sececcx. Bemiten) eee Howard Clay Pit. (Not operating) 
Marshall <2. BOUL OT = aes Lon Lofton Clay Pit. (Not operating.) 
Marshall © 2-2-5 Briensburg .......-.... Paducah Clay Co. 
RUG Wick geese eee Gates eco, .Gilmore Fire Clay Co. 
UOMWAD eee Morehead .............. General Refractories Company. 
Ligon echoe eee Enterprise 2... Ironton Fire Brick Co. 
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